
# OF LAMP VOLTAGE

3 120/277V

3 120/277V

4 120/277V

4 120/277V

# OF LAMP VOLTAGE

6 120/277V

6 120/277V

DIMENSIONS

AF-3DM001-T8

AF-4DM001-T8 48"L  X 10"W  X  4.31"D 

T8   32W

TYPE & WATTS

TYPE & WATTS

T8   32W

T8   32W

 
 

FLUORESCENTS T-5 / T-8 HIGH-BAY
APPLICATIONS 

SPECIFICATION FEATURES    

48.19"L  X 18.19"W  X  3.58"D 

DIMENSIONS

AF-3DM001-T5 T5   54W 48"L  X 10"W  X  4.31"D 

CATALOG #

*AVAILABLE IN DIMMING BALLAST

48"L  X 10"W  X  4.31"D 

AF-4DM001-T5 T5   54W 48"L  X 10"W  X  4.31"D 

AF-6EM002-T5 48.19"L  X 18.19"W  X  3.58"D 

AF-6EM002-T8

CATALOG #

T5   54W

MOUNTING ACCEPT STEM PENDANT, OR CHAIN.

BALLAST.  ELECTRONIC 120 OR 277VOLTAGE

REFLECTOR, 95% MIRO 4

IDEAL FOR OFFICE, WAREHOUSE, GARAGE, 

UL LISTED FOR DAMP LOCATION.

HOUSING, MADE OF HIGH QUALITY STEEL, & POWDER 
PAINTED WHITE.

SOCKET & LAMPS 3,4,AND 6 T-5  54W HO LAMPS OR T8 32W 
STANDARD, 

L   I   G   H   T   I   N   G
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