
LOW VOLTAGE   TRANSFORMERS  RLM   HID   STAINLESS STEEL                                        
FLUORESCENT  &  HID BALLAST   LANDSCAPE   VAPOR PROOF   LAMPS



CATLOG # PAGE # CATLOG # PAGE # CATLOG # PAGE # CATLOG # PAGE # CATLOG # PAGE # CATLOG # PAGE #

AR-SQ-BRK-LTNO 64 ASM303-100HPS 48 AVNGL40-100MH 53 CF13S-835 94 GLR65 89
AR-SQ-BRK-TENON 64 ASM303-100MH 48 AVNGL40-150HPS 53 CF13S-841 94 GU10 95
AR-SQ-LBK-TENON 64 ASM303-150HPS 48 AVNGL40-175MH 53 CF18TE-827 94 GU10-50NFL 95
AR-SQ-LRTNO 64 ASM303-175MH 48 AVP21-200 66 CF18TE-835 94 GU10-50WFL 95
AR-SQ-TUBE-2RT 65 ASM303-1PL42 48 AVP21-26W 66 CF18TE-841 94 H12 33
AR-SQ-TUBE-3RT 65 ASM303-2PL42 48 AVP-26H 35 CF26TE-827 94 H12-AVP21 33
AR-SQ-TUBE-4RTX 65 ASM352-1PL42 49 AVP31-300 66 CF26TE-835 94 HBCOL-16 72
ARTC10A 20 ASM352-70HPS 49 AVP31-32W 66 CF26TE-841 94 HBCOL-22 72
ARTC10FH 20 ASM353-1PL42 49 AVP-32H 35 CF32TE-827 94 J1000T3-130V 95
ARTC15A 20 ASM353-50HPS 49 AVP-42H 35 CF32TE-835 94 J1500T3-120V 95
ARTC20A 20 ASM353-50MH 49 AVP43-100HPS 67 CF32TE-841 94 J1500T3-277V 95
ARTC25A 20 ASM353-70MH 49 AVP43-150HPS 67 CF42TE-827 94 J150T3-130V 95
ARTC30A 20 ASM354-1PL42 52 AVP43-42W 67 CF42TE-835 94 J200T3-130V 95
ARTC5A 20 ASM354-50MH 52 AVP43-70MH 67 CF42TE-841 94 J300T3-130V 95
AR-TR 64 ASM354-70HPS 52 AVS16-AVB21 30 CF5S-827 94 J500T3-130V 95
AR-TR-822 64 ASM384-2PL13 49 AVS16-AVP21 30 CF5S-835 94 JC12V-10W 95
AS-12 27 ASM384-50HPS 49 AVS-20A-AVP21 32 CF5S-841 94 JC12V-20W 95
AS-14 27 ASM-704-100HPS 44 AVS-30A-AVP31 32 CF7S-827 94 LBCOL-16 72
AS-16 27 ASM704-150HPS 44 AVS30-AVB31 30 CF7S-835 94 LBCOL-22 72
AS-18 27 ASM704-1PL42 44 AVW21-200 66 CF7S-841 94 LU1000-MOG 94
AS-20 27 ASM704-50HPS 44 AVW21-26W 66 CF9S-827 94 LU100-MED 94
ASF-2BP003 75 ASM704-70MH 44 AVW31-300 66 CF9S-835 94 LU100-MOG 94
ASF-2BP003 75 ASM704-VR 44 AVW31-32W 66 CF9S-841 94 LU150-MED 94
ASL14T5HOC 73 ASM704-VS 44 AVW43-100HPS 67 CL-16 72 LU150-MOG 94
ASL24T5HOC 73 ASM704-WG 44 AVW43-150HPS 67 CL-22 72 LU200-MOG 94
ASL48T5HOC 73 ASM707-150HPS 45 AVW43-42W 67 COLOR GLASS 35 LU250-MOG 94
ASLV-6 30 ASM707-175MH 45 AVW43-70MH 67 CORD BLACK 34 LU35-MED 94
ASM09-100HPS 50 ASM707-250HPS 45 AVX-100DG 35 CORD WHITE 34 LU400-MOG 94
ASM09-1PL42 50 ASM707-250MH 45 AVX-100GL 35 COVER NUT 34 LU50-MED 94
ASM09-70MH 50 ASM707-VR 45 AVX-100GLO 35 CPQC10M 70 LU70-MED 94
ASM106-100HPS 44 ASM707-WG 45 AVX-200DG 35 CPQC10MF 70 LU70-MOG 94
ASM106-100MH 44 ASM708-150HPS 45 AVX-200GL 35 CPQCPFC 70 MR16-120 95
ASM106-150HPS 44 ASM708-175MH 45 AVX-200GLO 35 CPQCPS2 70 MR8-NFL/FG 95
ASM106-150MH 44 ASM708-250HPS 45 AW1001 90 CPQRS 72 MR8-NSP/FG 95
ASM106-175MH 44 ASM708-250MH 45 AW1002 90 DL-16 72 MR8-SP/FG 95
ASM106-1PL42 44 ASM708-400HPS 45 AW1002P 91 DL-22 72 NC500-10/2 88
ASM106-2PL42 44 ASM708-400MH 45 AW1002P-1PL26 91 ESX 95 NC500-12/2 88
ASM106-VR 44 ASM708-VR 45 AW1002-PL26 90 ESX/FG 95 NC500-14/2 88
ASM106-VS 44 ASM708-WG 45 AW1003 90 EXN 95 NC500-8/2 88
ASM106-WG 44 ASM727-250HPS 46 AW1004 90 EXN/FG 95 NT-1200SS 21
ASM109-100HPS 46 ASM727-250MH 46 AW1004P 91 EXT 95 NT-150BK 21
ASM109-100MH 46 ASM727-400HPS 46 AW1004P-1PL26 91 EXT/FG 95 NT-300SS 21
ASM109-100MH 46 ASM727-400MH 46 AW1004-PL26 90 EXZ 95 NT-600BK 21
ASM109-175HPS 46 ASM768-250HPS 48 AWCD-100MH 61 EXZ/FG 95 NT-600SS 21
ASM109-175MH 46 ASM768-250MH 48 AWCD-175NH 61 EZ6-300-C2 22 NT-900SS 21
ASM109-1PL42 46 ASM768-400HPS 48 AWCDF42EL 61 FL-16 72 PGFRB 89
ASM109-2PL42 46 ASM768-400MH 48 AWCS-100MH 61 FL-22 72 QC250/120 72
ASM109-VR 46 ASM768-VR 48 AWCS-175MH 61 FMT 95 S-HOOKS 72
ASM109-VS 46 ASM768-VS 48 AWCSF42EL 61 FMT/FG 95 SP 62
ASM109-WG 46 ASM768-WG 48 AWH2-120-C 93 FMV 95 SP50PT 60
ASM12-100HPS 50 ASSSP-12 62 AWH2-120-L 93 FMV/FG 95 THERMO120V 20
ASM12-100MH 50 ASSSP-14 62 AWH2-277C 93 FMW 95 THERMO277V 20
ASM12-150HPS 50 ASSSP-20 62 AWH2-277-L 93 FMW/60 95 WG-16 72
ASM12-175MH 50 ASSSP-25 62 AWH3-120-C 93 FMW/60/FG 95 WG-22 72
ASM12-2PL42 50 ASSSP-30 62 AWH3-120-L 93 FMW/FG 95 LU100-MED 94
ASM19-250HPS 51 ASSSP-35 62 AWH3-277-C 93 FNV 95 LU100-MOG 94
ASM19-250MH 51 ASSSP-40 62 AWH3-277-L 93 FNV/FG 95 LU150-MED 94
ASM19-400HPS 51 AT-1-1000-12/24R 21 AWM-307 39 FSS 95 LU150-MOG 94
ASM19-400MH 51 AT-1-1200-12/24R 21 AWPR40-100HPS 54 FSS/FG 95 LU200-MOG 94
ASM20-100HPS 51 AT-1-150-12 21 AWPR40-100MH 54 FST 95 LU250-MOG 94
ASM20-100MH 51 AT-1-150-12R 21 AWPR40-150HPS 54 FST/FG 95 LU35-MED 94
ASM20-2PL26 51 AT-1-200-12 21 AWPR40-175MH 54 FSV 95 LU400-MOG 94
ASM21-100HPS 52 AT-1-200-12R 21 AWPR40-1PL42 54 FSV/FG 95 LU50-MED 94
ASM21-100MH 52 AT-1-250-12 21 AWPR40-2PL42 54 FTA 95 LU70-MED 94
ASM21-150HPS 52 AT-1-250-12R 21 AWPR40G-100HPS 54 FTA/FG 95 LU70-MOG 94
ASM21-175MH 52 AT-1-300-12 21 AWPR40G-100MH 54 FTB 95 MR8-NFL/FG 95
ASM21-2PL42 52 AT-1-300-12R 21 AWPR40G-150HPS 54 FTB/FG 95 MR8-NSP/FG 95
ASM23-100HPS 53 AT-1-500-12/24 21 AWPR40G-175MH 54 FTC 95 MR8-SP/FG 95
ASM23-100MH 53 AT-1-500-12/24R 21 AWPR40G-1PL42 54 FTC/FG 95 NT-1200SS 21
ASM23-150HPS 53 AT-1-600-12/24 21 AWPR40G-2PL42 54 FTD 95 NT-150BK 21
ASM23-175MH 53 AT-1-600-12/24R 21 AWPR40HC-100HPS 54 FTD/FG 95 NT-300SS 21
ASM23-2PL42 53 AT-1-750-12 21 AWPR40HC-100MH 54 FTE 95 NT-600BK 21
ASM281-1000HPS 60 AT-1-750-12R 21 AWPR40HC-150HPS 54 FTE/FG 95 NT-600SS 21
ASM281-1500MH 60 AT-2-300 22 AWPR40HC-175MH 54 FTF 95 NT-900SS 21
ASM301-100HPS 47 AT-2-600 22 AWPR40HC-1PL42 54 FTF/FG 95 SP 62
ASM301-100MH 47 AUL-16 29 AWPR40HC-2PL42 54 FTH 95 THERMO120V 20
ASM301-150HPS 47 AUL-22 29 AY-2 30 FTH/FG 95 THERMO277V 20
ASM301-175MH 47 AVB21-200 66 BAB/60 95 GD 88
ASM301-1PL42 47 AVB21-26W 66 BAB/60/FG 95 GDX 95
ASM301-2PL42 47 AVB31-300 66 BBF 95 GDX/FG 95
ASM302-100HPS 47 AVB31-32W 66 BBF/FG 95 GDY 95
ASM302-100MH 47 AVB43-100HPS 67 BT-300BK 21 GDY/FG 95
ASM302-150HPS 47 AVB43-150HPS 67 CB-16 72 GDZ 95
ASM302-175MH 47 AVB43-42W 67 CB-22 72 GDZ/FG 95
ASM302-1PL42 47 AVB43-70MH 67 CD 88 GLASS BALL 35
ASM302-2PL42 47 AVNGL40-100HPS 53 CF13S-827 94 GLR63 89
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30 34 ACLV-6 30 AFL217-HG 78 AGL-100DG 35 AMH100-NED-PS 94 ARK00127 97
32 34 ACN001 34 AFL217-HH 78 AGL-200 35 AMH100-U 94 ARK00132 97
30-A 34 ACN002 34 AFL217-HV 78 AGL-200BO 35 AMH1500-BT 94 ARK00145 97
30-B 34 ACN002-3/4 72 AFL217-HV-MV 78 AGL-200DG 35 AMH150-MED 94 ARK-00158 96
30-C 34 ACN003 34 AFL223C 80 AGRP-320 81 AMH150-NED-PS 94 ARK-00162 96
30-D 34 ACN003-3/4 72 AFL225S 80 AGRP-320 83 AMH150-U 94 ARK00182 97
30-E-1/2 34 ACN004 34 AFL226E 80 AGU7 20 AMH175-MED 94 ARK00204 97
30-E-3/4 34 ACN005 34 AFL226E/SG 80 AH-16 29 AMH175-MOG-PS 94 ARK-00217 96
30-F-1/2 34 ACN006 34 AFL227 79 AH-22 29 AMH175-U 94 ARK-00223 96
30-F-3/4 34 ACN006T 34 AFL227-HG 79 AHB11 72 AMH250-MOG-PS 94 ARK-00229 96
812SCE 35 ACN007 34 AFL227-HH 79 AHB11-1000HPS 70 AMH250-U 94 ARK-00234 96
884RTE 35 ACN008 34 AFL227-HV 79 AHB11-1000MH 70 AMH320-MOG-PS 94 ARK00246 97
884SCE 35 ACN009 34 AFL22-SF 55 AHB11-100MH 68 AMH320-U 94 ARK00253 97
A10022 25 ACN010 34 AFL22SF-1000HPS 55 AHB11-150HPS 68 AMH350-U 94 ARK00257 97
A10023 25 ACP-14 31 AFL22SF-1000MH 55 AHB11-175MH 68 AMH400-MOG-PS 94 ARK00297 97
A10025 25 ACR16 32 AFL22SF-4000HPS 55 AHB11-250HPS 68 AMH400-U 94 ARK-00363 96
A10026 25 ACR22 32 AFL22SF-400MH 55 AHB11-250MH 68 AMH50-MED 94 ARK-00364 96
A10027 25 AD-10 27 AFL22-TR 55 AHB11-400HPS 68 AMH50-NED-PS 94 ARK-00397 96
A10028 25 AD-12 27 AFL22TR-1000HPS 55 AHB11-400HPS-WH 70 AMH50-U 94 ARK-00490 96
A10029 25 AD-16 27 AFL22TR-1000MH 55 AHB11-400MH 68 AMH70-MED 94 ARK-00491 96
A10030/39 24 AD16-H 32 AFL22TR-400MH 55 AHB11-400MH-WG 70 AMH70-NED-PS 94 ARK00492 97
A10030/78 24 AD-20 27 AFL22-VR 55 AHBRF442 71 AMH70-U 94 ARK00493 97
A10031 24 AD-8 27 AFL22-VS 55 AHBRF642 71 AMHP100-MED 94 ARK00506 97
A10032/9 24 ADH-061 92 AFL22-WG 55 AHBRF842 71 AMHP150-MED 94 ARK00509 97
A10032-20 24 ADH-1602 92 AFL31-100HPS 57 AHL1500B 58 AMHP175-MOG 94 ARK00536 97
A10033/78 24 ADH-3602 92 AFL31-150HPS 57 AHL150B 58 AMHP250-MOG 94 ARK00537 97
A10034 24 ADH-6401 92 AFL31-1PL42 57 AHL28T5HOC 73 AMHP400-MOG 94 ARK00554 97
A10035 24 ADH-6602 92 AFL31-50HPS 57 AHL300QAAB 58 AMHP50-MED 94 ARK00595 97
A10036 24 ADP-34 34 AFL32-100HPS 57 AHL310Q 58 AMHP70-MED 94 ARK00597 97
A10037 24 AET-150VA-120/12V 22 AFL32-100MH 57 AHL500QAB 58 AMR11 20 ARK-00599 96
A10038 23 AET-150VA-240/12V 22 AFL32-70HPS 57 AL-116 72 AMR11 20 ARK00656 97
A10075 24 AET-150VA-24V 22 AFL32-70MH 57 AL-122 72 ANA-121 81 ARK00662 97
A100HPS 35 AET-60VA-12V 22 AFL32GS 57 ALA-3T06 81 ANA-121 83 ARK00663 97
A100MH 35 AET-75VA-12V 22 AFL32LG 57 ALA-4T06 81 ANA-121 84 ARLV1000 10
A10151 24 AET-75VA-24V 22 AFL32WG 57 ALA-4T06-PL 81 ANA-121 85 ARLV-1499ICT/AT 9
A150HPS 35 AET-75VA-277V 22 AFL45-100HPS 57 ALA-4T10 81 ANA-121 86 ARLV1500 10
A150MH 35 AET-80VA-12V 22 AFL45-100MH 57 ALA-4T10PL 81 ANA-121 87 ARLV1800 10
A16310-P-120 72 AEX-21 42 AFL45-150HPS 57 ALB11 72 AND-121 83 ARLV2000 17
A16330-120 72 AEX-28 42 AFL45-175MH 57 ALB11-100MH 69 AND-161 83 ARLV2500 11
A1633-277 72 AF10 20 AFL45-2PL42 57 ALB11-150HPS 69 AND-361 83 ARLV2503 12
A16333-240 72 AF11 20 AFL45GS 57 ALB11-175MH 69 ANP-04 85 ARLV2508 12
A175MH 35 AF12 20 AFL45LG 57 ALB11-250HPS 69 ANP-112 85 ARLV2800 12
A19023-BU 23 AF13 20 AFL45WG 57 ALB11-250MH 69 ANP-114 85 ARLV3000 5
A19023-GR 23 AF14 20 AFL61-100HPS 56 ALB11-400HPS 69 ANP-214 85 ARLV3010 13
A19023-RD 23 AF2ABP001 75 AFL61-100MH 56 ALB11-400MH 69 AOWC 20 ARLV3020 13
A19023-WH 23 AF-3DM001-T5 74 AFL61-150HPS 56 ALET-301-12V 22 AP-10S 39 ARLV3050 14
A19023-YL 23 AF-3DM001-T8 74 AFL61-175MH 56 ALH2-120-L 93 AP-12S 39 ARLV3080 13
A35HPS 35 AF4ABP001 75 AFL65SF-250HPS 56 ALH2-277-L 93 AP-7S 39 ARLV3500 14
A35MH 35 AF-4DM001-T5 74 AFL65SF-250MH 56 ALH3-120-L 93 APB-201 38 ARLV4 9
A50HPS 35 AF-4DM001-T8 74 AFL65SF-400HPS 56 ALH3-277-L 93 APB-202 38 ARLV40 9
A50MH 35 AF5B 20 AFL65SF-400MH 56 ALRT-103 22 APB-203 38 ARLV4000 5
A604F-400HPS 59 AF5GA 20 AFL65TR-250HPS 56 ALRT-106 22 APB-204 38 ARLV4010 15
A604F-400MH 59 AF5R 20 AFL65TR-250MH 56 ALS-01B 84 APB-204-WM 38 ARLV4010MP 18
A604P-400HPS 59 AF5Y 20 AFL65TR-400HPS 56 ALS-02B 84 APB-206 39 ARLV4020 15
A604P-400MH 59 AF6B 20 AFL65TR-400MH 56 ALS-03B 84 APB-207-2X 39 ARLV4050 15
A70HPS 35 AF-6EM002-T5 74 AFL65-VR 56 ALS-05B 84 APL19-408 89 ARLV4050MP 19
A70MH 35 AF-6EM002-T8 74 AFL65-VS 56 ALS-08 85 APL24-424 89 ARLV4055 16
A91022-AM 23 AF6G 20 AFL65-WG 56 ALS-09 88 APP-01 34 ARLV4055G4 17
A91022-BU 23 AF6L 20 AG-106 35 ALS-11A 87 APP-02 34 ARLV4060 16
A91022-FR 23 AF6P 20 AG-107 35 ALS-11B 87 APP03 72 ARLV4060MP 18
A91022-GR 23 AF6R 20 AG-108 35 ALS-11LB 87 AQ2 20 ARLV4080 16
A91022-RD 23 AF6Y 20 AG-109 35 ALS-14B 82 AR-116 72 ARLV450 9
A91024 23 AF7 20 AG-110 35 ALS-15B 82 AR-12 29 ARLV47LV 9
AA-11 28 AF8 20 AG-111 35 ALS-16A 82 AR-122 72 ARLV4900 14
AA-11E 28 AF9 20 AG-112 35 ALS-19B 82 AR-14 29 ARLV4IC 8
AA-14 28 AFH3-DUAL-450L 93 AG-114 35 ALS-251TF 86 AR-16 29 ARLV4ICAT 8
AA-14E 28 AFL16-SF 55-56 AG-116 35 ALS-252TF 86 AR-20 29 ARLV4ICTF32 8
AA-7 28 AFL16SF-250HPS 55 AG-118 35 ALS-30B 83 AR5 39 ARLV4LV 9
AA-9 28 AFL16SF-250MH 55 AG-120 35 ALS-30B 88 AR5-3/4 39 ARLV4UCT 8
AB-13-120V 93 AFL16SF-400HPS 55 AG4 20 ALS-351TF 86 AR7 39 ARLV5000 6
AB7-9-120V 93 AFL16SF-400MH 55 AGB-101 36 ALS-352TF 86 AR7-3/4 39 ARLV5000/120 6
ABNGL40-2PL42 53 AFL16-TR 55-56 AGB-101-48L 36 ALS-6B 88 ARB46 35 ARLV5000T 6
ABOG-42W 76 AFL16TR-250HPS 55 AGB-102 36 ALS-W1 88 ARH1-UNV-213-BLS 93 ARLV7000 7
ABOG-70MH 76 AFL16TR-250MH 55 AGB-103 36 ALTP16 20 ARH2-UNV-218-BLS 93 ARLV7000/120 7
ABOL-42W 76 AFL16TR-400HPS 55 AGB-104 37 ALU16 32 ARH3-UNV-226-BLS 93 ARLV7000T 7
ABOL-70MH 76 AFL16TR-400HPS 55 AGB-105 37 ALU22 32 AR-HORN-2 65 ARLV7000T/AT 7
ABOR-42W 76 AFL16TR-400MH 55 AGB-106 37 ALVT-151-12V 22 AR-HORN-3 65 ARPF-1 6
ABOR-70MH 76 AFL16-VR 55 AGB-107 36 ALVT-151-24V 22 ARK00044 97 AR-PM 64
AC-12 27 AFL16-VS 55 AGB-110 36 ALVT-303-12V 22 ARK00048 97 AR-RD-1TENON 65
AC-14 27 AFL16-WG 55 AGB-111 36 AM 62 ARK00074 97 ARR-MP 18
AC-16 27 AFL213-100HPS 57 AGB-141 37 AM1027 19 ARK00082 97 AR-SF 64
ACB2-3A 20 AFL213-100MH 57 AGB-1535 38 AM1027T 19 ARK-00084 96 AR-SF-822 64
ACB5-30A 20 AFL213-150HPS 57 AGB-24-ELW 36 AM1028 19 ARK-00086 96 AR-SQ-1 65
ACC-002 34 AFL213-175MH 57 AGL-100 35 AM1028T 19 ARK-00088 96 AR-SQ-2TENON180 65
ACD-14 31 AFL213-2PL42 57 AGL-100BO 35 AMH1000-E 94 ARK-00090 96 AR-SQ-4TENON90 64
ACG-14 31 AFL217 78 AGL-100BO 35 AMH100-MED 94 ARK-00092 96 AR-SQ-BRK 64
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IGNITER
A B C CAPACITOR

50 Quad 120/208/240/277V 5MFD 280VAC

M110 Tap 1.0/0.6/0.5/0.4 ARK00037MH

70 Quad 120/208/240/277V 8MFD 280VAC

M98 Tap 1.8/1.0/0.9/0.8 ARK00039MH

100 Quad 120/208/240/277V 12MFD 280VAC

M90 Tap 2.6/1.5/1.3/1.2 ARK00039MH

150 Quad 120/208/240/277V 16MFD 280VAC

M102 Tap 3.7/2.1/1.8/1.6 ARK00561

Quad 120/208/240/277V

175 Tap 1.8/1.1/0.9/0.8

M57 480V

 0.5

Quad 120/208/240/277V 14MFD 280VAC

200 Tap 1.0/0.6/0.5/0.4 ARK00561MH

M136 480V 14MFD 280VAC

 0.8 ARK00561MH

 Quad 120/208/240/277V

250 Tap 1.0/0.6/0.5/0.4

M58 480V

 0.6

Quad 120/208/240/277V 15MFD 300VAC

250 Tap 1.0/0.6/0.5/0.4 ARK00561

M138 480V 15MFD 300VAC

0.6 ARK00561

 Quad 120/208/240/277V 24MFD 280VAC

320 Tap 1.0/0.6/0.5/0.4 ARK00561

M132 480V 24MFD 280VAC

 0.8 ARK00561

 Quad 120/208/240/277V 26MFD 280VAC

 Tap 1.0/0.6/0.5/0.4 ARK00561

350 277V 20MFD 280VAC

M131 2.1 ARK00561

 480V 26MFD 280VAC

 0.85 ARK00561

Quad 120/208/240/277V

400 Tap 4.0/2.3/2.0/1.8

M59 480V

1.0

Quad 120/208/240/277V 24MFD 300VAC

400 Tap 4.0/2.3/2.0/1.8 ARK00561

135 480V 24MFD 300VAC

1.0 ARK00561

Quad 120/208/240/277V

1000 Tap 9.0/5.2/4.5/3.9

M47 480V

2.4

Quad 120/208/240/277V

1500 Tap 13.5/7.8/6.8/5.9

M48 480V

3.4

 

 

Most part numbers available in 50HZ. Call for part #.

* Voltage rating for capacitor is the minimum allowed.

Ratings for CWA are operating current. HX, R, and NPF ratings are the higher of the starting, operating or open circuit curren

*3 UL approval & availability pending. Consult Factory

3 32MFD 552VAC

32MFD 552VAC

480V ARK00493 CWA-HPF 1600 450 6" 6-1/8" 4-1/4"

ARK00492 CWA-HPF 1600 150 6" 6-1/8" 4-1/4" 2

4-1/4" 3 24MFD 480VAC

24MFD 480VAC

480V ARK00048 CWA-HPF 1080 420 6" 4-1/2"

ARK00044 CWA-HPF 1080 425 6" 4-1/2" 4-1/4" 2

480V ARK00663 CWA-HPF 460 305 4-3/4" 3-3/4" 4-1/4" 7

ARK00297 CWA-HPF 460 305 4-3/4" 3-3/4" 4-1/4" 6

4-1/4" 3 24MFD 400VAC

24MFD 400VAC4-1/4" 2

3-3/4"

4-3/4" 3-3/4"

480V ARK00082 CWA-HPF 460

460 305

305 4-3/4"

480V ARK00182 CW-HPF

ARK00074 CWA-HPF

290 300 4-3/4"

ARK00595

15MFD 400VAC

15MFD 400VAC

4-1/4" 3

2

METAL HALIDE BALLAST

WATTS 
ANSI  

BALLAST 
VOLTAGE

480V

WIRING 
DIAGRAM

OPEN 
CIRCUIT

CAT #

65

BALLAST 
TYPE

LINE VOLTAGE 
CURRENT(*1)

277V

480V

ARK00253 HX-HPF

ARK00257 HX-HPF

ARK00204 HX-HPF

ARK00246 HX-HPF

10MPD 400VAC

10MPD 400VAC

3-15/16" 15/16" 2-13/16"

4

4

2-13/16" 4

3-15/16"

INPUT 
WATTS

2-13/16"3-15/16" 2-3/4"

250

85 240

125 280 3-15/16" 2-7/8"

185 43-7/8" 2-13/16"

ARK00127 CW-HPF 210 300 4-1/4" 2-13/16"

240 3-15/16"

2-13/16" 3

2

480V ARK00132 CW-HPF 210 300 3-15/16" 4-1/4"

4ARK00509 HX-HPF 230 250

4-1/4" 2-13/16"

3-15/16" 4-1/4" 2-13/16"

480V ARK00536 HX-HPF 230 3

ARK00145 CW-HPF 290 300 4-3/4" 3-1/16" 4-1/4"

250 3-15/16"

3-1/16"

ARK00656 CW-HPF 290 300

7

4-3/4" 3-1/16" 4-1/4" 6

4-3/4" 3-1/16" 4-1/4"ARK00662 CW-HPF 290 300

CW-HPF 360 6

ARK00597 CW-HPF 360 260 4-3/4" 3-1/4" 4-1/4"

260 4-3/4"

4-1/4" 6

7

4-3/4" 3-1/4"

3-1/16" 4-1/4"

ARK00506 CQA-HPF 385 245

1ARK00554 LP-HPF 375 277

4-1/4"

3-3/4" 4.0" 4-1/2"

 BALLAST WIRING DIAGRAMS 

DIMENSION

7480V ARK00537 CWA-HPF 385 245 4-3/4" 3-3/4"

LAMP
IGNITOR

COM

LAMP

COM

COM

X1

X2

X3

CAP

CWA Single Voltage

LINE120, 240 &480 V HX- HPF

LAMP
IGNITOR

COM

LAMP

COM

COM

X1

X2

X3

CA
P

5

LAMP
IGNITOR

COM

LAMP

COM

COM

X1

X2

X 3

CAP

277V

120V
208V

240V

CWA Quad Voltage 6 7
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LINEAR REACTOR
 REACTOR
HIGH REACTANCE
CONSTANT WATTAGE AUTO 
TRANSFORMER
120 / 208 / 240 / 277 VOLT

TYPICALLY 50%

NOTE:

IGNITER

A B C CAPACITOR

35 120 ARK00037-14MFD

S76 1.35 120VAC

120 ARK00037-20MFD

50 1.8 120VAC

S62 Quad 120/208/240/277V ARK00039-5MFD

 Tap 1.0/0.6/0.5/0.4 280VAC

120 ARK00039-28MFD

70 2.25 120VAC

S62 Quad 120/208/240/277V ARK00039-7MFD

Tap 1.9/1.2/01.0/0.9 280VAC

120 ARK00039-40MFD

100 3 120VAC

S54 Quad 120/208/240/277V ARK00039-10MFD

 Tap 2.2/1,4/1.1/1/0 280VAC

 120 ARK00039-52MFD

 4.5 120VAC

150 Quad 120/208/240/277V ARK00039-14MFD

S55 Tap 2.8/1.6/1.4/1.3 280VAC

480V ARK00039-14MFD

0.7 280VAC

200 Quad 120/208/240/277V ARK00040-28MFD

S66 Tap 2.3/1.3/1.1/1.0 280VAC

 Quad 120/208/240/277V ARK00040-35MFD

250 Tap 2.5/1.5/1.3/1.1 280VAC

S50 480V ARK00040-35MFD

 0.65 280VAC

 Quad 120/208/240/277V ARK00040-55MFD

400 Tap 3.8/2.2/1.9/1.7 280VAC

S51 480V ARK00040-55MFD

 1 280VAC

Quad 120/208/240/277V ARK00572-26MFD

1000 Tap 9.5/5.5/4.8/4.1 525VAC

S52 480V ARK00572-26MFD

2.4 525VAC

 
 

CWA                                     =

QUAD TAP                          =

NFP                                      =

HPF                                      =

WIRING 
DIAGRAM

OPEN 
CIRCUIT

CAT #
BALLAST 

TYPE
LINE VOLTAGE 
CURRENT(*1)

INPUT 
WATTS

WATTS 
ANSI  

BALLAST 
VOLTAGE

 
 

120V ARK-00084 R-NPF 42 120 1-3/4" 2-5/8"

2-5/8" 1

1

4

2-1/2" 2-5/8" 1

2-5/8"

2-3/16"

120V ARK-00086 R-NPF 59

120

120 2-3/16" 2-1/4"

3-15/16" 3" 2-13/16"

120V ARK-00088 R-NPF 81

ARK-00599 HX-HPF 66

ARK-00217 HX-HPF 90 120 3-1/16" 2-13/16"

120 2-3/16"

1

4

120V ARK-00090 R-NPF 114 120 2-3/16" 2-3/4"

3-15/16"

4ARK-00223 HX-HPF 130 120

3-1/4" 2-5/8"

3-15/16" 3-5/8" 2-13/16"

120V ARK-00092 R-NPF 169 1

ARK-00229 HX-HPF 175 120 3-15/16" 4-1/16" 2-13/16"

120 2-3/16"

2-13/16" 5

4

480V ARK-00234 HX-HPF 175 120 3-15/16" 4-1/16"

ARK-00397 CW-HP 240 185

6

4-3/4" 3-7/16" 4-1/4" 6

3-1/2" 4-1/4"

ARK-00158 CWA-HPF 295 190 4-3/4" 3-1/2" 4-1/4"

480V ARK-00162 CWA-HPF 295 7

ARK-00363 CWA-HPF 465 188 4-3/4" 4-1/4" 4-1/4"

190 4-3/4"

4-1/4" 7

6

480V ARK-00364 CWA-HPF 465 188 4-3/4" 4-1/4"

6ARK-00490 CWA-HPF 1100 440

5-7/8" 4-1/4"

6" 5-7/8" 4-1/4"

CWA-HPF 1100 440 6"

HX                                         =  

UL approval & availability pending. Consult Factory * Voltage rating for capacitor is the minimum allowed.

Low Loss (65 degrees C)

DIMENSION

7

Ratings for CWA are operating current. HX, R, and NPF ratings are the higher of the starting, operating or open circuit current. * Most part numbers available in 50HZ. Call for part #.

480V ARK-00491

HIGH PRESSURE SODIUM BALLAST
BALLAST DIMENSION GUIDE & WIRING DIAGRAMS

R-NPF BALLASTS CAN BE 
CONVERTED TO HIGH POWER 
FACTOR BY ADDING THE OPTIONAL 
CAPACITOR LISTED

HIGH POWER FACTOR, ALL HPF 
ARE 90% OR HIGHER

BALLAST TYPES   

BALLAST FACTORS
NORMAL POWER FACTOR 

LR                                         =
R                                           =

CAP

COM

CWA SINGLE VOLTAGE

LAMP SHELL

LINE

COM

120 V NPF

LAMP
IGNITOR

COM

LAMP

COM

COM

X 1

X 2

X 3

1

CAP

COM

QUAD CWA

LAMP SHELL

277V

240V

208V

120V
COM

2

3CAP

LAMP
IGNITOR

COM

240V

277V

208V

120V

LAMP

COM

COM

X1

X2

X3

4
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LAMP WATTS CODE ANGLE VOLTAGE BEAM 
SPREAD

G4-12V 10W JC12V-10W 12V
 20W JC12V-20W 12V
G6-12V 35W JC12V-35W 12V
 50W JC12V-50W 12V
MR-8-12V 20W MR-8-NSP 10 12V NARROW SPOT

20W MR-8-NFL 23 12V NARROW FLOOD

35W MR-8-SP 13 12V SPOT

35W MR-8-NFL 26 12V NARROW FLOOD

MR-11-12V 12W FTA 9.5 12V NARROW SPOT

2-PIN BASE 20W FTB 10 12V SPOT

20W FTC 17 12V SPOT

20W FTD 30 12V FLOOD

35W FTE 10 12V SPOT

35W FTF 20 12V FLOOD

35W FTH 30 12V FLOOD

MR11-12V 20W FSS 10 12V NARROW SPOT

DC-BAYONET 20W FST 17 12V SPOT

BASE 20W FSV 30 12V FLOOD

35W GDX 10 12V NARROW SPOT

35W GDY 20 12V SPOT

35W GDZ 30 12V FLOOD

MR-16-12V 20W ESX 12 12V SPOT

2-PIN BASE 20W BBF 24 12V NARROW FLOOD

20W BAB 36 12V FLOOD

20W BAB/60 60 12V WIDE FLOOD

35W FMT 12 12V SPOT

35W FMV 24 12V NARROW FLOOD

35W FMW 36 12V FLOOD

35W FMW/60 60 12V WIDE FLOOD

50W EXT 12 12V SPOT

50W EXZ 24 12V NARROW FLOOD

50W EXN 36 12V FLOOD

50W FNV 60 12V WIDE FLOOD

MR-16 /120V 50W NFL25 50 120V NARROW FLOOD

GU10 50W WFL50 50 120V WIDE FLOOD

35PAR20/SP 75PAR30/SP 25PAR36/NSP

J150T3-130V 35PAR20/NFL 75PAR30/NFL 25PAR36/FL

J200T3-130V 50PAR20/SP 75PAR30/SP 36PAR36/NSP

J300T3-130V 50PAR20/NFL 75PAR30/NFL 36PAR36/NFL

J500T3-130V 50PAR20/SP 90PAR238SP

J1000T3-130V 50PAR20/NFL 90PAR38/NFL

J1500T3-120 50PAR20/SP 90PAR38/SP

J1500T3-277 50PAR20/NFL 90PAR38/NFL

10-1/16"

10-1/16"

10-1/16"

4-11/16"

4-11/16"

4-11/16"

4-11/16"

HALOGEN LAMPS

MR-16 & MR-11 CAN BE ORDERED WITH FRONT GLASS COVER. ADD "FG" 
SUF FIX TO LAMP CODE WHEN ORDERING.

PAR36PAR 20 , 30 , 38 LAMPSQUARTZ LAMPS  
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METAL HALIDE  

CAT .# WATTS BASE DESCRIPTION  ANSI CAT .# WATTS BASE

AMH50-MED 50 E26 METAL HALIDE M110-E CF5S-827 5 G23

AMH50-U 50 E39 METAL HALIDE M110-E CF5S-835 5 G23

AMH70-MED 70 E26 METAL HALIDE M98-E CF5S-841 5 G23

AMH70-U 70 E39 METAL HALIDE M98-E CF7S-827 7 G23

AMH100-MED 100 E26 METAL HALIDE M90-E CF7S-835 7 G23

AMH100-U 100 E39 METAL HALIDE M90--E CF7S-841 7 G23

AMH150-MED 150 E26 METAL HALIDE M102-E CF9S-827 9 G23

AMH150-U 150 E39 METAL HALIDE M102-E CF9S-835 9 G23

AMH175-MED 175 E26 METAL HALIDE M137-E CF9S-841 9 G23

AMH175-U 175 E39 METAL HALIDE M137-E CF13S-827 13 GX23

AMH250-U 250 E39 METAL HALIDE M138-E CF13S-835 13 GX23

AMH320-U 320 E39 METAL HALIDE M132-E CF13S-841 13 GX23

AMH350-U 350 E39 METAL HALIDE M131-E CF18TE-827 18 GX24q-2

AMH400-U 400 E39 METAL HALIDE M135-E CF18TE-835 18 GX24q-2

AMH1000-E 1000 E39 METAL HALIDE M141-E CF18TE-841 18 GX24q-2

AMH1500-BT 1500 E39 METAL HALIDE M48-E CF26TE-827 26 GX24q-3

PULSE STRIKE METAL HALIDE  CF26TE-835 26 GX24q-3

AMH50-MED-PS 50 E26 PULSE STRIKE METAL HALIDE M110-E CF26TE-841 26 GX24q-3

AMH70-MED-PS 70 E26 PULSE STRIKE METAL HALIDE M98-E CF32TE-827 32 GX24q-3

AMH100-MED-PS 100 E26 PULSE STRIKE METAL HALIDE M90E CF32TE-835 32 GX24q-3

AMH150-MED-PS 150 E26 PULSE STRIKE METAL HALIDE M102-E CF32TE-841 32 GX24q-3

AMH175-MOG-PS 175 E39 PULSE STRIKE METAL HALIDE M137-E CF42TE-827 42 GX24q-4

AMH250-MOG-PS 250 E39 PULSE STRIKE METAL HALIDE M138-E CF42TE-835 42 GX24q-4

AMH320-MOG-PS 320 E39 PULSE STRIKE METAL HALIDE M132-E CF42TE-841 42 GX24q-4

AMH400-MOG-PS 400 E39 PULSE STRIKE METAL HALIDE M135-E

AMHP50-MED 50 E26 PROTECTED METAL HALIDE M110

AMHP70-MED 70 E26 PROTECTED METAL HALIDE M98

AMHP100-MED 100 E26 PROTECTED METAL HALIDE M90

AMHP150-MED 150 E26 PROTECTED METAL HALIDE M102

AMHP175-MOG 175 EX39 PROTECTED METAL HALIDE M57

AMHP250-MOG 250 EX39 PROTECTED METAL HALIDE M58

AMHP400-MOG 400 EX39 PROTECTED METAL HALIDE M59

LU35-MED 35 E26 HIGH PRESSURE SODIUM S76

LU50-MED 50 E26 HIGH PRESSURE SODIUM S68

LU70-MED 70 E26 HIGH PRESSURE SODIUM S62

LU70-MOG 70 E39 HIGH PRESSURE SODIUM S62

LU100-MED 100 E26 HIGH PRESSURE SODIUM S54

LU100-MOG 100 E39 HIGH PRESSURE SODIUM S54

LU150-MED 150 E26 HIGH PRESSURE SODIUM S55

LU150-MOG 150 E39 HIGH PRESSURE SODIUM S55

LU200-MOG 200 E39 HIGH PRESSURE SODIUM S66

LU250-MOG 250 E39 HIGH PRESSURE SODIUM S50

LU400-MOG 400 E39 HIGH PRESSURE SODIUM S51

LU1000-MOG 1000 E39 HIGH PRESSURE SODIUM S52

HIGH PRESSURE SODIUM

COMPACT FLUORESCENT

METAL HALIDE & HIGH PRESSURE SODIUM & FLUORESCENT LAMPS
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MAX WATT VOLTAGE BASE

9W 120V 2-Pin

13W 120V 2-Pin

13W-20W 120V 2-Pin

2X13W 120-277 2-4 Pin

2X18W 120-277 2-4 Pin

2X26W 120-277 2-4 Pin

35W 120V 4-Pin

35W 120V 4-Pin

35W 277V 4-Pin

35W 277V 4-Pin

64W 120V 4-Pin

64W 120V 4-Pin

64W 277V 4-Pin

64W 277V 4-Pin

35W 120V 4-Pin

35W 277V 4-Pin

64W 120V 4-Pin

64W 277V 4-Pin

 * AC INPUT: 2.5W  

* CHARGING CURRENT: 280mA max  

BATTERY RATING 9.6Wh 

* CASE SIZE H 1.5"  W  2.4"   L  9.4" 

 

BALLAST FOR COMPACT FLUORESCENT

CAT .#

AB7-9-120V

AB-13-15-120V  

ALH3-277-L

LED CHARGE INDICATOR AND TEST SWITCH

HIGH PERFORMANCE FLUORESCENT EMERGENCY LIGHTING BALLAST     

AWH3-277-L

ALH2-120-L

ALH2-277-L

ALH3-120-L

ENGINEERED FOR USE WITH A WIDE RANGE 
OF CFL /U-SHAPE/ CIRCLINE / LONG COMPACT 
AND LINEAR FLUORESCENT LAMPS

INITIAL OUTPUT 450 LUMENS

ARH1-UNV-213-BLS

ARH2-UNV-218-BLS

ARH3-UNV-226-BLS

1.25" x1" x 5.5"

1" x 1.75" x 3.3"

1" x 1.75" x 3.3"

1.25" x 1" x 5.5"

 

1" x 1.72" x 9.5"

AB-13-120V  

1.175x1.11x2.09

1.61x1.12x2.77

1.8x1.37x3.05

1" x 2.4" x 4.7"

1" x 2.4" x 4.7"

1" x 2.4" x 4.7"

AWH3-120-L

AWH2-120-L  

1" x 1.5" x 6.5"

BALLAST FOR COMPACT FLUORESCENT

1" x 1.72" x 9.5"

1.25" x 1.72" x 9.5"

H x W x L

AWH2-120-C  

AWH2-277-C  

AWH2-277-L  

AWH3-120-C

AWH3-277-C

AFH3-DUAL-450L

BATTERY VOLTAGE 3.6Vdc   

*120-277V OPERTATE 1x,2x Lamps

<10% ATHD,                                               
HIGH POWER FACTOR,                                  
90 C MAX OPERATING TEMP.                  

SOLID STATE ELECTRONICS , 
HIGH POWER FACTOR, 
OPERATES UP TO 20ft FROM 
LAMP.

SOLID STATE 
ELECTRONICS , HIGH 
POWER FACTOR. 

1" x 1.72" x 9.5"

1" x 1.5" x 6.5"

1" x 2.5" x 3.8" 

1" x 3.1" x 3.8" 
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CATALOG # RATING 

ADH-061 60W MAX

CATALOG # RATING 

ADH-1602 60W MAX

CATALOG # RATING 

ADH-3602 60W MAX

CATALOG # RATING 

ADH-6602 60W MAX

CATALOG # RATING 

ADH-6401 60W MAX

STAINLESS STEEL OUTDOOR FIXTURES

LAMPS  SIZE

15-1/2" H x 9-7/8" W x 10-3/8" DINCANDESCENT

LAMPS  SIZE

INCANDESCENT 22-7/8" H x 12-3/4" W x 12-3/4" D

LAMPS  SIZE

INCANDESCENT 12" H x 8" W x 8" D                        

LAMPS  SIZE

INCANDESCENT 10" H x 6" W x 7" D  

INCANDESCENT 12" H x 7-1/2" W x 7-3/4" D  

LAMPS  SIZE
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 AW1002P & AW1002P-PL26

 
8.25" DIAMETER

60W MAX A19

FLUORESCENT PL 26W

 

 

AW1004P & AW1004P-PL26

8.5"  DIAMETER

60W MAX A19

FLUORESCENT PL 26W

 

CEILING 

10" HEIGHT 

CEILING 

11" HEIGHT 

STAINLESS STEEL OUTDOOR FIXTURES

 

8.5"

11"

L   I   G   H   T   I   N   G
10"

8.25"
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 AW1001  

 
8.5" WIDE

12" DEEP

AW1002 & AW1002-PL26

  

8.5" WIDE

12" DEEP

AW1003

8.5" WIDE

12" DEEP

AW1004 & AW1004-PL26

8.5" WIDE

10.75" DEEP

60W MAX A19

STAINLESS STEEL OUTDOOR FIXTURES

WALL FIXTURES   

13.5" HEIGHT 

60W MAX A19

15.5" HEIGHT 

WALL FIXTURES   

12.5" HEIGHT 

60W MAX A19

WALL FIXTURES   

WALL FIXTURES   

12" HEIGHT 

60W MAX A19

FLUORESCENT PL 26W

FLUORESCENT PL 26W

13
.5

"

5"

12" 8.25"

5"

12"

12"

5"

5"

8.25"

8.5"

5"

10.75"

5"

12"

5"
8.5"

5"

15.5"

12"
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APPLICATIONS : 

 

GLR63
GLR65

PFGRB

 

BRACKET: CAST ALUMINUM BRACKET, USE WITH GLASS REFRACTORS 

POLE FITTER GLASS & BRACKETS (OPTIONAL)

GLASS: CLEAR MOLDED BOROSILICATE PRISMATIC GLASS REFRACTOR FOR POLE TOP FITTERS 
AND BOLLARDS. OPEN TOP ELIMINATES NECESSITY OF REMOVING REFRACTOR FOR RELAMPING. 
USE WITH ENCLOSED GLOBES. AVAILABLE IN I.E.S. TYPE 3 AND TYPE 5 LIGHT DISTRIBUTIONS.   
SIZE  TOP DIA 6-5/8" HEIGHT 7" BASE DIA 5-1/4"

POLE TOP  LIGHTS

DIE CAST HOUSING, STAMPED STEEL PLATE, BALLAST, CAPACITOR, AND IGNITOR BRACKETS, SET SCREWS, 
PORCELAIN SOCKET, SMOOTH BLACK FINISH. GRACEFUL DESIGN ACCOMMODATES 3” POLES. STANDARD 
MODEL AVAILABLE WITH EITHER MEDIUM OR MOGUL BASE SOCKET, ACCOMMODATES 8” GLOBES. DELUXE 
MODEL HAS HINGED DESIGN AND MOGUL BASE SOCKET, ACCOMMODATES 9” GLOBES. 

THE PRISMATIC TOP ARE FOR USE IN PARKS, WALKWAYS, ROADWAYS OR AREAS                  
WHERE A DISTINCTIVE NOSTALGIC THEME IS PREVALENT. 

COLOR
(CM) CAMEL

(BR) BROWN

APL24-424

 (BK) BLACK

(WH) WHITE

175W

(VG) VERDE GREEN 208V

240V

WATTS
42W

100W

150W

APL19-408-BK-MH-175-277VSAMPLE ORDER

(CUS) CUSTOM COLOR

MODEL # LAMP TYPE
A (INC)

(PL) FLUORESCENT

MH 

HPS

**APL19-408

APL19-408APL24-424

**MAX 175W MH

250W

400W

480V

 

277V

VOLTAGE
120V

L   I   G   H   T   I   N   G

12.75"

8.5"

3.06"

8"

18.55"

14.55"

Ark lighting

14.25"

11.5"

3.12"

9"

23.16"

15.9"

Ark l ighting
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VOLTAGE D X H DIM

12V 1.92" 3.5" GD = GLASS GIARD FOR  ALS-W1

12V 1.78" 3.5" CD = ALUMINUM GUARD FOR ALS-W1

12V 3.69" 7.12" NC500-14/2

12V 8" 5.5" NC500-12/2

NC500-10/2
NC500-8/2

ACCESSORIES

ALS-30B ALS-P6B

Heavy Brass Natural Bronze 
Beam Spread 3 ft to 3 ft, 3 ft Placement  

Heavy Brass Natural Bronze 
Beam Spread 3 ft to 3 ft, 3 ft Placement  

LOUVERED STEP LIGHT 

ALS-W1

 Composite 12V/PAR 36 50W-Max

LANDSCAPE LIGHTING 

ALS-30B

CATALOG #

 

ALS-W1

ALS-09

ALS-P6B

FINISH:  CUSTOM COLOR AVAILABLE (CONSULT FACTORY)  

APPLICATIONS         Ideal for Landscape lighting, Parks, 

PAR 36 50W

TYPE OF LAMP & MAX  WATTS

JC G4 LAMP 20W

ALS-09

JC G4 LAMP 20W

LOW 
VOLTAGE 

WIREGD GLASS GUARD

CD ALUMINUM GUARD

DC BAYONET LAMP  18W

3.5" 

1.92" H

3.5"

1.78" H

8"

5.5"

GD

GLASS GUARD

CD

ALUMINUM GUARD

7.12"

3.69"
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VOLTAGE D X H DIM

12V 23" 4"

12V 23" 4"

12V 23" 4"

ABS PLASTIC, 8-3/4” H x 1-3/4” W 

 

ALS-11B

ALS-11A

ACCESSORIES

FINISH:   CAMEL (CM), VERDE GREEN (VG), WEATHERED BROWN (WB), OR BLACK (BK) WHITE (WH) EXCEPT AS NOTED. CUSTOM COLOR 
AVAILABLE (CONSULT FACTORY)  

INC DC BAYONET LAMP  18W MAX

INC DC BAYONET LAMP  18W MAX

INC DC BAYONET LAMP  18W MAX

 
 

SEE PAG 21 FOR TRANSFORMER

BELL LIGHTS
APPLICATIONS :  Ideal for Landscape lighting, Parks, 

CATALOG # TYPE OF LAMP & MAX  WATTS

ALS-11LB

ANA-121
ANA-121

23"
4"

4"

ALS-11B
Solid Brass  Shade   
Single Socket 26W max

ALS-11A
Aluminum  Shade Die Cast 
Single Socket 26W max 

ALS-11LB
Solid Brass  Shade   
Single Socket 26W max 
with Leaves
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TIFFANY STYLE GLASS SHADE IN BONE-BEIGE AND GREEN, COLOR DENOTES STANCHION COLOR ONLY 

 

VOLTAGE D X H DIM

12V 19" 5.5"

12V 19" 5.5"

12V 19" 6.5"

12V 19" 6.5"

APPLICATIONS         Ideal for Landscape lighting, Parks, 

DC BAYONET LAMP  18W

TYPE OF LAMP & MAX  WATTS

DC BAYONET LAMP  18W

ALS-252TF

DC BAYONET LAMP  18W

TIFFANY PATHWAY LIGHTS

ALS-251TF

CATALOG #

ALS-352TF

ALS-252TF

ALS-351TF

FINISH:  CAMEL (CM), VERDE GREEN (VG), WEATHERED BROWN (WB), OR BLACK (BK) FOR POLE ONLY. CUSTOM COLOR AVAILABLE 
(CONSULT FACTORY)  

 

ALS-352TF

ALS-351TF

DC BAYONET LAMP  18W

ACCESSORIES

ALS-251TF

L   I   G   H   T   I   N   G

19"

6.5"

5.5"

19"
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VOLTAGE D X H DIM

12V 22" 6.58"

12V 19" 4.75"

12V 19" 4"

12V 19" 6.75"

12V 19" 7.25"

ACCESSORIESCATALOG #

PATH LIGHTS HAVE ALUMINUM STANCHIONS AND 
CAST ALUMINUM .

ANP-112

Heavy Brass Natural Bronze Lights Spread 5 ft to 8 ft 
With Adjustable Beam 

ANP-214

PATH LIGHTS HAVE ALUMINUM STANCHIONS AND 
CAST ALUMINUM .

PATHWAY LIGHTS

FINISH:  CUSTOM COLOR AVAILABLE (CONSULT FACTORY)  CAMEL (CM), VERDE GREEN (VG), WEATHERED BROWN (WB), OR BLACK (BK) 
WHITE (WH) EXCEPT AS NOTED. 

ALS-08

ANP-114

PATH LIGHTS HAVE ALUMINUM                                                      
STANCHIONS AND CAST ALUMINUM .

APPLICATIONS :  Ideal for Landscape lighting, Parks, 

ANP-04

PATH LIGHTS  ALUMINUM  

 

INC DC BAYONET LAMP  18W MAX

ANA-121

ANP-214 INC DC BAYONET LAMP  18W MAX

TYPE OF LAMP & MAX  WATTS

ANP-114

ABS PLASTIC, 8-3/4” H x 1-3/4” W 

INC DC BAYONET LAMP  18W MAX

ANP-04 INC DC BAYONET LAMP  18W MAX

ALS-08 T3 JC G4 LAMP  20W MAX

ANP-112

ANA-121

6.58"

22"

4.75"

19"

L   I   G   H   T   I   N   G

19

4"

19

6.75"

19"

7.25"
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ALS-01B

 

VOLTAGE D X H DIM

12V 21" 7.18"

12V 22" 7.75"

12V 23" 9.18"

12V 20" 9"T3 JC G4 LAMP  20W MAX

ACCESSORIES

PATHWAY LIGHTS

ALS-01B

CATALOG #

 
 

ALS-05B

ALS-03B

APPLICATIONS         Ideal for Landscape lighting, Parks, 

ALS-02B

Heavy Brass Natural Bronze 
Lights Spread   8 ft to 12 ft With Adjustable Beam 

Heavy Brass Natural Bronze 
Lights Spread 6 ft to 8 ft With Adjustable Beam

T3 JC G4 LAMP  35W MAX

TYPE OF LAMP & MAX  WATTS

T3 JC G4 LAMP  20W MAX

ALS-03B-T3

T3 JC G4 LAMP  20W MAXALS-02B

FINISH:  CUSTOM COLOR AVAILABLE (CONSULT FACTORY)

Heavy Brass Natural Bronze 
Lights Spread 8 ft to 12 ft With Adjustable Beam

ALS-5B-T3

Heavy Brass Natural Bronze 
Lights 20W T3 LAMP 

7.75"

22"

7.18"

21

9.18"

23"

20"

9"

6"

L   I   G   H   T   I   N   G

ANA-121
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VOLTAGE  

12V

12V

12V

12V50W PAR36

ANA-121

AGRP-320 GROUND SPIKE, 19" H x 2-1/2" W & 1/2"PT 

ABS PLASTIC, 8-3/4” H x 1-3/4” W 

AND-361

 
 

AND-121, ND-161 AND 361

AND-161

APPLICATIONS :

 

LANDSCAPE FLOOD LIGHTING
Ideal for Landscape lighting, Parks, 

DIRECTIONAL LIGHTS HAVE CAST 
ALUMINUM HOUSINGS . ALL FIXTURES 
AVAILABLE IN CAMEL (CM), VERDE GREEN
(VG), OR WEATHERED BROWN (WB). OR 
BLACK (BK) 

ALS-30B 36W PAR 38

MAX WATTS & TYPE

SEE PAGE 21 FOR TRANSFORMER 

AND-161 50W MR16  

Solid Brass w/swivel arm  & 
light shield .                                 
12V 50W max Par 36 lamp

AND-361

ALS-30B

AND-121 50W MR16  

CATALOG #

AGRP-320ANA-121

4.5"

4.78"

6.5"

L   I   G   H   T   I   N   G

7.75

5.25"
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VOLTAGE D X H DIM

12V 5.6" 2.43"

12V 5.6" 2.43"

 T3 Quartz  JC12 G4 35W LAMPS 12V 2.18" x 4" 2.78"

12V 3.6" x 5.28" 5.4"

Ideal for Landscape lighting, Parks, Signs 

FLOOD LIGHT  LOW VOLTAGE
APPLICATIONS 

ALS-16A

CATALOG #

 
 

ALS-15B

ALS-14B

 T3 Quartz  JC12 G4 50W LAMPS

ACCESSORIES

ALS-19B

FINISH:  CUSTOM COLOR AVAILABLE (CONSULT FACTORY)

TYPE OF LAMP & MAX  WATTS

MR16 lamps, 50W max  

ALS-15B

Heavy Brass Natural Bronze Beam Spread 8 ft 
to 10 ft, 6 ft Placement .Bronze finish

ALS-16A

SEE PAGE 21 FOR TRANSFORMER

ALS-14B

Heavy Brass Natural Bronze Beam Spread 
4 ft to 8 ft, 4 ft Placement . Bronze finish

Aluminum swivel arm
12V 50W max Black or White

Die cast Brass swivel arm12V 50W max. 
Bronze finish

ALS-19B

MR16 lamps, 50W max  

L   I   G   H   T   I   N   G

AGRP-320ANA-121

3.6"

5.4"

5.28"

2-1/8" D

2.7/8" H

4" W

2.43"

5.6
"
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ALA-3T06

ALA-4T06

 MAX WATTS & TYPE

APPLICATIONS :

 

PAGODA LIGHTING
Ideal for Landscape lighting, Parks, 

13W PL13

 

Die cast aluminum 6" diameter 
housing. Gasketed clear glass globe 
for durable weatherproofing   1/2" 
threaded nipple. UL and CUL listed 
for wet locations. 

Die cast aluminum 6" diameter 
housing. Gasketed clear glass globe 
for durable weatherproofing 1/2" 
threaded nipple. UL and CUL listed 
for wet locations.

ALA-4T010

FINISH: 

CATALOG #

ALA-3T06

Die cast aluminum housing,10" 
diameter top tier, 6" diameter lower 
tier. Gasketed clear glass globe for 
durable weatherproofing  1/2" 
threaded nipple. UL and CUL listed 
for wet locations.

ALA-4T06-PL

BLACK,  VERDE GREEN & WHITE.  CUSTOM COLOR AVAILABLE (CONSULT 
FACTORY)

ALA-4T06 100W A19

13W PL13

ALA-4T10

75W A19

ALA-4T10-PL

100W A19

6.0"

9.45"

6.0"

7.48"

10.0"

9.45"

AGRP-320

L   I   G   H   T   I   N   G

ANA-121
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AFL223C

Ideal for Back Yards, Parks, Signs, And Pole Flags.

FLOOD LIGHT  
APPLICATIONS 

AFL223C

CATALOG #

 

AFL226E  

AFL226E/SG

AFL225S

Die cast aluminum housing, integral 
glare shield , tempered lens and 
weatherproof silicone gasket. Glare 
shield rotates to direct the light. "O" 
ring seal for full weather protection. 
UL and CUL listed for wet locations.

Die cast aluminum housing, a molded 
silicone gasket to insure superior 
weatherproof seal. UL and CUL listed 
for wet locations.

AFL225S

FINISH:  VERDE GREEN, DARK BRONZE & WHITE.  CUSTOM COLOR AVAILABLE (CONSULT FACTORY)

PAR38 (MED base) lamps, 150W max. Lamps not included.

PAR20,  PAR16,  R20 (MED base) lamps, 75W  max,

TYPE OF LAMP & MAX  WATTS

R16 or PAR16 (MED base) lamps, 60W  max,  

AFL226E/SG

Die cast aluminum housing, high 
temperature black silicone gasket that 
totally seals lamp. UL and CUL listed 
for wet locations.

AFL226E

Die cast aluminum housing, integral 
glare shield and tempered lens. Sleek 
good looks with minimal size. Glare 
shield rotates to direct the light."O" 
ring seal for full weather protection. 
UL and CUL listed for wet locations.

PAR38 (MED base) lamps, 150W  max, PAR20 (MED base) lamps, 150W max. 

3.62"

2.24"

2.64"

2.99"

6.69"

4.02"

1.97"

2.48"

0.71"
4.29"

2.24"

2.24"

2.48"

2.4"
5.98"
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AFL227

FINISH:  

 

 AFL227-HH 150W PAR 38

AFL227-HG 150W PAR 38

TYPE & MAX WATTS

AFL227 150W PAR 38

AFL227-HV 150W PAR 38

 

Durable one piece die casting with rugged mounting arm, weatherproof gasket and drain holes. This fixture  accepts 150W PAR 38 and 
100W MV Mercury lamp (*remote Ballast & box can be ordered seperately with options HV, HG, and HH). High impact resistant tempered 
glass, knuckle allows total adjustability, suitable for either up or down lighting applications. UL and CUL listed for wet locations. 

AFL227-HG

AFL227-HH AFL227-HV

 BLACK, DARK BRONZE & WHITE.  CUSTOM COLOR AVAILABLE 
(CONSULT FACTORY)

HG (guard) HH (hood)

*FOR  BALLAST AND BOX SEE PAGE 35 

APPLICATIONS 

Ideal for Back Yards, Parks, Signs, And Flag Pole

FLOOD LIGHT  AFL227 

SPECIFICATION FEATURES    

HV (visor)

Heavy duty die cast 
aluminum powder 
coating. Guard protects 
lamp from damage and 
vandalism.                       
Size:    5.35" X 1.06"

Heavy duty die cast 
aluminum powder coating. 
Tempered glass lens 
reduces glare and 
protects lamp from water 
and impact damage.          
Size:    5.55" X 2.28"

Heavy duty die cast 
aluminum powder 
coating. Integral grill 
and tempered glass 
lens for maximum 
glare reduction and 
lamp protection. 
Size:    5.35" X 6.85"

CATALOG #

13"

3"

5.35"

3"

5.35"

7.24"

3"

8.5"

5.51"

3"

6.89"

5.35"
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AFL217

 

 100W MV or 150W PAR 38AFL217-HV-MV

HV (visor)

Heavy duty die cast 
aluminum powder 
coating. Guard protects 
lamp from damage and 
vandalism.                  
Size:    5.35" X 1.06"

HH (hood)

Heavy duty die cast 
aluminum powder coating. 
Tempered glass lens 
reduces glare and 
protects lamp from water 
and impact damage.          
Size:    5.55" X 2.28"

HG (guard)

FLOOD LIGHT  AFL217
APPLICATIONS 

SPECIFICATION FEATURES    

AFL217

CATALOG #

 

100W MV or 150W PAR 38

AFL217-HV

FINISH: BLACK, DARK BRONZE & WHITE.  CUSTOM COLOR AVAILABLE (CONSULT FACTORY)

AFL217-HV

AFL217-HG

100W MV or 150W PAR 38

Ideal for Back Yards, Parks, Signs, And Flag Pole

Heavy duty die cast 
aluminum powder 
coating. Integral grill 
and tempered glass 
lens for maximum 
glare reduction and 
lamp protection.         
Size:    5.35" X 6.85"

 

*FOR  BALLAST AND BOX SEE PAGE 35 

Durable one piece die casting with rugged mounting arm, weatherproof gasket and drain holes. This fixture  accepts 150W PAR 38 and 
100W MV Mercury lamp (*remote Ballast & box can be ordered seperately with options HV, HG, and HH). High impact resistant tempered 
glass, knuckle allows total adjustability, suitable for either up or down lighting applications. UL and CUL listed for wet locations. 

AFL217-HH

AFL217-HH

TYPE & WATTS

150W PAR 38

100W MV or 150W PAR 38

AFL217-HG

5.43"

7.32"

3.5"

5.43"

8.78"

3.5"

5.43"

8.78"

3.5"

3.5"

5.35"

7.44"
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LANDSCAPE LIGHTING

 
 

L I G H T I N G
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PATHWAY, PARKING LOTS , PLAZAS, ENTRANCEWAYS, 
PARKS, AND LANDSCAPE ACCENTS.

PROVIDES 360-DEGREES OF LOW-LEVEL LIGHTING, 
FEATURE EXTRUDED ALUMINUM HOUSINGS WITH 
FLUSH MOUNTING BASE AND VANDAL-RESISTANT 
SCREWS, NINE-STAGE POWDER COAT PROCESS, 
CLEAR POLYCARBONATE LENSES, AND INTERNAL 
BALLAST TRAY FOR EASY MAINTENANCE.

ABOL-70MH

ABOR-42W

TYPE & WATTS

70W MED METAL HALIDE

MOUNTING KIT WITH ANCHOR BOLTS INCLUDED.

BRACKET AND ANCHOR 
BOLTS FOR USE IN 
CONCRETE

MOUNTING KIT 

FINISH:

BOLLARDS 
APPLICATIONS 

SPECIFICATION FEATURES    

ABOR-70MH

CATALOG #

 

70W MED METAL HALIDE

GX24  PL42W

ABOG-42W

GX24  PL42W

GX24  PL42W

ABOL-42W

BLACK, DARK BRONZE & WHITE 

CUSTOM COLOR AVAILABLE (CONSULT FACTORY)

ABOG-70MH

70W MED METAL HALIDE

VOLTAGE

120/208/240/277V

120/208/240/277V

120/208/240/277V

120/277V

120/277V

120/277V

DIMENSIONS

4.38"H  X 7"DIA   

4.38"H  X 7"DIA   

4.38"H  X 7"DIA   

4.38"H  X 7"DIA   

4.38"H  X 7"DIA   

4.38"H  X 7"DIA   

ABOR

ABOG ABORABOL

L   I   G   H   T   I   N   G

ABOLABOG
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# OF LAMP VOLTAGE

2 48"L  X 9.5"W X   3.11"D 120/277

4 50.5"L  X 15.3"W X   3.11"D 120/277

 

# OF LAMP VOLTAGE

2 120/277V

4 120/277VAF4ABP001 T8   32W 51.65"L  X 16.7"W  X  4.37"D 

*AVAILABLE IN DIMMING BALLAST

FLUORESCENT CLOUD 

TYPE & WATTS DIMENSIONS

AF2ABP001 T8  32W 51.65"L  X 11.26"W  X  4.37"D 

CATALOG #

FLUORESCENT WRAP AROUND

***AVAILABLE IN T-12  LAMP AND DIMMING  BALLAST CALL FACTORY FOR PRICE

TYPE & WATTS DIMENSIONS

ASF-2BP003  T-8    32W

ASF-2BP003  T-8    32W

CATALOG #

ONE PIECE ACRYLIC DIFFUSER, SNAPS ON THE OUTSIDE HOUSING FOR 
EASY MAINTENANCE

 
 

APPLICATIONS 

IDEAL FOR OFFICE, HOME, WAREHOUSE AND GARAGE   

SPECIFICATION FEATURES

HOUSING MADE FROM HIGH QUALITY STEEL , POWDER PAINTED IT IS 
RUSTPROOF AND CORROSION PROOF.

UL LISTED SUITABLE FOR DAMP LOCATION.

L W

D

L   I   G   H   T   I   N   G

APPLICATIONS
    IDEAL FOR OFFICE , HOME ,   CORRIDOR .

UL LISTED SUITABLE FOR DAMP LOCATION.
HOUSING MADE HIGH QUALITY STEEL , POWDER PAINTED IT IS RUSTPROOF 
AND CORROSION PROOF.
ONE PIECE ACRYLIC DIFFUSER  SNAPS ON THE OUTSIDE HOUSING FOR EASY 
MAINTENANCE

SPECIFICATION FEATURES

AF2ABP001  &  AF4ABP001

WL

D
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# OF LAMP VOLTAGE

3 120/277V

3 120/277V

4 120/277V

4 120/277V

# OF LAMP VOLTAGE

6 120/277V

6 120/277V

DIMENSIONS

AF-3DM001-T8

AF-4DM001-T8 48"L  X 10"W  X  4.31"D 

T8   32W

TYPE & WATTS

TYPE & WATTS

T8   32W

T8   32W

 
 

FLUORESCENTS T-5 / T-8 HIGH-BAY
APPLICATIONS 

SPECIFICATION FEATURES    

48.19"L  X 18.19"W  X  3.58"D 

DIMENSIONS

AF-3DM001-T5 T5   54W 48"L  X 10"W  X  4.31"D 

CATALOG #

*AVAILABLE IN DIMMING BALLAST

48"L  X 10"W  X  4.31"D 

AF-4DM001-T5 T5   54W 48"L  X 10"W  X  4.31"D 

AF-6EM002-T5 48.19"L  X 18.19"W  X  3.58"D 

AF-6EM002-T8

CATALOG #

T5   54W

MOUNTING ACCEPT STEM PENDANT, OR CHAIN.

BALLAST.  ELECTRONIC 120 OR 277VOLTAGE

REFLECTOR, 95% MIRO 4

IDEAL FOR OFFICE, WAREHOUSE, GARAGE, 

UL LISTED FOR DAMP LOCATION.

HOUSING, MADE OF HIGH QUALITY STEEL, & POWDER 
PAINTED WHITE.

SOCKET & LAMPS 3,4,AND 6 T-5  54W HO LAMPS OR T8 32W 
STANDARD, 

L   I   G   H   T   I   N   G
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# OF LAMP VOLTAGE

1 50.5"L  X 5-78"W X   3.25"D 120/277

2 50.5"L  X 5-78"W X   3.25"D 120/277

2 98.5"L  X 5-78"W X   3.25"D 120/277

4 98.5"L  X 5-78"W X   3.25"D 120/277

 ***AVAILABLE IN T12 HO LAMP REMOTE BALLAST CALL FACTORY FOR PRICE

TYPE & WATTS DIMENSIONS

ASL14T5HOC T-5    54W

ASL48T5HOC

CATALOG #

ASL24T5HOC

ASL28T5HOC

WHITE POWDERCOAT FINISH ON INSIDE AND OUTSIDE,

CLEAR EXTRUDED ACRYLIC LENS,   

 
 

T-5    54W

T-5    54W

FLUORESCENT T-5 SIGN LIGHT
PRODUCT HIGHLIGHTS

T-5    54W

UL LISTED FOR WET & DAMP LOCATIONS,  

4’ AND 8’ LENGTHS, REQUIRES 54 WATT T5 LAMPS, 

COMPLETE WITH TWO SPLICE BOXES AND TWO CAPS.

FOR T8 AND T12 HO REMOTE BALLAST BOX IS NEEDED!.

AN INTERNAL BALLAST COMPARTMENT FOR T-5 LAMPS,

HEAVY DUTY, EXTRUDED CAST ALUMINUM BODY, END PLATES, 

L

W

L   I   G   H   T   I   N   G
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HOOKS

ACN-002-3/4
ACN-003-3/4"

S Hooks

CORD SET WITH PLUG 10’ 16/3 600V STW CORD 120V WITH MOLDED 
STANDARD THREE-PRONG POLARIZED(NEMA-5-15P) 15A PLUG

 
 

HIGH & LOW BAY ACCESSORIES

HIGH BAY BALLAST 
HOLDER 

LOW BAY BALLAST 
HOLDER 

High Bay Collar

Low Bay Collar

Acrylic Dome

Aluminum Dome 

Clamp Bands

Wire Guard

HALOGEN LAMP FOR RESTRIKE SOCKET & BRACKET, 120V, DUAL 
CONTACT BAYONET, 250 WATT AND RELAY 120 OR 277V 

CPQRS-LAMP  
RESTRIKE

DL

FL

CL

CORD SET WITH PLUG 3’ 16/3 600V STW CORD 120V WITH MOLDED NEMA 
TWIST LOCK (NEMA-L5-15P) 15A PLUGA16330-120

 CORD SET WITH PLUG 3’ 16/3 600V STW CORD 250V WITH MOLDED NEMA 
TWIST LOCK (NEMA-L6-15P) 15A PLUGA16333-240

AHB11

120V, DUAL CONTACT BAYONET, 250 WATTQC250/120

CORD SET WITH PLUG 3’ 16/3 600V STW CORD 277V WITH MOLDED NEMA 
TWIST LOCK (NEMA-L7-15P) 15A PLUGA1633-277

 Rigid Stem 3/4" dia. (Downrods) Galvanized APP-03
Round Ball Aligner for conduit mount.
Square Ball Aligner, for conduit mount.

A16310P-120

Conical Lens

ALB11

HBCOL

LBCOL

AR 

AL

CB

WG

Drop Lens

Flat Lens

L   I   G   H   T   I   N   G

S HOOKS AHB11 ALB11

HBCOL-16 LBCOL-22HBCOL-22 LBCOL-16

CB-22        CB-16

AR-122       AR-116 

WG-22        WG-16

CL-22        CL-16

DL-22         DL-16 FL-22        FL-16

AL-122       AL-116 
ADD W FOR WHITE
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AHBRF 442

642 277=277V

842  

 

AHBRF 842 120 AR122
See Page 72 for accessories

FOR OVER 20' FOOT APPLICATIONS ,FACTORIES, 
MACHINES SHOPS WAREHOUSE, SPORT ARENA AND 
LARGE RETAIL STORES.  

BALLAST HOUSING. HEAVY DUTY DIE-CAST ALUMINUM 
CONSTRUCTION , WHITE POWDER COAT FINISH 

UL LISTED FOR DAMP LOCATIONS 

CL    A16310P

ACCESSORIES &OPTION

SOCKET.GX24Q-4  ,UL APPROVED  

MOUNTING COMES WITH A HOOK FOR EASY MOUNTING , A 
3/4" THREADED TOP OPENING TO A STEEL JUNCTION BOX 
FOR EXTEND PIPE OR A 3' CORD PLUG (ORDER 
SEPARATELY)

BALLAST HIGH POWER FACTOR 60Hz BALLAST 120V OR 
277V 

REFRACTORS-  16" OR 22" DIAMETER CLEAR RIBBED 
PRISMATIC ACRYLIC (UV STABILIZED) AND ALUMINUM

AHBRF842AR

120=120V AR122=22" ACRYLIC

AR116=16" ACRYLIC

FIXTURE 
PREFIX WATTAGE LIGHT VOLTAGE REFLECTOR

4=4 PL42W

A1633P-277 3' CORD NEMA L715P

A16310P-120=10' CORD NEMA 5-15P

A16330P-120=3' CORD NEMA 5-15P

A16333P-240= 3' CORD NEMA L6-15P

DL=DROP LENS

 
 

FL=FLAT LENS

CL=CONICAL LENS

WG=WIRE GUARD

6=6 PL42W

8= PL42W

WATTS MAX IDEAL FOR 4, 6 , 8 PL42  

HIGH BAY-FLUORESCENT

APPLICATIONS 

SPECIFICATION FEATURES    

AL122=22" ALUMINUM

AL116=16" ALUMINUM

EXAMPLE OF A TYPICAL ORDER

APP-03=RIGID 3/4" DIA STEM

QRS=120V RESTRIKE SOC & LAMP

16In

4.5IN

L   I   G   H   T   I   N   G

4493

3370

AHBRF842

Maximum Candela = 4493   Located At Horizontal Angle = 0, Vertical Angle = 30# 
1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)# 
2 - Horizontal Cone Through Vertical Angle (30) (Through Max. Cd.)

1

22247

1123
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AHB11 1000

1000 480=480V

AHB11 1000   MH 480V AL122

400W  TEMPORARY LIGHT & WIRE GUARD  MT BALLAST
 

 

QUICK CONNECTION AHB11-400MH-WG                                             

See Page 72 for accessories

QC250/120=120V RESTRIKE SOC & LAM

QC250/120

HIGH BAY 1000W MH  ALUMINUM

APPLICATIONS 

SPECIFICATION FEATURES    

HPS=HIGH PRES SODIUM 

EXAMPLE OF A TYPICAL ORDER

AHB11-AL

MT=120/208/240/277V AR122=22" ACRYLIC

AL122=22" ALUMINUM

 

REFLECTOR

MH=METAL HALIDE APP-03=RIGID 3/4" DIA STEM

ACCESSORIES & OPTION

SOCKET. PORCELAIN MOGUL BASE SOCKET-E39 STANDARD 
,UL APPROVED  

MOUNTING COMES WITH A HOOK FOR EASY MOUNTING ,             
A 3/4" THREADED TOP OPENING TO A STEEL JUNCTION BOX FOR 
EXTEND PIPE OR A 3' CORD PLUG (ORDER SEPARATELY)

BALLAST HIGH POWER FACTOR 60Hz BALLAST MULTI 
VOLTAGE 120/208/240/277V (CAN BE ORDER IN 480V OR PULSE-
START METAL HALIDE)

REFRACTORS- ADJUSTABLE 22" DIAMETER CLEAR RIBBED 
PRISMATIC ACRYLIC (UV STABILIZED) AND ALUMINUM

FIXTURE 
PREFIX WATTAGE LIGHT VOLTAGE

FOR OVER 20' FOOT APPLICATIONS ,FACTORIES, 
MACHINES SHOPS WAREHOUSE, SPORT ARENA AND 
LARGE RETAIL STORES.  

BALLAST HOUSING. HEAVY DUTY DIE-CAST ALUMINUM 
CONSTRUCTION , WHITE POWDER COATING FINISH 

UL LISTED FOR DAMP LOCATIONS 

WATTS MAX IDEAL FOR 1000MH OR 1000HPS   

CPQCFC

26in

9.5in

L   I   G   H   T   I   N   G

22in

14in

13.5in

CPQC10MF 

CPQCPS2

CPQC10M 
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WATTS MAX IDEAL FOR 100-400MH OR 100-400HPS   

ALB11 100

175 480=480V

250  

320

400

100

150

250

400

ALB11 250   HPS 480V AL116

HPS=HIGH PRES SODIUM 

AHB11-AL122AHB11-AR116-DL

LOW BAY-ACRYLIC  & ALUMINUM

APPLICATIONS 

SPECIFICATION FEATURES    

AL122=22" ALUMINUM

AL116=16" ALUMINUM

EXAMPLE OF A TYPICAL ORDER

APP-03=RIGID 3/4" DIA STEM

QRS=120V RESTRIKE SOC & LAMP

DL=DROP LENS

 
 

FL=FLAT LENS

CL=CONICAL LENS

WG=WIRE GUARD

MH=METAL HALIDE

MH=METAL HALIDE

MH=METAL HALIDE PS

A1633P-277 3' CORD NEMA L715P

A16310P-120=10' CORD NEMA 5-15P

A16330P-120=3' CORD NEMA 5-15P

A16333P-240= 3' CORD NEMA L6-15

MH=METAL HALIDE

HPS=HIGH PRES SODIUM 

HPS=HIGH PRES SODIUM 

HPS=HIGH PRES SODIUM 

AR116=16" ACRYLIC

FIXTURE 
PREFIX WATTAGE LIGHT VOLTAGE REFLECTOR

MH=METAL HALIDE

UL LISTED FOR DAMP LOCATIONS 

ALB11-AR-DL

MT=120/208/240/277V AR122=22" ACRYLIC

See Page 72 for accessories

CL    QRS

ACCESSORIES &OPTION

ALB11-AL-CL

SOCKET. PORCELAIN MOGUL BASE SOCKET-E39 STANDARD ,UL APPROVED  

MOUNTING COMES WITH A HOOK FOR EASY MOUNTING , A 3/4" THREADED TOP 
OPENING TO A STEEL JUNCTION BOX FOR EXTEND PIPE OR A 3' CORD PLUG 
(ORDER SEPARATELY)

BALLAST HIGH POWER FACTOR 60Hz BALLAST MULTI VOLTAGE 120/208/240/277V 
(CAN BE ORDERED IN 480V OR PULSE-START METAL HALIDE)

REFRACTORS-  16" OR 22" DIAMETER CLEAR RIBBED PRISMATIC ACRYLIC (UV 
STABILIZED) AND ALUMINUM

FOR OVER 20' FOOT APPLICATIONS ,FACTORIES, MACHINES SHOPS 
WAREHOUSE, SPORT ARENA AND LARGE RETAIL STORES.  

BALLAST HOUSING. HEAVY DUTY DIE-CAST ALUMINUM CONSTRUCTION,              
WHITE POWDER COAT FINISH 

L   I   G   H   T   I   N   G
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WATTS MAX IDEAL FOR 100-400MH OR 100-400HPS   

AHB11 100

175 480=480V

250

320

400

100

150

250 HPS=HIGH PRES SODIUM 

400 HPS=HIGH PRES SODIUM 

AHB11 400   MH MT AR122 DL
See Page 72 for accessories

ACCESSORIES &OPTION

AHB11-AR116-DL

SOCKET. PORCELAIN MOGUL BASE SOCKET-E39 STANDARD ,UL APPROVED  

MOUNTING COMES WITH A HOOK FOR EASY MOUNTING , A 3/4" THREADED 
TOP OPENING TO A STEEL JUNCTION BOX FOR EXTEND PIPE OR A 3' CORD 
PLUG (ORDERED SEPARATELY)

BALLAST HIGH POWER FACTOR 60Hz BALLAST MULTI VOLTAGE 
120/208/240/277V (CAN BE ORDER IN 480V OR PULSE-START METAL HALIDE)

REFRACTORS- ADJUSTABLE 16" OR 22" DIAMETER CLEAR RIBBED PRISMATIC 
ACRYLIC (UV STABILIZED) AND ALUMINUM

FOR OVER 20' FOOT APPLICATIONS ,FACTORIES, 
MACHINES SHOPS WAREHOUSE, SPORTS ARENA 
AND LARGE RETAIL STORES.  

BALLAST HOUSING. HEAVY DUTY DIE-CAST ALUMINUM CONSTRUCTION , 
WHITE POWDER COAT FINISH 

UL LISTED FOR DAMP LOCATIONS 

AHB11-AL122

MT=120/208/240/277V AR122=22" ACRYLIC

AR116=16" ACRYLIC

FIXTURE 
PREFIX WATTAGE LIGHT VOLTAGE REFLECTOR

MH=METAL HALIDE

MH=METAL HALIDE

MH=METAL HALIDE PS

A1633P-277 3' CORD NEMA L715P

A16310P-120=10' CORD NEMA 5-15P

A16330P-120=3' CORD NEMA 5-15P

A16333P-240= 3' CORD NEMA L6-15

MH=METAL HALIDE

HPS=HIGH PRES SODIUM 

HPS=HIGH PRES SODIUM 

QRS=120V RESTRIKE SOC & LAMP

DL=DROP LENS

 
 

FL=FLAT LENS

CL=CONICAL LENS

WG=WIRE GUARD

MH=METAL HALIDE

AHB11-AL122 AHB11-AR116-DL

HIGH BAY-ACRYLIC  & ALUMINUM

APPLICATIONS 

SPECIFICATION FEATURES    

AL122=22" ALUMINUM

AL116=16" ALUMINUM

EXAMPLE OF A TYPICAL ORDER

APP-01=RIGID 1/2" DIA STEM

L   I   G   H   T   I   N   G
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LAMPS

MH70

LU150

PL42

LAMPS

MH70

LU150

PL42

LAMPS

MH70

LU150

PL42

VAPOR PROOF INDUSTRIAL . H.I.D & FLUORESCENT

CATALOG #

AVW43-70MH-MT 7.18"W 18.25"H 7.78"D 

AVB-43

AVP-43

7.18" x 15"H 

AVW-43

 
 

AVP43-70MH-MT 7.18" x 14.75"H 

 DIMENSIONS 

7.18" x 15"H 

AVB43-42W

AVP43-150HPS 7.18" x 14.75"H 

AVP43-42W 7.18" x 14.75"H 

CATALOG #  DIMENSIONS 

IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, 
UNDERPASSES, LOADING DOCKS,AND RECREATION 
AREAS .                                                                                       
UL LISTED FOR WET LOCATIONS ,                                    
HEAVY DUTY DIE-CAST ALUMINUM HOUSING  AND 
SCREW-ON GUARD. TEMPERED CLEAR GLASS GLOBE. 
WEATHER PROOF BOX 3/4" NPT INCLUDED IN AVB AND 
THE AVW STYLE .  GRAY COLOR, 4KV PORCELAIN 
MEDIUM BASE SOCKET FOR HID LAMP                   

AVW43-150HPS 7.18"W 18.25"H 7.78"D 

CATALOG #  DIMENSIONS 

AVB43-70MH-MT 7.18" x 15"H 

AVB43-150HPS

AVW43-42W 7.18"W 18.25"H 7.78"D 

H

FINISH:
TEXTURED GRAY STANDARD. 
OTHER COLORS AVAILABLE (CONSULT FACTORY)  

GLOBES:
AMBER, BLUE, GREEN, FROSTED, OPAL , RED, RIBBED,  
(in Glass or Polycarbonate)
Suitable for wet locations

H

H

D

BALLAST:
FLUORESCENT 26 TO 42W 120V OR 277V  
METAL HALIDE 35W TO 70W 120/208/240/277V 
HIGH PRESSURE SODIUM 35W TO 150W 120V/277V          
(BALLAST INSIDE THE BOX) 
{sample order: AVB31-26F-120V}

L   I   G   H   T   I   N   G
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LAMPS

200W MAX 

26W MAX

300W MAX 

32W MAX 

LAMPS

200W MAX 

26W MAX 

300W MAX 

32W MAX 

LAMPS

200W MAX 

26W MAX 

300W MAX 
32W MAX 

FOR 3/4" K.O.  ORDER AVW-23 OR AVW-33

AVW21-200

AVW31-32W 4.24"W x 7.5"D  x 12.5 "H 

FOR 3/4" K.O. ORDER  AVP-23 OR AVP-33

AVW31-300

AVP21-200 4.24" x 9.75"H 

4.24"W x 7.18"D  x 12.5 "H 

AVW21 & AVW-31
CATALOG #  DIMENSIONS 

AVP31-32W 5.58" x 11.5"H 

4.24" x 9.38"H 

5.58" x 11.38"H 

AVP-21 & AVP-31
CATALOG #  DIMENSIONS 

AVB31-32W 5.58" x 11.38"H 

 

FOR 3/4" K.O. ORDER  AVB-23  OR AVB-33

AVB21-26W

AVB31-300

AVP21-26W 4.24" x 9.75"H 

AVP31-300 5.58" x 11.5"H 

4.24"W x 7.18"D x 12.5 "H 

AVW21-26W

4.24"W x 7..5"D  x 12.5 "H 

 
 

VAPOR PROOF INDUSTRIAL 

CATALOG #

AVB21-200

PRODUCT FEATURES IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, 
UNDERPASSES, LOADING DOCKS, RECREATION AREAS.

UL LISTED FOR WET LOCATIONS ,*HEAVY DUTY DIE-CAST ALUMINUM HOUSING  AND SCREW-ON GUARD. TEMPERED CLEAR GLASS 
GLOBE. WEATHER PROOF BOX 1/2" OR 3/4" NPT INCLUDED IN AVB AND THE AVW STYLE .  GRAY COLOR, 4KV PORCELAIN MEDIUM BASE 
SOCKET FOR HID LAMP (IN REMOTE BOX ONLY). 

 DIMENSIONS 

4.24" x 9.38"H 

H

H

L   I   G   H   T   I   N   G

H

D

1435 WEST 139th STREET, GARDENA CALIFORNIA, 90249 TEL 310.323.2275 FAX 310.323.6275 ( 888.ARK.LIGHT)
2008 ARK LIGHTING. ALL RIGHTS RESERVED. SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE. www.arklighting.com

 66



AR-SQ-TUBE-3RT

3 x SQUARE FITTER 

AR-HORN-2
2 x HORN

 
 

AR-RD-1TENON

1 x Round

 
 
 

AR-SQ-2TENON180
180 x 2 BRACKET

 

 

 

AREA MOUNTING BRACKET
AR-SQ-TUBE-2RT

2 x SQUARE FITTER 

AR-SQ-TUBE-4RTX

 
 

 

4 x SQUARE FITTER

AR-HORN-3

3 x HORN

AR-SQ-1
1 x SQUARE FITTER

 

L   I   G   H   T   I   N   G
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AREA MOUNTING BRACKET
AR-SF (SLIP FITTER)

 

SLIP FITTER FOR AFL22 DEI CAST 
ALUMINUM , SF JOINT ADJUSTS OVER 
180 DEGREE ARC. O.D 2.4"  

AR-SF-822  (SLIP FITTER)

AR-SQ-LBK-TENON
WALL BRACKET 

AR-TR (TRUNNION)

 

TRUNNION FOR AFL16 &AFL65,      
TR JOINT ADJUSTS OVER 180 
DEGREE ARC

SLIP FITTER FOR AFL16 & AFL65,       
SF JOINT ADJUSTS OVER 180 
DEGREE ARC. O.D 2.4"  

AR-SQ-BRK-TENON
SQUARE  L MOUNTING 

AR-SQ-BRK-TENON
WALL MOUNTING 

AR-SQ-4TENON90
MOUNTING SQUARE 4 X 90

AR-SQ-BRK

AR-SQ-LRTNO
SQUARE  L MOUNTING 

BRACKET   
TRUNNION FOR AFL22, THICK 6mm   
TR JOINT ADJUSTS OVER 180 
DEGREE ARC.                                        
MOUNTING CAN BE LOCKED

POST MOUNT FOR AFL16, AFL22 & 
AFL65  DIE CAST ALUMINUM 
MOUNTING CAN BE LOCKED 
SECURELY IN PLACE.     

AR-TR 822 (TRUNNION)AR-PM

L   I   G   H   T   I   N   G
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HID PHOTOMETRIC 
L   I   G   H   T   I   N   G
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*
*
*
 
*
*
*

 *

 COLOR 

ASSSP = 12=12' TALL 30=30' TALL BN=BRONZE

14=14' TALL 35=35' TALL BK=BLACK

20=20' TALL 40=40' TALL WH=WHITE

25=25' TALL

WIDTH       
A (IN)

THK.        
C (ga)

WIDTH       
B (IN)

THK.        
D (ga)

12 ASSSP-12-BN 4 11 9.5 0.79 079 x 17 23 18

14 ASSSP-14-BN 4 11 9.5 0.79 079 x 17 18.2 14.1

20 ASSSP-20-BN 4 11 9.5 0.79 079 x 17 9.5 6.9

25 ASSSP-25-BN 4 11 9.5 0.79 079 x 17 5.2 3.2

30 ASSSP-30-BN 5 7 11 0.79 079 x 17 11.6 7.9

35 ASSSP-35-BN 5 7 12.5 0.79 079 x 17 6.8 3.8

40 ASSSP-40-BN 6 7 12.5 0.79 079 x 17 8.5 4.5

MOUNTING BRACKET  

POLE BASE DETAIL

*EPA in square feet

BOLT CAGE

ANCHOR 
BOLT        

E x F (in)

WIND LOAD 
RATING      

*EPA 80MPH

WIND LOAD 
RATING          

*EPA 90MPH

      ASSSP     -       12        -       BN

             GENERAL SPECIFICATION

GALVANIZED ANCHOR BOLTS PRECORECTED TO 
CORRECT SPACING, AND TEMPLATE INCLUDED

SQUARE STRAIGHT STEEL POLES

SQUARE STRAIGHT STEEL SHAFT

ONE PIECE CONSTRUCTION

 
 

BASEPOLE 
HEIGHT    

H (ft)
MODEL

SHAFT  

             ORDERING INFORMATION

 BASE COVER STANDARD

*SEE PAGE 64, 65 FOR MOUNTING BRACKET

STAINLESS STEEL SCREWS AND NUTS INCLUDED

COLOR OPTIONS : BLACK, BRONZE AND WHITE

FIXTURE MOUNTING HOLE PER YOUR TEMPLATE.

 

APPLICATION

ARK     
SQUARE 
STRAIGHT  
STEEL POLES

SHAFT SIZE 

SPIDER MOUNT (SP)

ARM MOUNT (AM)

H

L   I   G   H   T   I   N   G
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CAT # WATT. W H D

AWCD175MH 175W MH 9-1/4" 15" 15"

AWCDF42EL 2X42W 9-1/4" 15" 15"

AWCS175MH 175W MH 9-1/4" 13-3/8" 15"

AWCSF42EL 42W 9-1/4" 13-3/8" 15"

 
 

120/208/240/277V

120/208/240/277V

120/277V

AWCS

VOLTAGE

OUR OVAL WALL CYLINDERS FEATURES 
AN EXTRUDED ALUMINUM HOUSING 
WITH DIE CAST BALLAST HOUSING, 
INTERNAL ALUMINUM REFLECTOR, AND 
CLEAR TEMPERED GLASS LENSES. 
FIXTURE IS AVAILABLE AS A DOWN 
LIGHT, OR AN UP & DOWN LIGHT. 
FLUORESCENT UNITS INCLUDE OUR 
42N1 ELECTRONIC BALLAST AND 42W 
LAMP(S). FINISHED IN OUR NINE-STAGE 
POWDERCOAT PROCESS FOR ADDED 
PROTECTION IN MOST HARSH 
ENVIRONMENTS. UNIQUE WALL 
MOUNTING BRACKET FOR QUICK & 
EASY INSTALLATION. HINGED BALLAST 
COMPARTMENT WITH SAFETY CABLE. 

WALL CYLINDERS
AWCD

120/277V

DESCRIPTION

ALUMINUM OVAL UP & DOWN LIGHT

ALUMINUM OVAL UP & DOWN LIGHT

ALUMINUM OVAL DOWN LIGHT

ALUMINUM OVAL DOWN LIGHT

15"

15"

9.25"

9.25"

L   I   G   H   T   I   N   G

15"

13.38"
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*
*
*
*
*
*
  

LAMPS
METAL  
HALIDE

H.P.S

IDEAL FOR PARKING AREAS, SPORTS FIELD,   LOADING DOCKS, RECREATION AREAS.

UL LISTED FOR WET LOCATIONS

 
 

HEAVY DUTY DIE-CAST ALUMINUM HOUSING

HEAT AND IMPACT RESISTANT TEMPERED GLASS

COME WITH ANODIZED ALUMINUM REFLECTOR

POWDER COATED FINISH ON THE HOUSING

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

1000W MAX             
( SPECIFY WATTAGE)

ACCESSORIES SP50PT  POLE TOP MOUNT 

ASM-281 SPORTS LIGHTER

        PRODUCT FEATURES

AFL281-1500MH

 

1500W MAX             
( SPECIFY WATTAGE)

VISOR

CATALOG # RATING

IDEAL FOR MH 1500 WATTS AND HPS 1000 WATTS MAX 

AFL281-1000HPS

L   I   G   H   T   I   N   G

80510

60383

AFL281-1000MH-MT

Maximum Candela = 80510  
Located At Horizontal Angle = 0,
Vertical Angle = 0H - Horizontal Axial Candela
V - Vertical Axial Candela

V

H

40255

20128

SP50PT
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PRECISION  DIE-CAST ALUMINUM HOUSING    

LAMPS

400W MH

400W HPS

PRECISION  DIE-CAST ALUMINUM HOUSING    

LAMPS

400W MH

400W HPS

 

 

A604F ROADWAY LIGHT

UL LISTED FOR WET LOCATIONS

POWDER COATED FINISH ON THE HOUSING

A604P ROADWAY LIGHT

CATALOG #

A604F-400MH

A604F-400HPS

IDEAL FOR HIGHWAY PARKING AREAS, ENTRANCES, WALKWAYS, 
UNDERPASSES, LOADING DOCKS, RECREATION AREAS .                   

EFFICIENCY AND OPTIMUM LIGHT DISTRIBUTION  

PRODUCT FEATURES

IDEAL FOR MH 400 WATTS AND HPS 400 WATTS MAX 

COME WITH HEAT IMPACT  GLASS LENS  

OPTIONAL DUSK TO DAWN TWIST-LOCK PHOTO CONTROL 

A604P-400HPS-MT

PRODUCT FEATURES
UL LISTED FOR WET LOCATIONS

OPTIONAL DUSK TO DAWN TWIST-LOCK PHOTO CONTROL 

14.016"W x 11.02"H x 29.488"D

14.016"W x 11.02"H x 29.488"D

CATALOG #

A604P-400MH-MT

COME WITH HEAT IMPACT BOROSILICATE GLASS LENS  

IDEAL FOR MH 400 WATTS AND HPS 400 WATTS MAX 

14.016"W x 7.953"H x 29.488"D

14.016"W x 7.953"H x 29.488"D

 DIMENSIONS 

 DIMENSIONS 

IDEAL FOR HIGHWAY PARKING AREAS, ENTRANCES, WALKWAYS, 
UNDERPASSES, LOADING DOCKS, RECREATION AREAS .                   

POWDER COATED FINISH ON THE HOUSING

EFFICIENCY AND OPTIMUM LIGHT DISTRIBUTION  

L   I   G   H   T   I   N   G
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LAMPS

300W

LAMPS

150W

LAMPS

300W

500W

LAMPS

1500W

IDEAL FOR 1500 WATTS HALOGEN LAMPS MAX . 120V  

PRODUCT FEATURES

ALL FIXTURE ARE UL LISTED FOR WET LOCATIONS, HEAVY DUTY DIE-CAST ALUMINUM HOUSING  WITH HIGH IMPACT GLASS 

AHL1500QB 14.6"W x 11"H x 5.7"D

 HEAT AND IMPACT RESISTANT TEMPERED GLASS  

ONE 0.5" INCH THREADED SWIVEL MOUNT. HINGED FRONT DOOR

FOR 277V ORDER FIXTURE WITH  277V LAMPS.

8.94"W x 7.64"H x 3.82"DAHL500QA

AHL1500QA

CATALOG #  DIMENSIONS 

 HEAT AND IMPACT RESISTANT TEMPERED GLASS  

ONE 0.5" INCH THREADED SWIVEL MOUNT HINGED FRONT DOOR

IDEAL FOR  300-500 WATTS HALOGEN  LAMPS MAX  120V

CATALOG #  DIMENSIONS 

AHL300QA 8.94"W x 7.64"H x 3.82"D

AHL300QA & AHL500QA 

AHL150B 5.43"W x 5.47"H x4.72"D

 HEAT AND IMPACT RESISTANT TEMPERED GLASS  

 HEAT AND IMPACT RESISTANT TEMPERED GLASS  

CATALOG #  DIMENSIONS 

IDEAL FOR  150 WATTS HALOGEN  LAMPS MAX  120V

ONE 0.5" INCH THREADED SWIVEL MOUNT. HINGED FRONT DOOR

IDEAL FOR  300 WATTS HALOGEN  LAMPS MAX  120V

CATALOG #  DIMENSIONS 

AHL310Q 7.76"W x 9.52"H x5.91"D

 
 

HALOGEN FLOOD LIGHTING
AHL310Q

AHL150B

IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, 
UNDERPASSES, LOADING DOCKS, RECREATION AREAS .           

ONE 1/2"  THREADED SWIVEL MOUNT 

L   I   G   H   T   I   N   G
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LAMPS

175W MAX MT

150W MAX MT

84W MAX       
(120-277V)

LAMPS

175W MAX MT

150W MAX HPS

84W MAX       
(120-277V)

LAMPS

AFL-31-HPS 150W MAX      
120V ONLY

100 MAX MH

42W MAX       
(120-277V)

LAMPS

100 MAX MH

100W MAX      
(120V ONLY)

1 PL42W

WIRE GUARD VISOR

AFL31/AFL32 AFL32WG AFL32GS

AFL45 AFL45WG AFL45GS
 

IDEAL FOR MH 100 WATTS, HPS 150 WATTS MAX AND 1PL 42W 

POLYCARB GUARD

AFL32LG

AFL45LG

AFL-32-HPS 9.02"W x 7.44"H x 6.81"D

AFL32-1PL42 9.02"W x 7.44"H x 6.81"D

CATALOG #  DIMENSIONS 

AFL-32-MH 9.02"W x 7.44"H x 6.81"D

AFL31-1PL42 8.98"W x 7.1"H x 6.3"D

IDEAL FOR MH 100 WATTS, HPS 150 WATTS MAX AND 1PL 42W 

AFL-32

8.98"W x 7.1"H x 6.3"D

IDEAL FOR MH 175 WATTS, HPS 150 WATTS MAX  AND 2PL 42W 

UL LISTED FOR WET LOCATIONS ,*HEAVY DUTY DIE-CAST ALUMINUM HOUSING  WITH HIGH IMPACT / HEAT RESISTANT TEMPERED GLASS. 
ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR FOR BEST LIGHT EFFICIENCY. POWDER COATED DARK BRONZE COLOR FINISH 
ON THE HOUSING. SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

AFL-31 
CATALOG #  DIMENSIONS 

PRODUCT FEATURES

 DIMENSIONS 

9.92"W x 10.5"H x 6.93"D

9.92"W x 10.5"H x 6.93"D

9.92"W x 10.5"H x 6.93"D

AFL-45 
CATALOG #  DIMENSIONS 

AFL-45-MH 9"W x 10"H x 7.25"D

AFL-213-HPS

AFL213-2PL42

IDEAL FOR MH 175 WATTS, HPS 150 WATTS MAX  AND 2PL 42W 

AFL-45-HPS 9"W x 10"H x 7.25"D

AFL45-2PL42 9"W x 10"H x 7.25"D

8.98"W x 7.1"H x 6.3"D

AFL-31-MH

 
 

MEDIUM FLOOD
AFL-213 

CATALOG #

AFL-213-MH 

L   I   G   H   T   I   N   G

9"

10"

7.25"
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         PRODUCT FEATURES
*
 
 
*
 
*
 
*
* LAMP HOLDER E-26 4KV ,

*
AFL16-TR TRUNION ADJUSTABLE AIMING OVER 180° ARC. MOUNTING CAN BE LOCKED IN PLACE.

 

  

LAMPS
METAL  
HALIDE

H.P.S

VANDAL SHIELD IMPACT RESISTANT
WIRE GUARD STAINLESS STEEL CONSTRUCTION
VISOR TEXTURED BRONZE FINISH

  

LAMPS
METAL  
HALIDE

H.P.S

 

 

CATALOG # RATING  DIMENSIONS 

AFL61-MH 175W MAX (120V ONLY)     
( SPECIFY WATTAGE)

11.5"W X 8.5"H X 8"D

 
 

AFL-65-MH

AFL-65-HPS

AFL61-HPS 150W MAX (120V ONLY)     
( SPECIFY WATTAGE)

11.5"W X 8.5"H X 8"D

400W MAX      HPS         
( SPECIFY WATTAGE)

14.84"W X 13.4"H X 10.3"D

PRODUCT FEATURES

AFL-61  ROUND BACK FLOOD

AFL65-VS
AFL65-WG

ROUND BACK FLOOD FEATURES A DIE CAST HOUSING & 
HINGED TOP FRAME, CHROMATE CONVERSION COATING, 
TEXTURED BRONZE FINISH, TEMPERED GLASS LENS, 
ALUMINUM REFLECTORS, PORCELAIN MEDIUM BASE SOCKET & 
BRACKET, AND OUR INNOVATIVE MOUNTING SYSTEM GIVES 
YOU TWO WAYS TO MOUNT! CHOOSE OUR EXCLUSIVE HEAVY-
DUTY 1/2” NPT THREADED ADJUSTABLE KNUCKLE OR 
ADJUSTABLE DIE CAST SLIP FITTER WITH ANGLE INDICATORS. 
IDEAL FOR MH 175 WATTS AND HPS 150 WATTS MAX 

IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, UNDERPASSES, LOADING 
DOCKS, RECREATION AREAS.

AFL-65 MEDIUM FLOOD

UL LISTED FOR WET LOCATIONS

*HEAVY DUTY DIE-CAST ALUMINUM HOUSING  WITH HIGH 
IMPACT / HEAT RESISTANT TEMPERED GLASS.

AFL65-VR

CATALOG # RATING  DIMENSIONS 
IDEAL FOR PARKING AREAS, ENTRANCES, 
WALKWAYS, UNDERPASSES, LOADING 
DOCKS, RECREATION AREAS.400W MAX    MT           

( SPECIFY WATTAGE)
14.84"W X 13.4"H X 10.3"D

IDEAL FOR MH 400 WATTS AND HPS 400 WATTS MAX  

AFL16-SF SLIP FITTER DIE CAST SLIP FITTER O.D.   2-3/8” TENNON SIZE. JOINT ADJUSTS OVER 180° ARC.

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

POWDER COATED DARK BRONZE COLOR FINISH ON THE 
HOUSING

AR-PM POST MOUNT CAN BE LOCKED SECURELY IN PLACE, POWDER COATING 

L   I   G   H   T   I   N   G

SHOWN WITH 
KNUCKLE MOUNT

8.5in

11.5in
8.00in

SHOWN WITH 
TR BRACKET
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LAMPS

METAL  HALIDE

HIGH 
PRESSURE 

SODIUM

VANDAL SHIELD IMPACT RESISTANT

WIRE GUARD STAINLESS STEEL CONSTRUCTION

VISOR TEXTURED BRONZE FINISH

LAMPS

METAL  HALIDE   

HIGH 
PRESSURE 

SODIUM

 DIMENSIONS 

*SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

*ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

AFL-22-MH 1000W MAX             
( SPECIFY WATTAGE)

22.6"W " X 23.39"H X 9.76"D

*POWDER COATED DARK BRONZE COLOR FINISH ON THE 
HOUSING

*POWDER COATED DARK BRONZE COLOR FINISH ON THE 
HOUSING

AFL-22-VS VANDAL SHIELD IMPACT RESISTANT

*IDEAL FOR MH 1000 WATTS AND HPS 1000 WATTS MAX 

CATALOG # RATING

AFL-22-HPS 1000W MAX             
( SPECIFY WATTAGE)

22.6"W " X 23.39"H X 9.76"D AFL22-TR TRUNION 
ADJUSTABLE AIMING OVER 
180° ARC. MOUNTING CAN 

BE LOCKED IN PLACE.

AFL-22-WG WIRE GUARD STAINLESS STEEL CONSTRUCTION

AFL-16-VR

AFL-16-MH

AFL-16-VS

AFL-16-WG

16.54" W X 17" H X 6.69" D

16.54" W X 17" H X 6.69" D

*HEAVY DUTY DIE-CAST ALUMINUM HOUSING  WITH HIGH 
IMPACT / HEAT RESISTANT  TEMPERED GLASS   

AFL-22 AREA LIGHT
PRODUCT FEATURES

*UL LISTED FOR WET LOCATIONS

PRODUCT FEATURES

*ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

*IDEAL FOR MH 400 WATTS AND HPS 400 WATTS MAX 

AFL-16-HPS

400W MAX              
( SPECIFY WATTAGE)

400W MAX              
( SPECIFY WATTAGE)

AFL-16 FLOOD

*UL LISTED FOR WET LOCATIONS

*HEAVY DUTY DIE-CAST ALUMINUM HOUSING  WITH HIGH 
IMPACT / HEAT RESISTANT TEMPERED GLASS   

*SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

CATALOG # RATING  DIMENSIONS 

AFL22-SF SLIP FITTER      
DIE CAST SLIP FITTER O.D.  
2-3/8” TENNON SIZE. JOINT 
ADJUSTS OVER 180° ARC.

IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, UNDERPASSES, 
LOADING DOCKS, RECREATION AREAS 

AFL16-TR TRUNION 
ADJUSTABLE AIMING OVER 
180° ARC. MOUNTING CAN 

BE LOCKED IN PLACE.

AFL16-SF SLIP FITTER      
DIE CAST SLIP FITTER O.D.  
2-3/8” TENNON SIZE. JOINT 
ADJUSTS OVER 180° ARC.

 
 

AFL-22-VR VISOR TEXTURED BRONZE FINISH

SHOWN  
WITH SF

SHOWN 
WITH TR

1435 WEST 139th STREET, GARDENA CALIFORNIA, 90249 TEL 310.323.2275 FAX 310.323.6275 ( 888.ARK.LIGHT)
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LAMPS

175W MAX

150W MAX

42W MAX

84W MAX

LAMPS

175W MAX

150W MAX

42W MAX

84W MAX

 
LAMPS

175W MAX

150W MAX

42W MAX

84W MAXAWPR40G-2PL42 15"  X  9.25" D

 
 

AWPR WALL / CEILING MOUNT
IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, UNDERPASSES, LOADING DOCKS, 

RECREATION AREAS.

         PRODUCT FEATURES

15” DIAMETER DIE CAST SURFACE MOUNT HOUSING, CHROMATE CONVERSION COATING, 
COIN PLUGS ON SIDES AND BACK, BUILT-IN TEMPLATE FOR MOUNTING TO ELECTRICAL 
BOX, SILICONE GASKET, WHITE POWDER COAT ALUMINUM REFLECTOR, PORCELAIN 
MEDIUM BASE SOCKET WITH ADJUSTABLE SOCKET BRACKET FOR LAMP POSITIONING, 
AVAILABLE WITH EITHER CLEAR MOLDED PRISMATIC BOROSILICATE GLASS LENS ,  WITH 
OPEN, HALF-CUTOFF OR GRID-STYLE FRAME. AVAILABLE COLORS: BRONZE (BR), CUSTOM 
COLORS AVAILABLE AT ADDITIONAL CHARGE. ACCEPTS STANDARD 175W METAL HALIDE, 
150W HIGH PRESSURE SODIUM. COMPACT FLUORESCENT MODELS AVAILABLE WIRED 
COMPLETE WITH PL 42 WATT SOCKETS AND LAMPS . UL LISTED FOR WET LOCATIONS.

AWPR40HC-2PL42 15"  X  9.25" D

AWPR40HC-MH 15"  X  9.25" D

AWPR40HC-HPS 15"  X  9.25" D

AWPR40HC-1PL42 15"  X  9.25" D

 DIMENSIONS 

15"  X  8.75" D

15"  X  8.75" D

AWPR-40

CATALOG #

AWPR40-MH

AWPR40-HPS

AWPR40-1PL42 15"  X  8.75" D

CATALOG #  DIMENSIONS 

AWPR-40HC

AWPR40-2PL42 15"  X  8.75" D

AWPR40G-HPS 15"  X  9.25" D

AWPR-40G

AWPR40G-1PL42 15"  X  9.25" D

CATALOG #  DIMENSIONS 

AWPR40G-MH 15"  X  9.25" D

L   I   G   H   T   I   N   G
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14.3750
15.1250

4.6250
8.7500

4.1250 15.1250

14.3750
15.1250

4.6250
9.2493

4.6243 15.1250

14.3750

15.1250

4.6250
9.2493

4.6243 15.1250
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*
*
 
*
*
*
*
*
 

*

LAMPS
METAL  
HALIDE

 

H.P.S

2PL 42

*
* HIGH IMPACT POLYCARBONATE

* WHITE REFLECTOR

*
 
*
 

*

 
LAMPS
METAL  
HALIDE

 

H.P.S

2-PL 42

2 PL 42W MAX 120-277    
( SPECIFY WATTAGE)

15"  X 11.3" D

ASM23-HPS

IDEAL FOR PARKING AREAS, ENTRANCES, 
WALKWAYS, UNDERPASSES, LOADING DOCKS, 
RECREATION AREAS.

175W MAX  MT            
( SPECIFY WATTAGE)

15"  X 11.3" D

150W MAX MT           
( SPECIFY WATTAGE)

15"  X 11.3" D

ASM23-MH

ASM23-2PL42

DARK BRONZE COLOR

POWDER COATED FINISH ON THE HOUSING

IDEAL FOR MH 175 WATTS, HPS 150 WATTS MAX AND 1 OR 2 PL 42W

84W MAX (120-277)       
( SPECIFY WATTAGE)

15" X 11.25" D

1/2” TAPPED HOLES AVAILABLE FOR INSTALLING 
PHOTOCELL (PHOTOCELL OPTIONAL)

RATING  DIMENSIONS 

AVNGL40-2PL42

IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, UNDERPASSES, 
LOADING DOCKS, RECREATION AREAS.

AVNGL40-MH 175W MAX MT           
( SPECIFY WATTAGE)

15" X 11.25" D

AVNGL40-HPS 150W MAX MT           
( SPECIFY WATTAGE)

15" X 11.25" D

 

CATALOG #

 
UL LISTED FOR WET LOCATIONS

AVNGL-40 VANDAL RANDAL RESISTANT GARAGE LIGHT

         PRODUCT FEATURES

POWDER COATED FINISH ON THE HOUSING

HIGH IMPACT UV ACRYLIC LENS  

CATALOG # RATING  DIMENSIONS 

IDEAL FOR MH 175 WATTS, HPS 150 WATTS MAX AND 2 PL 42W

 
 

ASM-23   CEILING  MOUNT
         PRODUCT FEATURES

UL LISTED FOR WET LOCATIONS

HEAVY DUTY DIE-CAST ALUMINUM HOUSING  WITH HIGH 
IMPACT UV ACRYLIC LENS

ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

FOR COVERED CEILLING MOUNT ONLY 

WHITE COLOR

15"in

15"in

11.25"

L   I   G   H   T   I   N   G
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*
* HIGH IMPACT POLYCARBONATE

*
 
*
*
*
*
 
*
 
 

LAMPS
METAL  
HALIDE

 

H.P.S

P2-PL

*
* HIGH IMPACT POLYCARBONATE

*
 
*
*
*
 

  

LAMPS
METAL  
HALIDE

H.P.S

1PL42  

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

 DIMENSIONS 

150W MAX      HPS          
( SPECIFY WATTAGE)

15" X 7.9" D

 

CATALOG # RATING

ASM354-MH 50W MAX (120V ONLY)      
( SPECIFY WATTAGE)

ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

IDEAL FOR MH 50 WATTS, HPS 70 WATTS MAX AND 1PL 
42W

10.63"W X 9.92"H X 5.43"D

 DIMENSIONS 

DARK BRONZE COLOR

IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, 
UNDERPASSES, LOADING DOCKS, RECREATION AREAS.

DARK BRONZE COLOR

POWDER COATED FINISH ON THE HOUSING

ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

IDEAL FOR MH 175 WATTS, HPS 150 WATTS MAX AND 2 PL 42W

84W MAX    120-277         
( SPECIFY WATTAGE)

15" X 7.9" D

15" X 7.9" D

10.63"W X 9.92"H X 5.43"D

ASM21-MH

ASM21-HPS

ASM354-1PL42 42W MAX     (120-277V)      
( SPECIFY WATTAGE)

ASM354-HPS 70W MAX (120V ONLY)      
( SPECIFY WATTAGE)

ASM-354 CEILING MOUNT
IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, 
UNDERPASSES, LOADING DOCKS, RECREATION AREAS.

175W MAX    MT            
( SPECIFY WATTAGE)

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

         PRODUCT FEATURES
UL LISTED FOR WET LOCATIONS

 
 

ASM-21 CEILING MOUNT

         PRODUCT FEATURES
UL LISTED FOR WET LOCATIONS

1/2” TAPPED HOLES AVAILABLE FOR INSTALLING 
PHOTOCELL (PHOTOCELL OPTIONAL)

ASM21-2PL42

CATALOG # RATING

10.63"W X 9.92"H X 5.43"D

L   I   G   H   T   I   N   G
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*
*
 
*
*
*
*
*
 
*
 
*

LAMPS

METAL  
HALIDE

 

H.P.S

*
* HIGH IMPACT POLYCARBONATE

*
 
*
 
*
 
*
*

LAMPS

METAL  
HALIDE

 

H.P.S

2-PL 26

 
 

ASM-19   CEILING  MOUNT

UL LISTED FOR WET LOCATIONS

HEAVY DUTY DIE-CAST ALUMINUM HOUSING  WITH 
HIGH IMPACT / HEAT RESISTANT BOROSILICATE GLASS 
FOR ULTIMATE LIGHT DISTRIBUTION

1/2” TAPPED HOLES AVAILABLE FOR INSTALLING 
PHOTOCELL (PHOTOCELL OPTIONAL)

ONE PIECE ANODIZED ALUMINUM DESIGNED 
REFLECTOR FOR BEST LIGHT EFFICIENCY

BOROSILICATE GLASS IS HINGED AND REMOVABLE

WHITE COLOR

POWDER COATED FINISH ON THE HOUSING

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

CATALOG # RATING  DIMENSIONS 

IDEAL FOR MH 400 WATTS AND HPS 400 WATTS MAX 

ASM19-MH 400W MAX  MT            
( SPECIFY WATTAGE)

18.74"W X 17.8"H X 13.58"D

400W MAX MT           
( SPECIFY WATTAGE)

18.74"W X 17.8"H X 13.58"D

ASM20-2PL26

IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, UNDERPASSES, 
LOADING DOCKS, RECREATION AREAS.

ASM20-MH 100W MAX (120V ONLY)   
( SPECIFY WATTAGE)

11.5" X  7.4"D

ASM20-HPS 100W MAX (120V ONLY)   
( SPECIFY WATTAGE)

11.5" X  7.4"D

 

CATALOG #

52W MAX (120-277)       
( SPECIFY WATTAGE)

11.5" X  7.4"D

1/2” TAPPED HOLES AVAILABLE FOR INSTALLING 
PHOTOCELL (PHOTOCELL OPTIONAL)

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

RATING  DIMENSIONS 

DARK BRONZE COLOR

POWDER COATED FINISH ON THE HOUSING

IDEAL FOR MH 100 WATTS, HPS 100 WATTS MAX AND 2 PL 26W

ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

PRODUCT FEATURES

IDEAL FOR PARKING AREAS, 
ENTRANCES, WALKWAYS, 
UNDERPASSES, LOADING 
DOCKS, RECREATION AREAS.

 
UL LISTED FOR WET LOCATIONS

ASM-20   WALL  MOUNT

         PRODUCT FEATURES

ASM19-HPS

L   I   G   H   T   I   N   G
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*
* HEAVY DUTY DIE-CAST ALUMINUM HOUSING  

*
*
*
*
*
 
*
 
*

LAMPS

METAL  
HALIDE

H.P.S

PL26

PL42

*
* HEAVY DUTY DIE-CAST ALUMINUM HOUSING  

 
*
*
*
*
 
*
 
*

LAMPS

METAL  
HALIDE

H.P.S

PL42

POWDER COATED FINISH ON THE HOUSING

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

 
 

1/2” TAPPED HOLES AVAILABLE FOR INSTALLING 
PHOTOCELL (PHOTOCELL OPTIONAL)

ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

ASM12-MH 175W MAX ( MT)           
( SPECIFY WATTAGE)

12.4 W X 12.4" H X 8.9" D

IDEAL FOR MH 175 WATTS, HPS 150 WATTS MAX AND 2 X PL42

ASM-09 CEILING MOUNT

         PRODUCT FEATURES
UL LISTED FOR WET LOCATIONS

1/2” TAPPED HOLES AVAILABLE FOR INSTALLING 
PHOTOCELL (PHOTOCELL OPTIONAL)

IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, 
UNDERPASSES, LOADING DOCKS, RECREATION AREAS. 

ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

HIGH IMPACT POLYCARBONATE LENS  

CATALOG # RATING  DIMENSIONS 

DARK BRONZE COLOR

POWDER COATED FINISH ON THE HOUSING

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

DARK BRONZE COLOR

IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, 
UNDERPASSES, LOADING DOCKS, RECREATION AREAS.  

52W MAX  (120-277V)       
( SPECIFY WATTAGE)

HIGH IMPACT POLYCARBONATE LENS  

UL LISTED FOR WET LOCATIONS

         PRODUCT FEATURES

ASM-12   CEILING MOUNT

ASM09-2PL26 8.9 W X 8.9" H X 7.1" D

CATALOG # RATING  DIMENSIONS 

ASM12-HPS 150W MAX (MT )           
( SPECIFY WATTAGE)

12.4 W X 12.4" H X 8.9" D

ASM12-2PL42 84W MAX  (120-277V)       
( SPECIFY WATTAGE)

12.4 W X 12.4" H X 8.9" D

IDEAL FOR MH 70 WATTS, HPS 100 WATTS MAX AND 1 PL 42W, OR 2PL 26W

ASM09-1PL42 42W MAX  (120-277V)       
( SPECIFY WATTAGE)

8.9 W X 8.9" H X 7.1" D

ASM09-MH

ASM09-HPS

70W MAX ( 120V ONL)       
( SPECIFY WATTAGE)

8.9 W X 8.9" H X 7.1" D

100W MAX (120V ONLY)     
( SPECIFY WATTAGE)

8.9 W X 8.9" H X 7.1" D

L   I   G   H   T   I   N   G
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             PRODUCT FEATURES
 * UL LISTED FOR WET LOCATIONS

 * HIGH IMPACT POLYCARBONATE LENS AND HOUSING  

 * ALUMINUM BASE PLATE WITH CONDUIT ACCESS   

 * SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

 *
 

RATING LAMPS

70W H.P.S

42W PL42

             PRODUCT FEATURES

* UL LISTED FOR WET LOCATIONS

*
 
* ALUMINUM BASE PLATE WITH CONDUIT ACCESS   

* POWDER COATED FINISH ON THE HOUSING

* SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

 *

RATING LAMPS

100MH M.H

100W H.P.S

32W PL32

             PRODUCT FEATURES

* UL LISTED FOR WET LOCATIONS

*

 *

RATING LAMPS

50W H.P.S * POWDER COATED FINISH ON THE HOUSING

26W 2PL13

VANDAL RESISTANT WALL MOUNT

ASM-384-2PL13 5.16" W X 13.27" H X 3.82" D

ASM-352

CATALOG #  DIMENSIONS 

HEAVY DUTY DIE-CAST ALUMINUM HOUSING WITH HIGH 
IMPACT HEAT RESISTANT BOROSILICATE GLASS FOR 
ULTIMATE LIGHT DISTRIBUTION .

HIGH IMPACT POLYCARBONATE LENS 

*ASM-353-100HPS 7.3" W X 12" H X 5.3" D

 

CATALOG #  DIMENSIONS 

CATALOG #  DIMENSIONS 

DIE-CAST ALUMINUM BASE PLATE WITH 
CONDUIT ACCESS                                              
SILICONE RUBBER INCLUDED TO PREVENT 
LEAKAGE.

*ASM-353-1PL42

ASM-384 ( AVN-10SL)

7.3" W X 12" H X 5.3" D

ASM-384-50HPS 5.16" W X 13.27" H X 3.82" D

ASM-352-70HPS 6.89" W X 11.02" H X 5.24" D

*ASM-353-100MH 7.3" W X 12" H X 5.3" D

ASM-352-1PL42

ASM-353
6.89" W X 11.02" H X 5.24" D

1/2” TAPPED HOLES AVAILABLE FOR 
INSTALLING PHOTOCELL (PHOTOCELL 
OPTIONAL) 

IDEAL FOR HPS 70 WATTS OR 1 X PL42 
WATTS MAX                                  

1/2” TAPPED HOLES AVAILABLE FOR INSTALLING 
PHOTOCELL (PHOTOCELL OPTIONAL)  

IDEAL FOR HPS AND MH 100 WATTS                                    
OR 1 X PL32 WATTS MAX                                                        
*FOR PHOTOCELL ADD P TO CAT #. PC
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*
*
 
*
*
*
*
 
*
 
*

LAMPS
METAL  
HALIDE

 

H.P.S

*
*
 
*
*
*
*
 
*

LAMPS
METAL  
HALIDE

 

H.P.S

PL42

VANDAL SHIELD IMPACT RESISTANT

WIRE GUARD STAINLESS STEEL CONSTRUCTION

IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, 
UNDERPASSES, LOADING DOCKS, RECREATION AREAS. 
GOOD FOR DARK SKY

IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, 
UNDERPASSES, LOADING DOCKS, RECREATION AREAS

ASM768-WG

ASM768-VR

DARK BRONZE COLOR

POWDER COATED FINISH ON THE HOUSING

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

CATALOG # RATING  DIMENSIONS 

IDEAL FOR MH 400 WATTS AND HPS 400 WATTS MAX 

ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

CATALOG # RATING  DIMENSIONS 

HEAVY DUTY DIE-CAST ALUMINUM HOUSING  WITH HIGH 
IMPACT / HEAT RESISTANT TEMPERED GLASS LENS

DARK BRONZE COLOR

POWDER COATED FINISH ON THE HOUSING

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

UL LISTED FOR WET LOCATIONS

ASM-303    WALL  MOUNT

ASM768-MH

ASM768-HPS

400W MAX              
( SPECIFY WATTAGE)

17" W X 9.84" H X14.4" D

400W MAX              
( SPECIFY WATTAGE)

17" W X 9.84" H X14.4" D

ASM768-VS

VISOR TEXTURED BRONZE FINISH

 
 

ASM-768    WALL  MOUNT

         PRODUCT FEATURES
UL LISTED FOR WET LOCATIONS

HEAVY DUTY DIE-CAST ALUMINUM HOUSING  WITH HIGH 
IMPACT / HEAT RESISTANT TEMPERED GLASS LENS

1/2” TAPPED HOLES AVAILABLE FOR INSTALLING 
PHOTOCELL (PHOTOCELL OPTIONAL)

ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

ACCESSORIES (ORDER SEPARATELY)

         PRODUCT FEATURES

ASM303-2PL42 2PL 42W 18.1" W X 9.05" H X 9.05" D

IDEAL FOR MH 175 WATTS, HPS 150 WATTS  AND 1 OR 2 PL42W MAX 

ASM303-MH 175W MAX              
( SPECIFY WATTAGE)

18.1" W X 9.05" H X 9.05" D

ASM303-HPS 150W MAX              
( SPECIFY WATTAGE)

18.1" W X 9.05" H X 9.05" D
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*
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*
 

LAMPS

METAL  
HALIDE

 

H.P.S

PL42

*
*
 
*
*
*
*
 
*
 
* UP / DOWN OPTION AVAILABLE

LAMPS

METAL  
HALIDE

 

H.P.S

PL42

ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

IDEAL FOR MH 400 WATTS, HPS 400 WATTS AND 1 OR 2 
PL42W MAX 

ASM302-HPS 150W MAX              
( SPECIFY WATTAGE)

18" W X 7.1" H X 9.25" D

CATALOG # RATING  DIMENSIONS 

ASM302-MH 175W MAX              
( SPECIFY WATTAGE)

18" W X 7.1" H X 9.25" D

IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, UNDERPASSES, 
LOADING DOCKS, RECREATION AREAS. GOOD FOR DARK SKY

POWDER COATED FINISH ON THE HOUSING

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

DARK BRONZE COLOR

         PRODUCT FEATURES
UL LISTED FOR WET LOCATIONS

ASM301-MH

ASM301-HPS

175W MAX              
( SPECIFY WATTAGE)

16.54" W X 7.1" H X 9.25" D

150W MAX              
( SPECIFY WATTAGE)

16.54" W X 7.1" H X 9.25" D

POWDER COATED FINISH ON THE HOUSING

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

CATALOG # RATING  DIMENSIONS 

IDEAL FOR PARKING AREAS, 
ENTRANCES, WALKWAYS, 

UNDERPASSES, LOADING DOCKS, 
RECREATION AREAS .               

GOOD FOR DARK SKY

 
 

ASM-301     TRAPEZOID WALL  MOUNT 
         PRODUCT FEATURES

UL LISTED FOR WET LOCATIONS

HEAVY DUTY DIE-CAST ALUMINUM HOUSING  WITH HIGH 
IMPACT / HEAT RESISTANT TEMPERSD GLASS LENS  

ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

IDEAL FOR MH 175 WATTS, HPS 150 WATTS AND 1 OR 2 
PL42W MAX 

DARK BRONZE COLOR

ASM302-2PL42 2PL 42W 18" W X 7.1" H X 9.25" D

2PL 42W 16.54" W X 7.1" H X 9.25" DASM301-2PL42

HEAVY DUTY DIE-CAST ALUMINUM HOUSING  WITH HIGH 
IMPACT / HEAT RESISTANT TEMPERSD GLASS LENS  

ASM-302    HALF ROUND WALL  MOUNT
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*
*
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LAMPS
METAL  
HALIDE

 

H.P.S

PL42

*
*
 
*
*
*
*
*
 
*
 
*

LAMPS

METAL  HALIDE  

H.P.S

WIRE GUARD STAINLESS STEEL CONSTRUCTION

VISOR TEXTURED BRONZE FINISH

IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, 
UNDERPASSES, LOADING DOCKS, RECREATION AREAS.

ASM109-WG
ASM109-VR

ASM-727    WALL  MOUNT

DARK BRONZE COLOR

POWDER COATED FINISH ON THE HOUSING

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

CATALOG # RATING  DIMENSIONS 

IDEAL FOR MH 175 WATTS, HPS 150 WATTS AND 1 0R 2 PL 
42W MAX 

1/2” TAPPED HOLES AVAILABLE FOR INSTALLING 
PHOTOCELL (PHOTOCELL OPTIONAL)

ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

ACCESSORIES (ORDER SEPARATELY)

VANDAL SHIELD IMPACT RESISTANT

ASM727-MH 400W MAX                 
( SPECIFY WATTAGE)

15.8" W X 15.8" H X 7.36" D

HEAVY DUTY DIE-CAST ALUMINUM HOUSING  WITH HIGH 
IMPACT / HEAT RESISTANT BOROSILICATE GLASS FOR 
ULTIMATE LIGHT DISTRIBUTION

BOROSILICATE GLASS IS HINGED AND REMOVABLE

DARK BRONZE COLOR

POWDER COATED FINISH ON THE HOUSING

         PRODUCT FEATURES
UL LISTED FOR WET LOCATIONS

ASM727-HPS 400W MAX                 
( SPECIFY WATTAGE)

15.8" W X 15.8" H X 7.36" D

CATALOG # RATING  DIMENSIONS 

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

1/2” TAPPED HOLES AVAILABLE FOR INSTALLING 
PHOTOCELL (PHOTOCELL OPTIONAL)

ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

IDEAL FOR MH 400 WATTS AND HPS 400 WATTS MAX 

ASM109-MH

ASM109-HPS

175W MAX              
( SPECIFY WATTAGE)

14.17" W X 9.3" H X8.46" D

150W MAX              
( SPECIFY WATTAGE)

14.17" W X 9.3" H X8.46" D

ASM109-VS

BOROSILICATE GLASS IS HINGED AND REMOVABLE

ASM-109    WALL  MOUNT

         PRODUCT FEATURES
UL LISTED FOR WET LOCATIONS

HEAVY DUTY DIE-CAST ALUMINUM HOUSING  WITH HIGH 
IMPACT / HEAT RESISTANT GLASS 

IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, 
UNDERPASSES, LOADING DOCKS, RECREATION AREAS.

ASM109-2PL42 2PL 42W 14.17" W X 9.3" H X8.46" D
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LAMPS
METAL  
HALIDE

 

H.P.S

*
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*
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*

LAMPS
METAL  
HALIDE

 

H.P.S

WIRE GUARD STAINLESS STEEL CONSTRUCTION

VISOR TEXTURED BRONZE FINISH

WIRE GUARD STAINLESS STEEL CONSTRUCTION

VISOR TEXTURED BRONZE FINISH

POWDER COATED FINISH ON THE HOUSING

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

1/2” TAPPED HOLES AVAILABLE FOR INSTALLING 
PHOTOCELL (PHOTOCELL OPTIONAL)

ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

ASM708-VR

ASM708-WG

IDEAL FOR PARKING AREAS, ENTRANCES, WALKWAYS, UNDERPASSES, 
LOADING DOCKS, RECREATION AREAS.

ASM708-MH 400W MAX             
( SPECIFY WATTAGE)

18" W X 9.84" H X 13" D

ASM708-HPS 400W MAX             
( SPECIFY WATTAGE)

18" W X 9.84" H X 13" D

IDEAL FOR MH 400 WATTS AND HPS 400 WATTS MAX 

CATALOG # RATING  DIMENSIONS ACCESSORIES (ORDER SEPARATELY)

ASM707-VR

HEAVY DUTY DIE-CAST ALUMINUM HOUSING  WITH HIGH 
IMPACT / HEAT RESISTANT BOROSILICATE GLASS FOR 
ULTIMATE LIGHT DISTRIBUTION

BOROSILICATE GLASS IS HINGED AND REMOVABLE

DARK BRONZE COLOR

         PRODUCT FEATURES
UL LISTED FOR WET LOCATIONS

ASM-708    WALL  MOUNT

ASM707-HPS

250W MAX             
( SPECIFY WATTAGE)

18" W X 9.84" H X 9.37" D

250W MAX             
( SPECIFY WATTAGE)

18" W X 9.84" H X 9.37" D

ASM707-WG

DARK BRONZE COLOR

POWDER COATED FINISH ON THE HOUSING

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

CATALOG # RATING  DIMENSIONS 

IDEAL FOR PARKING AREAS, 
ENTRANCES, WALKWAYS, 

UNDERPASSES, LOADING DOCKS, 
RECREATION AREAS.

IDEAL FOR MH 250 WATTS AND HPS 250 WATTS MAX 

ASM707-MH

 
 

ASM-707    WALL  MOUNT
         PRODUCT FEATURES

UL LISTED FOR WET LOCATIONS

HEAVY DUTY DIE-CAST ALUMINUM HOUSING  WITH HIGH 
IMPACT / HEAT RESISTANT BOROSILICATE GLASS FOR 
ULTIMATE LIGHT DISTRIBUTION

1/2” TAPPED HOLES AVAILABLE FOR INSTALLING 
PHOTOCELL (PHOTOCELL OPTIONAL)

ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

ACCESSORIES (ORDER SEPARATELY)

BOROSILICATE GLASS IS HINGED AND REMOVABLE
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LAMPS
METAL  
HALIDE

 

H.P.S

PL 42W
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LAMPS
METAL  
HALIDE

 

H.P.S

PL42

 

ASM106-2PL42 2 PL42W 14.4" W X 9.29" H X 7.13" D

ASM704-1PL42 42W MAX               8.46" W X 8.67" H X 9.45" D

IDEAL FOR MH 175 WATTS, HPS 150 WATTS AND 1 OR 2 X PL42 MAX 

         PRODUCT FEATURES
UL LISTED FOR WET LOCATIONS

ASM-106    WALL  MOUNT

 

ASM-704    WALL  MOUNT
         PRODUCT FEATURES

UL LISTED FOR WET LOCATIONS

HEAVY DUTY DIE-CAST ALUMINUM HOUSING  WITH HIGH 
IMPACT / HEAT RESISTANT BOROSILICATE GLASS FOR 
ULTIMATE LIGHT DISTRIBUTION

1/2” TAPPED HOLES AVAILABLE FOR INSTALLING 
PHOTOCELL (PHOTOCELL OPTIONAL)

ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

ACCESSORIES (ORDER SEPARATELY)

BOROSILICATE GLASS IS HINGED AND REMOVABLE

DARK BRONZE COLOR

POWDER COATED FINISH ON THE HOUSING

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

CATALOG # RATING  DIMENSIONS 

IDEAL FOR PARKING AREAS, 
ENTRANCES, WALKWAYS, 

UNDERPASSES, LOADING DOCKS, 
RECREATION AREAS.                

SHOWN WITH WIREGUARD

IDEAL FOR MH 100 WATTS, HPS 150 WATTS AND 1 X PL42 MAX 

ASM704-MH

ASM704-HPS

100W MAX              
( SPECIFY WATTAGE)

8.46" W X 8.67" H X 9.45" D

150W MAX              
( SPECIFY WATTAGE)

8.46" W X 8.67" H X 9.45" D

ASM704-VS
ASM704-WG
ASM704-VR

VANDAL SHIELD IMPACT RESISTANT

WIRE GUARD STAINLESS STEEL CONSTRUCTION

VISOR TEXTURED BRONZE FINISH

HEAVY DUTY DIE-CAST ALUMINUM HOUSING  WITH HIGH 
IMPACT / HEAT RESISTANT BOROSILICATE GLASS FOR 
ULTIMATE LIGHT DISTRIBUTION

BOROSILICATE GLASS IS HINGED AND REMOVABLE

DARK BRONZE COLOR

POWDER COATED FINISH ON THE HOUSING

ACCESSORIES (ORDER SEPARATELY)

SILICONE RUBBER INCLUDED TO PREVENT LEAKAGE 

1/2” TAPPED HOLES AVAILABLE FOR INSTALLING 
PHOTOCELL (PHOTOCELL OPTIONAL)

ONE PIECE ANODIZED ALUMINUM DESIGNED REFLECTOR 
FOR BEST LIGHT EFFICIENCY

IDEAL FOR PARKING AREAS, 
ENTRANCES, WALKWAYS, 

UNDERPASSES, LOADING DOCKS, 
RECREATION AREAS.

ASM106-HPS 150W MAX              
( SPECIFY WATTAGE)

14.4" W X 9.29" H X 7.13" D

CATALOG # RATING  DIMENSIONS 

ASM106-MH 175W MAX              
( SPECIFY WATTAGE)

14.4" W X 9.29" H X 7.13" D

ASM106-VR VISOR TEXTURED BRONZE FINISH

ASM106-VS VANDAL SHIELD IMPACT RESISTANT

ASM106-WG WIRE GUARD STAINLESS STEEL CONSTRUCTION

L   I   G   H   T   I   N   G

1435 WEST 139th STREET, GARDENA CALIFORNIA, 90249 TEL 310.323.2275 FAX 310.323.6275 ( 888.ARK.LIGHT)
2008 ARK LIGHTING. ALL RIGHTS RESERVED. SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE. www.arklighting.com

 44



 

 

 

HID , FLUORESCENT,  VAPORPROOF, HIGH / LOW BAY, 
WALL CYLINDERS, WALL  PACKS, CEILING & SIGN LIGHTS L   I   G   H   T   I   N   G

1435 WEST 139th STREET, GARDENA CALIFORNIA, 90249 TEL 310.323.2275 FAX 310.323.6275 ( 888.ARK.LIGHT)
2008 ARK LIGHTING. ALL RIGHTS RESERVED. SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE. www.arklighting.com

 43



Detection Range 180°

Detection Distance 30ft / 9m

Area Coverage 2100 sq.ft

Ambient Light < 10LUX

Relative Humidity Rang Less than 93% rel. humidity

Line Voltage 120VAC

Operational Frequencies 50-60Hz

Load Rating 800W Incan. / 600W Fluor.

Operating Temp. Range -20°C to 40°C

Detection Motion Speed 0.6 to 1.5 m/s

Time Delay 5 Sec. to 17 min

Installation Height 3ft to 6ft

Power Consumption 0.45W (static 0.1W)

Detection Range 3600°

Detection Distance 40ft / 12m

Area Coverage 700 sq. ft

Ambient Light adjust.< 3LUX to daylight

Relative Humidity Rang Less than 93% rel. humidity

Line Voltage 120VAC

Operational Frequencies 50-60Hz

Load Rating 800W Incan. / 600W Fluor.

Operating Temp. Range -20°C to 40°C

Detection Motion Speed 0.6 to 1.5 m/s

Time Delay 5 Sec. to 9 min

Installation Height 8ft to 20ft

Power Consumption 0.45W (static 0.1W)

MOTION SENSORS

AEX-21 - Wall Switch Motion Sensor                        
with an adopted integrated circuit, is used to provide 
auto-matic control.  It provides energy savings and 
convenience, ina variety of commercial applications, 
such as: conference rooms, small offices, restrooms, 
lounges, classrooms and more...• Fits in standard 
wallbox   • Manual override turns lights ON or OFF 
regardless of room occupancy• One unit can be 
used for 120V 60Hz AC lighting (incandes-cent, 
fluorescent lamps and low voltage lighting with 
electronic or magnetic ballast.

AEX-28 - Ceiling Occupancy Motion Sensor                    
is the optimal choice where installation of recessed ceiling 
unit is difficult, inconvenient or costly.  The self-contained 
ceiling sensor does not require an external control unit for 
power or switching the load on or off.  It provides energy sav-
ings and convenience, in a variety of commercial 
applications, such as: warehouse, hallways, restrooms, 
lounges, classrooms and more...• Sensor and switching 
relay combined in a single self-con-tained unit   • Ambient 
light override option prevents lights from turning on where 
there is ample natural light• Adjustable delayed off time 
setting
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AA-7

AA-9

AA-11

AA-14

AA-11E

AA-14E

AC-12

AC-14

AC-16

AD-8

AD-10

AD-12

AD-16

AR-12

AR-14

AR-16

AR-20

AUL-16

AUL-20

AS-12

AS-14

AS-16

AS-18

AS-20

AH-16

AH-20

Sample order 

AH-16-1-AGB-204WM-A100MH-AVX100DG-3

SLIP FITTER

 AG-118 , AG-120

 CUSTOM COLORS 
AVAILABLE BY 

REQUEST 

 AR7-3/4 -fits 2” pole 3/4” nipple 

GLOBE & GUARD
AVX100DG GLOBE & GUARD SET

 AVX-100GL CLEAR GLOBE ASSY.

REMOTE BOX

 AVX-100GLO FROSTED GLOBE ASSY

 AVX-200GL CLEAR GLOBE ASSY.

 AVX-200GLO FROSTED GLOBE ASSY

AR5-fits 3” pole 1/2” nipple 

 AR5-3/4 -fits 3” pole 3/4” nipple 

 AR7-fits 2” pole 1/2” nipple 

AVX200DG GLOBE & GUARD SET

CANOPY
ACN001, ACN002 ACN003 ACN004 ACN005  

ACN006, ACN007 ACN008 ACN009 ACN010  

ACCESSORIES
ACC002 colored cap

ADP034 adapter 1/2” to 3/4” for conduit & goosenecks

 AG-110 , AG-112

 AG-114 , AG-116

WIREGUARD
 AG-106 , AG-107

 AG-108 , AG-109

SLD COPPER=20

SLD BRASS=21

COLOR

WHITE=0 

BLACK=1 

BLUE=2 

SA COP=11

GREEN=3

DK-BRONZE=4 

YELLOW=5

RED=6 

GALV=8

UNFINISH=10

COPPER PAINT=15

AVS-16 

SA NICK=12

*A100HPS high pressure sodium 100W

*A150HPS high pressure sodium 150W

globe is required on all MH 
fixtures

*All domes with MH require 8x8x4 remote 
box for ballast enclosure

*All domes with HPS require 8x8x4 remote 
box for ballast enclosure

METAL HALIDE
*A35MH metal halide 35W

*A50MH metal halide 50W

*A70MH metal halide 70W

*A100MH metal halide 100W

HIGH PRESSURE SODIUM
*A35HPS high pressure sodium 35W

*A50HPS high pressure sodium 50W

*A70HPS high pressure sodium 70W

AVP-26H fluorescent ballast 26W

AVP-32H fluorescent ballast 32W

AVP-42H fluorescent ballast 42W

 

*A175MH metal halide 175W

FLUORESCENT, H.P.S, M.H , MOUNTING OPTIONS
CAT #

**Colored Globe & Guard available on 
special order at additional cost.

884SCE remote box N-1 (indoor)                   
884RTE remote box N-3R (outdoor)   SEE PAGE 35

FLUORESCENT OPTION /ACCESSORIES

AY-2

WHITE BLACK RED BLUE YELLOW GREEN GALVANIZED COPPER SATIN NICKEL PAINT COPPER BRONZE UN FINISH GRAY

PAGE 40
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HUB SIZE

AA-7

AA-9

AA-11

AA-14

AA-11E

AA-14E

AC-12

AC-14

AC-16

AD-8

AD-10

AD-12

AD-16

AR-12

AR-14

AR-16

AR-20

AUL-16

AUL-20

AS-12

AS-14

AS-16

AS-18

AS-20

AH-16

AH-20

Sample order AS-16-1-AGB-101-1

AVS-16  

 

INCANDESCENT, MOUNTING OPTIONS

 

CAT # COLOR MOUNTING OPTIONS

AY-2

BLUE=2 

GREEN=3

BLACK=1 

ALL FIX 
COME 

WITH 1/2"   
HUB  

UNLESS 
ORDERED  

OTHERWISE 

FOR 3/4" 
HUB AD  
ADP-034

WHITE=0 

SA COP=11

SA NICK=12

DK-BRONZE=4 

YELLOW=5

RED=6 

GALV=8

SLD COPPER=20

SLD BRASS=21

GOOSENECK   

The Industrial Line is available in many profiles and in a range of colors.  The fixtures are made of heavy-gauge steel and coated with genuine powder coat or plate finish.  The 
various size scan accommodate incandescent bulbs from 100 to 300 watts max.  Fluorescent and Metal Halide options are available for each dome. All reflectors are ETL 
approved for wet locations when used with appropriate lamp.

SHAPES AND SIZES

GREEN=3

DK-BRONZE=4 

YELLOW=5

UNFINISH=10

COPPER PAINT=15

COLOR

WHITE=0 

BLACK=1 

BLUE=2 

RED=6 

GALV=8

UNFINISH=10

COPPER PAINT=15

SA COP=11

SA NICK=12

SLD COPPER=20

SLD BRASS=21

CORD MOUNT

P430 4' white cord

P431  4’ black cord

Pxx30  white cord

 STANDARD MOUNTED

W/ HD COVER PLATE

Pxx31  black cord

(xx denotes cord length)

0APPxx1/2 Rigid pipe 1/2

APPxx3/4  Rigid pipe 3/4

STEM MOUNT 

112 stem mounting for 1/2

134  stem mounting for 3/4

(xx denotes pipe length)

 *APB-203     APB-204

APB-206 ,  APB-207X2

AGB-105 ,    AGB-106 

AGB-107 ,     AGB-110

AGB-111,          AGB-141

 AGB-1535 ,   AGB-204WM

POLE MOUNT

 

 CUSTOM COLORS 
AVAILABLE BY 

REQUEST

CUSTOM COLORS 
AVAILABLE BY REQUEST 

AWM-207

* requires slip fitter

 STANDARD MOUNTED

AGB-24-ELW ,   AGB-101 

AGB-101-48L ,    AGB-102   

AGB-103 ,   AGB-104

*APB-201     APB-202

WHITE BLACK RED BLUE YELLOW GREEN GALVANIZED COPPER SATIN NICKEL PAINT COPPER BRONZE UNFINISH GRAY

L   I   G   H   T   I   N   G
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APS-7S

APS-10S

APS-12S

AR-5  
AR-7

AR5-3/4

AR7-3/4

All Poles are Steel and can be orderd in Aluminum or Brass material .                                                                                                             

They can also be orderd in different shape or different size ( call Factory for price) .

 

Fits 3” pole, 1/2” nipple

Fits 1-1/2-2" pole, 1/2” nipple

Fits 3” pole, 3/4” nipple

Fits 1-1/2-2" pole, 3/4” nipple

10'  3"  O.D STEEL POST 

12' 3"  O.D STEEL POST 

Pole Slip Fitter, for APB-201 and APB-203 applications

GOOSENECK / POLE MOUNT

7' 3"  O.D STEEL POST 

17"

22" 12"

R= 7"

Pole top fitter slips 3" O.D.

APB-206

1/2"-14 N.P.T

1/2"-14 N.P.T

3"

AP-7S 
AP-10S
AP-12S

AWM-207

15-1/2"

16-1/2"

L   I   G   H   T   I   N   G

16 .5000

10.7500

36.5000

3.5000

41.2032

16 .0489

10.2144 Pole top fitter slips 3" O.D.

APB-207-2X 

AR-5
AR7

SOLD SEPARATELY
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GOOSENECK / POLE MOUNT

 

 

Specify Standard Colors:    0 = White,    1 = Black,    2 = Blue,   3 = Green, 4= DK Bronze ,  5 = Yellow,  6 = Red,                    
8 = Galvanized.   15=Paint copper. Custom Color Available (call factory for set up fee) 

Specify Satin Finishes: 12 = Satin Nickel.  21=Solid Brass .

APB-203

R=13.00"-45'"

R=13.50"-

1/2"-14 N.P.T

27"

1/2"-14 N.P.T

APB-204AGB-1535

25-1/4"

32-1/2"

APB-201

24"

40"

Slip Fitter fits up to 2-1/2"OD pole 
and secured with two machine screw.

2-3/4"

APB-202

1-1/2" O.C

7"

12"

44"

1-4-20 HOLE WITH 

3-1/2"

1/2"-14 N.P.T

1/2"-14 N.P.T

1/2"-14 N.P.T

R=10-1/2"

40"

14"

20"

30"

6-1/4"

23"

Pole top fitter slips 3" O.D

R=7"

R= 7"

19"

29"

18"

4-½”

25"

APB-204-WM

L   I   G   H   T   I   N   G
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GOOSENECK MOUNTING OPTION
AGB-104

R=13'-180'

1/2"-14 N.P.T
40.00

26.00

Slip Fitter fits 2" OD 
pole and secured  

AGB-105

R=16'-123'

1/2"-14 N.P.T

56"

13.75"

20.44"

R=16'-33'

AGB-106

32"

39.50"

28.5"

1/2"-14 N.P.T8"

R=7.00'=155'

AGB-141

36"

9-1/8"

1/2"-14 N.P.T

L   I   G   H   T   I   N   G
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GOOSENECK MOUNTING OPTION

MOUNTING METHODS PENDANT MOUNT (STANDARD)

Reflector is suspended by 4’ of 16/3 Cord.  Canopy and colored cap are optional.  
Black or White cord available.

MOUNTING METHODS

WALL MOUNT GOOSENECK

Wall mounted reflectors are available in various designs.  Mounts come 
assembled on our standard 1/2” hub.  Custom designs available.

POLE MOUNT GOOSENECK

APB-201, APB-202 and APB-203 pole mounts use standard 1/2”male-
threaded conduit that installs directly to the reflector.  The base fits 
standard 2” post.  Unit comes unassembled.

 

 

CONDUIT MOUNT (STANDARD)

Reflector is wired with 6' Wire Leads.  Conduit may be threaded into standard 1/2” 
hub and mounted in the field.   Hang straight or ball aligner canopies are available.

AGB-101

6.38"

23"

1/2"-14 N.P.T

R=4.00 -45

R=4.00  TYP

10.25"

AGB-101-48L

18-7/8"

48"

1/2"-14 N.P.T

1/2"-14 N.P.T

AGB-111

11"

AGB-102

13"

11.6

29.5"

6"
R=4.00 -45

1.63"

1/2"-14 N.P.T

AGB-103

18-7/8"

16.3

8.

1/2"-14 N.P.TR=7.00' 90'

AGB-110

10-3/4"

10"

1/2"-14 

R=9'

11"

11"

AGB-107

L   I   G   H   T   I   N   G

2"

24"

AGB-24-ELW

1/2"-14 N.P.T
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AG-106

AG-107

AG-108

AG-109

AG-110

AG-111

AG-112

AG-114

AG-116

AG-118

AG-120

AVX-100DG

AVX-100GL

AVX-100GLO

AVX-200DG

AVX-200GL

AVX-200GLO

*AGL-100

AGL-100DG

AGL-100BO

*AGL-200

AGL-200DG

AGL-200BO

FLUORESCENT BALLAST AVP-26H

AVP-32H

AVP-42H

A35HPS*

A50HPS*

A70HPS*

A100HPS*

A150HPS*

A35MH*

A50MH*

A70MH*

A100MH*

A150MH*

A175MH*

ARB46

812SCE

884RTE

884SCE

 

Die Cast Guard only, replacement only 

Clear Glass, Replacement (Globe only). 

 

35W HPS Ballast Min. Starting at (-40°F) 

50W HPS Ballast Min. Starting at (-40°F) 

70W HPS Ballast Min. Starting at (-40°F) 

26W Fluorescent Ballast 

32W Fluorescent Ballast

42W Fluorescent Ballast 

OPTION / ACCESSORIES 

Frosted Glass, Replacement (Globe only)

Clear Glass, Replacement (Globe only)

Frosted Glass, Replacement (Globe only)

Die Cast Guard only, replacement only

Frosted Glass Globe Socket Assembly 

Wireguard for  6" diameter fixtures

Wireguard for  7" diameter fixtures

Wireguard for  9" diameter fixtures

Wireguard for 10" diameter fixtures

Frosted Glass Globe Socket Assembly 

Clear Glass Globe Socket Assembly 

Clear Glass Globe & Die Cast Guard Socket Assembly

Clear Glass Globe Socket Assembly 

Vapor Proof with Socket Assembly 

Wireguard for 11" diameter fixtures

Wireguard for 12" diameter fixtures

Wireguard for 14" diameter fixtures

Wireguard for 16" diameter fixtures

WIREGUARD

Max Distance to 
Lamp 10'

175W MH Ballast Min. Starting at (-20°F) 

50W MH Ballast Min. Starting at (-20°F) 

70W MH Ballast Min. Starting at (-20°F) 

100W MH Ballast Min. Starting at (-20°F) 

Wireguard for 18" diameter fixtures

Wireguard for 20" diameter fixtures

Wireguard for  8" diameter fixtures

Clear Glass Globe & Die Cast Guard Socket Assembly 

8 X8 X4 Indoor Pull Box (for MH and HPS Ballast)

*Note: High Pressure Sodium and Metal Halide require an 8x8x4 remote box. Add SCE for indoor. Add RTE for outdoor
WALL BOX for 50W MH  4-3/8"X6-5/8" ( NOT INCL BALLAST )

Max Distance to 
Lamp 15'

8 X8 X4 Outdoor Pull Box (for MH and HPS Ballast)

150W MH Ballast Min. Starting at (-20°F) 

100W HPS Ballast Min. Starting at (-40°F) 

150W HPS Ballast Min. Starting at (-40°F) 

35W MH Ballast Min. Starting at (-20°F) 

REMOTE  HIGH PRESSURE 
SODIUM BALLAST WITH BOX

REMOTE METAL HALIDE BALLAST WITH 
BOX.

* Add R=Ruby, AM=Amber, BL=Blue, GR= Green, FR-Frost, OP=Opal, Ball=Glass, PR=Prismatic 
on AGL100 OR AGL200. All Guards come with Galvanized finish. Painted finish available with 
additional charge.. 

8 X12 X4 Indoor Pull Box (for MH, HPS Ballast and Emergency Ballast)

L   I   G   H   T   I   N   G

AVX-100DG
  RUBY             BLUE           FROST     AMBER       OPAL        GREEN

 GLASS BALL    CLEAR     POLYCARBONATE    GLASS PRISMATIC

1435 WEST 139th STREET, GARDENA CALIFORNIA, 90249 TEL 310.323.2275 FAX 310.323.6275 ( 888.ARK.LIGHT)
2008 ARK LIGHTING. ALL RIGHTS RESERVED. SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE. www.arklighting.com

 35



CAT .# DIAM. THICK

ACN-001 5-5/8" 7/8"

ACN-002 4" 1/8"

ACN-003 4-1/4" 1/8"

ACN-004 4-3/16" 1/2"

ACN-005 4-3/16" 1/2"

ACN-006 5-5/8" 3/4"

ACN-006T 3/4"

ACN-007 3"

ACN-008 5/8"

ACN-009

5-5/8"

6-1/2" 

6" 

4-1/2'" 2"

ACN-010 5-1/2" 2"

#30

#32

#30-A

#30-B

#30-C

#30-D

#30-E-1/2"

#30-E-3/4"

#30-F-1/2"

#30-F-3/4"

ACC-002

COV-NUT

ADP-34

APP-01

APP-02

CORD

OPTIONS / ACCESSORIES

 Heavy Duty Cover, for goosenecks and cond mount. 

1/2" Wall/ Ceiling Canopy 

3/4" Wall/ Ceiling Canopy

Heavy Duty Cover, for goosenecks and cond mount.

 Standard ceiling canopy, 

Round Ball Aligner, Galv only

Square Ball Aligner, for conduit mount. Galv only

DESCRIPTION 

Earthquake Canopy for stem mount 

Medium Base Stem & Gooseneck  mount 6ft Wire leads 1/2" Hub for AA7, AA9, AA11, 
AC12, AD8, AD10, AD12, AD16, AS12, AS14, AS16, ACD14 & ACG14 

Medium Base Stem & Gooseneck  mount 6ft Wire leads 3/4" Hub for AA7, AA9, AA11, 
AC12, AD8, AD10, AD12, AD16, AS12, AS14, AS16, ACD14 & ACG14 

Mogul Base Socket Assembly 

Medium Base Socket Assembly 

Medium Base Socket Assembly 4ft Cord Hung WH or BK w/Cord grip AD16 & ACG14

Medium Base Extended Socket Assembly 4ft Cord Hung WH or BK w/Strain relief AC14 & 
AC16

Medium Base Extended Socket Assembly 4ft Cord Hung WH or BK w/Cord grip AH16, 
AS18, AS20 and AD16

Deep Canopy 

Extra Cord White or Black

Medium Base Extended Stem & Gooseneck  mount 6ft Wire leads 1/2" Hub for AC14, 
AC16, AH16, AS18, AS20

Colored Cap, Standard Colors

Adapter 1/2” to 3/4” for conduit and goosenecks,

Medium Base Extended Stem & Gooseneck  mount 6ft Wire leads 3/4" Hub for AC14, 
AC16, AH16, AS18, AS20

Rigid Stem 1/2" dia.

Cover nut for Socket Assembly 

Deep Canopy & 120V>12V-60W Transformer

Wall/ Ceiling Canopy 

Medium Base Socket Assembly 4ft Cord Hung WH or BK w/Strain relief AC12, AD8, 
AD10, AD12, AS12, AS14, AS16, ACD14, AR12, AR14, AR16, AR20,

Rigid Stem 3/4" dia.

 Assembly

 Nut ACC002- Cap

#30-C

#30-B

#30-D

ADP-34ACC002#30-F

#30-A#30
#32

ACN-001

ACN-007 ACN-008 ACN-009
ACN-010

ACN-002 ACN-003

ACN-006/TACN-004 ACN-005

L   I   G   H   T   I   N   G

#30-E

APP-01COVER-NUT CORD

#30-Socket

APP-01 Stem
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H REFLECTOR

ANG. CP. LUM. ANG. CP. LUM.

0 1357 0 716

5 1331 127 5 686 66

15 1268 360 15 653 185

25 1181 546 25 629 291

35 1043 653 35 610 381

45 883 670 45 561 434

55 515 478 Rf 55 493 441 Rf

65 263 271 Rc 0 65 397 387 Rc 0

75 139 148 Rw 70 50 30 10 50 30 10 50 30 10 0 75 215 218 Rw 70 50 30 10 50 30 10 50 30 10 0

85 38 43 Rcr 85 23 36 Rcr

90 0 0 98 98 98 98 91 91 91 84 84 84 82 90 5 0 102 102 102 102 95 95 95 87 87 87 86

95 0 0 1 90 87 84 81 81 79 77 75 74 72 71 95 0 5 1 93 88 84 81 83 80 77 76 74 72 70

105 0 0 2 83 77 71 67 72 68 65 67 64 62 60 105 0 0 2 83 76 70 64 71 66 62 65 62 59 57

115 0 0 3 76 68 62 57 64 59 55 60 56 53 52 115 0 0 3 75 66 58 52 62 56 51 57 53 49 47

125 0 0 4 70 61 54 49 58 52 48 54 50 47 45 125 0 0 4 69 58 50 43 54 48 42 50 45 41 39

135 0 0 5 65 55 48 42 52 46 42 49 44 41 39 135 0 0 5 63 51 43 37 48 41 36 45 39 35 33

145 0 0 6 60 49 42 37 47 41 37 44 40 36 35 145 0 0 6 58 46 37 32 43 36 31 40 35 31 29

155 0 0 7 56 45 38 33 43 37 33 41 36 32 31 155 0 0 7 53 41 33 28 39 32 27 36 31 27 25

165 0 0 8 52 41 34 30 39 34 29 37 33 29 28 165 0 0 8 49 37 30 24 35 29 24 33 28 24 22

175 0 0 9 48 38 31 27 36 31 27 35 30 26 25 175 0 0 9 46 34 27 22 33 26 22 31 25 21 20

180 0 10 45 35 29 24 34 28 24 32 27 24 23 180 0 10 43 31 24 20 30 24 19 28 23 19 18

H20-AVP-21

H12

H16-AVP21 16" 10"

12" 6"

Available in standard colors plus satin nickel and solid copper. 

FOR  PORCELAIN CEILING LAMPHOLDERS KEYLESS 
OR VAPOR PROOF FIXTURE ( ORDER SEPARATELY)

CATALOG # DIAM.(D) HEIGHT (H)

200 A21 LAMPS 

4010 LUMENS-SPAC.CRIT.=1.0
ZONE

H REFLECTOR 

H16 16" 10"
H20 20" 12"

%LAMP

AC-14 AUL-16

20

80 50 10

90-180 0

0-60

150 A21 LAMPS 

2850 LUMENS-SPAC.CRIT.=1.8
ZONE LUMENS  

0-30 542 19

0-60 1798 63

0-90 2439 85.5

90-180 5 0.1

0-180 2444 85.7

20

80 50 10

0-30 1033 25.7

LUMENS  %LAMP

2834 70.6

0-90 3296 82.1

0

0-180 3296 82.1

H12                   
WITH  PORCELAIN CEILING 
LAMPHOLDERS KEYLESS  

H12-AVP21            
WITH AVP21 

AD-12 & AH-12

H12-AVP21 12" 6"

20"

TECHNICAL INFORMATION

12"

36" 36"

36"

24"23"

TYPICAL INSTALLATION      
FOR A 36" HIGH SIGN         

WITH AA-9 & 100W LAMPS 

200

1000

800

600

400

400

1600

1200

800

600

20

1

5

10

15

1435 WEST 139th STREET, GARDENA CALIFORNIA, 90249 TEL 310.323.2275 FAX 310.323.6275 ( 888.ARK.LIGHT)
2008 ARK LIGHTING. ALL RIGHTS RESERVED. SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE. www.arklighting.com

 33



MAX. WATT.
300

MAX. WATT.
150W
300W

NOTE:  

DIAM. (D) HEIGHT (S) HEIGHT (S) MAX. WATT.

16" 8-1/2" 8-1/2" 175W

16" 8-1/2" 8-1/2" 175W

22" 12-1/2" 12-1/2" 175W

22" 12-1/2" 12-1/2" 175W

AVAILABLE IN STANDARD COLORS   

FLUORESCENT, HIGH-PRESSURE SODIUM 
AND METAL HALIDE, REQUIRE REMOTE BOX . 

DROP LENS, CONICAL LENS, FLAT LENS AND 
WIRE GUARD ARE AVAILABLE.

AVS20A AND AVS30A

AD16-H 

 
 

AD16-H 14.5" 15.25"

 

AVS20A & AVS30A
DIE CAST ANGLED REFLECTOR           

Available in standard colors

HEIGHT (H)CATALOG  # DIAM. (D)
AVS20A    

 

 

CATALOG  # DIAM. (D) HEIGHT (H)

ASV-A=ALUMINUM GRAY ANGLED VAPOR PROOF FIXTURE

 

ACR- ALU=DOWN LIGHTS
AVS30A  

22" ALUMINUM UP TO 4 X PL42W OR 150HPS OR 175MH LAMPS 

CATALOG  #

ACR16

ALU16

ACR22

ALU22

16" ALUMINUM UP TO 3 X PL42W OR 150HPS OR 175MH LAMPS 

DESCRIPTION

16" ACRYLIC UP TO 3 X PL42W OR 150HPS OR 175MH LAMPS 

22" ACRYLIC UP TO 4 X PL42W OR 150HPS OR 175MH LAMPS 

 AD16-H Deep Round Bowl

Aluminum
Available in standard colors

H

D

D

H

S

L   I   G   H   T   I   N   G

8.0000
13.0000

15.2539

7.0000

14.5000
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CLEAR GLASS DOME

MAX. WATT.
100W

MAX. WATT.

 

 
 

MAX. WATT.
 

CATALOG  # DIAM. (D)

8" 60WACD-14 14"

 

 
 

CATALOG  # DIAM. (D) HEIGHT (H)

ACD-14 ACRYLIC DOME

8"

HEIGHT (H)

ACG-14 14"

ACG-14 GLASS DOME

CLEAR ACRYLIC DOME

ACP-14 ACRYLIC SHADE 

CATALOG  # DIAM. (D) HEIGHT (H)

CLEAR ACRYLIC SHADE

60W

 

ACP-14 14" 8"

L   I   G   H   T   I   N   G

D

H
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MAX. WATT.

200W

200W

300W

MAX. WATT.

CATALOG  # DIAM. (D) HEIGHT (H) MAX. WATT.

ASLV-6 6" 3-3/4" 50W

CATALOG  # DIAM. (D) HEIGHT (H) MAX. WATT.

ACLV-6 6" 3-3/4" 50W

 

150W

ASLV6-MINI 12V LOW VOLTAGE RLM  

***Available with gooseneck by special order.  Line voltage also available.

*** For Wire Guard order  AG-106

AY-2 RING LAMP

*** For Canopy with transformer order ACN-006T

 

AVS16-AVB21 16" 9-3/8"

AY-2 RING LAMPS

 

11-1/2"

HEIGHT (H)

ACLV6-MINI 12V AC LOW VOLTAGE RLM

Available in standard colors plus satin nickel and copper

Available in standard colors plus satin nickel and copper

Available in standard colors plus satin nickel 

AVS16-AVP21  &  AVS16-AVP31 & AVS16-AVB21

AVS16-AVP21
DIE CAST DOME                                               
Available in standard colors

AVS16-AVP31

10"

CATALOG  # DIAM. (D)

AY-2   

 DIE CAST DOME
CATALOG  # DIAM. (D) HEIGHT (H)

*** For Canopy with transformer order ACN-006T

***Available with gooseneck by special order.  Line voltage also available.

AVS16-AVP21  16" 9-3/4"

14"

 16"

AY-2 RING

*** For Wire Guard order  AG-106

D

H

H

D

H

D

H

D

L   I   G   H   T   I   N   G

AVS16-AVB21-WG
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Radial Wave AR-16-WH-ACC002 shown: MAX. WATT.
100W
150W
200W
200W

Ring Reflector AUL-16-RD shown: MAX. WATT.
150W
300W

 

MAX. WATT.
Black Finish, 16" Diameter 200W

200W

RED finish, 16” diameter, ( with Globe Gard optional )

AH-16 16" 16"

 

AH-22 22" 22"

7-1/2"

DIAM. (D) HEIGHT (H)

AH-DEEP H BOWL

DEEP H BOWL

DIAM. (D)CATALOG  #
16-1/2" 12-1/2"

22" 18"

HEIGHT (H)

20"

RING REFLECTOR

AR-16
AR-20

AR-RADIAL WAVE 

 

RADIAL WAVE
Signature Fixture of The RLM Series

CATALOG  # DIAM. (D) HEIGHT (H)

AUL-RING REFLECTOR

AUL-16

AR-12
AR-14 5-1/2"

6-1/2"

5"12"
14"
16"

CATALOG  #Deep H Bowl AH-16-BL shown:

AUL-22

White  finish, 16” diameter with ACC 002

Available in standard colors plus satin nickel and 
solid copper. 

Available in standard colors plus satin nickel and 
solid copper. 

Available in standard colors plus satin nickel and 
solid copper.

D

H
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Satin Nickel finish 11" diameter

MAX. WATT.
150W
150W
200W
200W

ANGLE ROUND REFLECTOR AA-11E-LG shown: MAX. WATT.
Light Green Finish, 11" Diameter 200W

200W

10"
AA-14

Available in standard colors plus satin nickel and 
solid copper. 

7"
HEIGHT (H)CATALOG  # DIAM. (D)

AA-7 7"

AA-ANGLE REFLECTOR

 

ANGLE REFLECTOR
Perfect for Highlighting Signs and Displays 

AA-9 9" 9"
AA-11 11"

ANGLE REFLECTOR  AA-11-SN shown:

14" 14"

AA-11E & AA-14E-ANGLE ROUND REFLECTOR

CLASSIC ELEGANCE AND SIMPLICITY OF DESIGN

AA-11E AA-14E ANGLE ROUND REFLECTOR

DIAM. (D) HEIGHT (H)
  AA-11E  11" 10-1/4"

 

AA-14E 14" 12"Available in standard colors plus satin nickel and 
solid copper. 

CATALOG  #

H

D

D
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Standard Dome AS-20-RED shown:   MAX. WATT.
 Red finish, 20” diameter 150W

150W
200W
300W
300W

Deep Bowl AD-16-BLK shown: MAX. WATT.
Black finish, 16” diameter 100W

150W
150W
200W
300W

MAX. WATT.
150W
150W
200W

 

AC-14 14" 9"
AC-16 16" 10"

CLASSIC DOME
CLASSIC ELEGANCE AND SIMPLICITY OF DESIGN

Classic Dome AC-16-Sn shown: Satin Nickel 
finish, 16” diameter

CATALOG  # DIAM. (D) HEIGHT (H)
AC-12 12" 8"

AD-20 20" 16-1/4"

AC-CLASSIC DOME 

AD-10 10" 9-1/4"
Available in standard colors plus satin nickel 
and solid copper. 

AD-12 12" 12-1/4"
AD-16 16" 14-1/4"

Available in standard colors plus satin nickel 
and solid copper. 

DEEP BOWL
Provides Lamp Shielding and Compact Size

AS-16

AS-20
AS-18

12"
14"
16"
18"
20"

AS-STANDARD DOME 

 

STANDARD DOME 
Nostalgic Elegance and Simplicity of Design

CATALOG  # DIAM. (D) HEIGHT (H)

AD-DEEP BOWL 

CATALOG  # DIAM. (D)
AD-8 8"

Available in standard colors plus satin nickel 
and solid copper. 

7-1/4"

8"

HEIGHT (H)

AS-12
AS-14 9"

10"
11-1/4"

13"
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THE INDUSTRIAL LINE

 

The Industrial Line is available in profiles and in a range of colors.  The fixtures are made of heavy-gauge steel and coated with 
genuine powder coat or plate finish.  The various sizes can accommodate incandescent bulbs from 100 to 300 watts max.  
Fluorescent and Metal Halide options are available for each dome. All reflectors are ETL approved for wet location when used 
with appropriate lamp.

SHAPES AND SIZES

All fixtures in the Industrial Line are pre-wired (for speedy installation) with four (4’) feet of 3-wire cord and a die-cast socket 
holder with a heavy duty ceramic socket.  Ceiling canopy and hemispherical cap are not included with the standard fixture.

DIE CAST GUARD WITH CYLINDER GLASS

 

THE STANDARD FIXTURE

Die cast aluminum guard available with or without Glass 
cylinder globe.  Glass available in clear or colored.  Heat 
resistant glass is also available.

STANDARD COLORS 

CUSTOM FINISHES

Satin Nickel,Satin Copper and Solid Copper Finishes now available by special order. To 
Specify add -SN (nickel) or -SC (copper) or- C (Solid Copper) to the catalog number.

White, Black, Red, Blue, Green,Yellow, Painted Copper,Dark Bronze and Galvanized.  

DECORATIVE COLORED CAP

Hemispherical colored cap.  Available in various colors.  
(Same colors reflector unless specified otherwise.)  Not 
included with Standard fixture, order separately.

AR
RADIAL WAVE

AS
STANDARD DOME

AA-11E
ANGLE ROUND 

ACG-14
GLASS DOME

AA
ANGLE REFLECTOR

AUL
RING REFLECTOR

AC
CLASSIC DOME

AVS16-AVB21
DIE CAST DOME

AY-2
Y-RING

AH
DEEP H BOWL

ACP-14
ACRYLIC SHADE

ACD-14
ACRYLIC  DOME

ASLV-6
LV MINI DOME 

AD
DEEP BOWL

ACLV-6
LV MINI DOME 

WHITE BLACK RED BLUE YELLOW GREEN GALVANIZED COPPER SATIN NICKEL PAINT COPPER
DARK 

BRONZE
UNFINISH GRAY

L   I   G   H   T   I   N   G

H12-AVP21
DEEP H BOWL

ADH
DEEP H BOWL

H
DEEP H BOWL
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MAGNETIC TRACK FIXTURES

A10022
Magnetic track 
Adjustable Track head
Chrome - 12V 35W MR11
Base 2" - Tack to bulb 1-3/4"

A10025
Magnetic track
Adjustable Track head
Chrome - 12V 50W MR16
Base 3" - Tack to bulb 9-1/2"

A10026
Magnetic track

Adjustable Track head
Chrome - 12V 35W MR11

Base 3" - Tack to bulb 11-1/2"

A10023
Magnetic track
Adjustable Track head
Chrome - 12V 50W MR16
Base 3" - Tack to bulb 1-5/8"

A10027
Magnetic track

Adjustable Track head
Chrome - 12V 20W JC-type

Base 3" - Tack to bulb 11-1/2"

A10028
Magnetic track
Adjustable Track head
Chrome - 12V 50W MR16
Base 3" - Tack to bulb 18-1/2"

A10029
Magnetic track 
Adjustable Track head
Chrome - 12V 50W MR16
Base 3" - Tack to bulb adjustable 
from 8" to 19-1/4"
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A10032/9  (9 inches)

A10032/20 (20 inches) 

 
 

A10031

A10035
 
 

 
A10034 Bar 11.5 inches, cable adjustable up to 77 inches

A10037 Supplied with wire - Black

A10036 Connector - Black   
   

  

 
A10075  
 
A10151  

MAGNETIC TRACK ACCESSORIES

 

 

 

 

 

A10030/39  (39 inches)

 

FLEXIBLE CONNECTION

DOUBLE POWER FEED STRAIGHT

CHROME 12V TRACK

CHROME CEILING SUSPENSION

CABLE CEILING SUSPENSION

A10033/78 Adjustable up to 77 inches

A10030/78  (78 inches)

CEILING MOUNT KIT-BLACK  

SINGLE POWER FEED-BLACK  

150W Transformer with hardware or plug-in

75W Transformer with hardware or plug-in

75W & 150W TRANSFORMER

CHROME WALL STEM BRACKET

Functional Support - Black
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A10038

 

 

 

MAGNETIC TRACK  

 

MAGNETIC TRACK  ACCESSORIES

A10038 Magnetic track Kit.  Includes (3) 10023 Track Heads, (3) MR-16 bulbs,(3) 91023-BU Silicon Rings, 
10030/39 Track, 10031 & 10035 Mounting Brackets with hardware, and 75W Chrome Transformer (hardware or 
plug-in).

A91024 Metal bulb cover with aluminum ring (chrome) (Fixture not 
included)

A91022-AM A91022-FR A91022-BU A91022-GR                   
A91022-RD                                                                               
MR-16 Glass.  Available in frost, red, blue, green, and amber.

A91023-YL     A91023-WH      A91023-BU    A91023-GR    
A91023-RD                                                                               
MR-16 Silicon Ring.  Available in yellow, white, blue, green, and red.
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H W D
300VA 120V 12V 8" 10" 4"
300VA 120V 12V 7" 7" 3"
600VA 120V 12V 10" 12" 4"

180VA 120V 11.75V 5.1" 4.72" 1.7"

360VA 120V 11.7V 8.27" 4.72" 1.7"

60VA 120V 12V 2-1/8" 1-1/4" 3/4"

75VA 120V 12V 2-1/8" 1-1/4" 3/4"

75VA 277V 12V 2-1/2" 1-1/4" 3/4"

75VA 120V 24V 2-1/2" 1-1/4" 3/4"

80VA 120V 12V 2-1/4" 1-1/4" 3/4"

150VA 120V 12V 3-1/4" 1-1/2" 1"

150VA 240V 12V 3-1/4" 1-1/2" 1"

150VA 120V 24V 3-3/8" 1-3/8" 1

300VA 120V 12V 1-3/8"

150VA 120V 12V 6-1/2" 1-1/2" 1-3/8"

150VA 120V 24V 6-1/2" 1-1/2" 1-3/8"

300VA 120V 12V 9-3/8" 1-5/8" 1-3/8"

 

ALET-301-12

AET-150VA-240/12

 

ALVT-151-12

ALVT-303-12

 

AET-60VA-12

AET-75VA-12

AET-75VA-277-12

AET-75VA-24

3-3/4" DIA

ALVT-151-24

AET-80VA-12

AET-150VA-12

AET-150VA-24

ALRT-106

TRANSFORMERS-CLASS II ELECTRONIC 180VA & 360VA 120V > 12V

TRANSFORMERS  - ELECTRONIC

CLASS II MAGNETIC TRANSFORMERS & INSTALLATION

*AT-2-300 

**AT-2-600
A12/2 CLASS 2 WIRE  

*300W TRANSFORMER HAS 6 X 5AMP SECONDARY CIRCUITS PROTECTION, **600W TRANSFORMER 
HAS 12 X 5AMP SECONDARY CIRCUIT PROTECTION

ALRT-103 

DIMENSIONS IN INCHES

*EZ6-300-C2

CLASS 2 INSTALLATION FOR ARLV2500, ARLV3000, ARLV4000 
AND ARLV5000 OR ANY FIXTURE THAT DOES NOT HAVE 
TRANSFORMER AND NEEDS TO BE WIRED WITH CLASS 2 
WIRING

CAT .# MAX 
LOAD

PRIMARY 
VOLTAGE

SECONDARY  
VOLTAGE
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W H D

150VA 120V 12V 2-7/8" 5-5/8" 3"

150VA 120V 12V 3" 8" 3"

200VA 120V 12V 2-7/8" 5-5/8" 3"

200VA 120V 12V 3" 8" 3"

250VA 120V 12V 3-3/8" 6-1/2" 3

250VA 120V 12/24V 4-1/4" 8-3/8" 3-3/8"

250VA 120V 12/24V 3-3/8" 6-1/2" 3"

300VA 120V 12V 3-3/8" 6-1/2" 3"

300VA 120V 12V 4-1/4" 8-3/8" 3-3/8"

300VA 120V 12/24V 4-1/4" 8-3/8" 3-3/8"

500VA 120V 12/24V 4-1/4" 7-1/4" 3-5/8"

500VA 120V 12/24V 4-5/8" 9-1/2" 4-1/4"

600VA 120V 12/24V 4-3/4" 6-7/8" 4-3/8"

600VA 120V 12/24V 4-5/8" 9-1/2" 4-1/4"

750VA 120V 12V 4-3/4" 6-7/8" 4-3/8"

750VA 120V 12V 4-5/8" 9-1/2" 4-1/4"

1000VA 120V 12/24V 6-1/2" 10-5/8" 5-1/2"

1200VA 120V 12/24V 6-1/2" 10-5/8" 5-1/2"

150VA 120V 12V 3-5/8" 11-1/2" 3-5/8"

300VA 120V 12V 4-1/4" 11-1/2" 3-3/4"

600VA 120V 12V 5-5/8" 12-5/8" 4-1/2"

300VA 120V 12V 4-1/4" 11-1/2" 3-3/4"

600VA 120V 12V 5-5/8" 12-5/8" 4-1/2"

900VA 120V 12V,14V,17V 6-1/4" 16-1/4" 6"

1200VA 120V 12V,14V,17V 9-1/2" 14-3/4" 5-1/2"

 

*SMALL MAGNETIC TRANSFORMER  *BOOST-TAP TO INCREASE OUTPUT BY 10%                           
*HIGHEST EFFICIENCY *EASY INSTALLATION
*EXCELLENT LOAD REGULATION  *CAN BE FULLY LOADED                                                                                
SECONDARY 25 AMP CIRCUIT BREAKER AVAILABLE ON REQUEST ADD S AFTER THE CATALOG #             
*UL LISTED  ( R FOR RAINTIGHT ENCLOSURE)

*600W TRANSFORMER HAS 2 x 300W  CIRCUITS, 900W HAS 3 X 300W CIRCUITS,                                    
1200W HAS 4 X 300W CIRCUITS LANDSCAPE LOW VOLTAGE TRANSFORMERS, RUGGED 
CONSTRUCTION IN CHOICE OF STAINLESS STEEL OR STEEL WITH BLACK POWDER COAT FINISH, 
INCLUDES AUTOMATIC TIMER, PHOTOCELL, AND 3' POWER CORD.

AT-1-600-12/24

AT-1-600-12/24R

AT-1-750-12

AT-1-750-12R

AT-1-1000-12/24R

AT-1-1200-12/24

NT-150BK

TRANSFORMERS WITH TIMER AND PHOTOCELL

AT-1-500-12/24R

AT-1-200-12R

AT-1-250-12

AT-1-250-12R

AT-1-250-12/24

AT-1-300-12

DIMENSIONS IN INCHES

AT-1-300-12R

AT-1-300-12/24R

AT-1-500-12/24

TRANSFORMERS-CLASS 1 MAGNETIC ( FUSE PROTECTION )

AT-1-200-12

AT-1-150-12

AT-1-150-12R

CAT .# MAX 
LOAD

PRIMARY 
VOLTAGE

SECONDARY  
VOLTAGE

NT-300BK

NT-600BK*

NT-300SS

NT600SS*

NT-900SS*

 

NT-1200SS*

  

H

WD

PRIMARY BREAKER
PROTECTION

W D

H

LOW-OFF  -HI

L   I   G   H   T   I   N   G
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CAT # CAT #

AF5-B AF7 Prismatic

AF5-R AF8 Linear

AF5-Y AF9 Softening

AF5-GA AF10 Obscured

AF5-GR AF11 Diffuser

AF6-B AF14 Frosted

AF6-R  LOUVER  & LENS    

AF6-A AF12 Honeycomb, MR-16 (2" DIA.)

AF6-L AF13 Honeycomb, MR-11 (2" DIA.)

AF6-P ALTP-11

AF6-Y

AF6-G

ARTC-10FH 

ARTC-5A      5 AMP FUSE

ARTC-10A      10 AMP FUSE

ARTC-15A      15 AMP FUSE

ARTC-20A      20 AMP FUSE

ARTC-25A      25 AMP FUSE

ARTC-30A      30 AMP FUSE

ACB-5-30A 5A  TO 30A  FUSE C/BREAKER

ACB-2-3A 2A  TO 3A  FUSE C/BREAKER

AGU-7 MR-16 SOCKET (FOR ARLV5000/120V,  
ARLV7000/120V & ARLV-4/120V)

AMR11 MR-11 MR-16  SOCKET (FOR ARLV3020 
& ARLV4020)

AOW-C CLIPS (FOR ARLV4000 &ARLV5000)

FUSE HOLDER & FUSES FOR USE 
WITH CLASS I TRANSFORMERS

THERMO PROTECTOR

CIRCUIT BREAKER FOR USE WITH 
CLASS I+II TRANSFORMERS

     #10 WIRE FUSE HOLDER

SOCKET

AMR16 MR-16 SOCKET (FOR ARLV4000, & 
ARLV5000, &  ARLV7000 & ARLV-4)

AG4

Blue glass filter

Yellow glass filter

Green glass filter

Holder for  MR-11 (2" DIA.)

THERMO 120V 

Lavender glass filter

THERMO 277V

MR-11 SOCKET (FOR ARLV2500) DC 
BAYONET BASE

JC SOCKET (FOR ARLV4055G4)

AQ2

Green Dichroic-glass filter

FILTER ACCESSORIES MR-16 PATTERN FILTERS (FOR MR-16)

DESCRIPTION

ACCESSORIES / FILTERS

 

Red glass filter

Amber glass filter

Pink glass filter

DESCRIPTION

Blue Dichroic-glass filter

Red Dichroic-glass filter

Yellow Dichroic-glass filter

Golden Amber Dichroic-glass filter

L   I   G   H   T   I   N   G
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FINISH FIXTURE O.D SOCKET HOUSING

FINISH FIXTURE O.D SOCKET HOUSING

FINISH FIXTURE O.D SOCKET HOUSING

*FIXTURE WITH TRANSFORMER

CATALOG #

ARLV4050MP GIMBAL ADJUSTABLE MONO POINT

 

CATALOG #

GIMBAL 
ADJUSTABLE 
MONO-POINT

FLEXIBLE 
MONO-POINT JC TYPE

CEILING CUT OUTLAMPS

 

AM-1027

AM-1028 

LAMPS CEILING CUT OUT

NONE 
REQUIREDFOR 4S BOX

LAMPSCATALOG #

AM-1028    *AM-1028T   
AM-1028-20           

*AM-1028-20T

MR-11 MR-16

BI-PIN

ARLV-4000 
ARLV-5000 
ARLV-7000

BI-PIN or 
BAYONET 
DOUBLE 

CONTACT

2-1/2" DIAARLV-4050MP

12V 20W MAX

3-7/8"
WH,BL,MB, 

PB,SA, 
SC,CH

5"SA

HALOGEN

HALOGEN

12V 50W

AM-1027              
*AM-1027T

SA
FLEXIBLE 

MONO-POINT 5"

12V 50W MAX

HALOGEN

MR-16

CEILING CUT OUT

BI-PIN FOR 4S BOX
NONE 

REQUIRED

L   I   G   H   T   I   N   G

12-1/2"

ARLV4050MP

AM-1028

AM-1027

AM-1028-20

20"

1435 WEST 139th STREET, GARDENA CALIFORNIA, 90249 TEL 310.323.2275 FAX 310.323.6275 ( 888.ARK.LIGHT)
2008 ARK LIGHTING. ALL RIGHTS RESERVED. SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE. www.arklighting.com

O.D=3-7/8"

 19



FINISH FIXTURE O.D SOCKET HOUSING

FINISH FIXTURE O.D SOCKET HOUSING

FINISH FIXTURE O.D SOCKET HOUSING

BI-PIN or 
BAYONET 
DOUBLE 

CONTACT

CATALOG #

ARLV4060MP SLOT ADJUSTABLE MONO POINT

 

CATALOG #

SLOT 
ADJUSTABLE 
MONO-POINT

ADJUSTABLE 
MONO-POINT MR-11 MR-16

CEILING CUT OUT

ARLV-4060MP

LAMPS

 

ARR-MP ADJUSTABLE MONO POINT

ARLV-4010MP ADJUSTABLE MONO POINT

STEP BAFFLE 
ADJUSTABLE 
MONO-POINT

LAMPS CEILING CUT OUT

ARLV-4000 
ARLV-5000 
ARLV-7000

2-7/8" DIA

MR-11 MR-16

12V 50W

ARLV-4000 
ARLV-5000 
ARLV-7000

BI-PIN or 
BAYONET 
DOUBLE 

CONTACT

2-7/8" DIA

CATALOG # LAMPS

12V 50W

3-7/8"
WH,BL,MB, 

PB,SA, 
SC,CH

3-7/8"
PB,SA, 
SC,CH

HALOGEN

HALOGEN

ARR-MP

ARLV-4010MP
PB,SA, 
SC,CH 3-7/8"

HALOGEN ARLV-4000 
ARLV-5000 
ARLV-7000

MR-11 MR-16

12V 50W

CEILING CUT OUT
BI-PIN or 

BAYONET 
DOUBLE 

CONTACT

2-7/8" DIA

L   I   G   H   T   I   N   G

ARLV-4060MP

ARR-MP

ARLV-4010MP
O.D = 3-7/8"

O.D = 3-7/8"
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FINISH FIXTURE O.D SOCKET HOUSING

ALL TRIMS REQUIRE APPROPRIATE HOUSING. 

 

ARLV-4055-G4 PUC MINI GIMBALS RING

 

ARLV-4055-G4
WH,BL,MB, 

PB,SA, 
SC,CH

CATALOG # LAMPS CEILING CUT OUT

RECESSED 
PUC LIGHT ARLV-2000G4

12V 20W

3-7/8"

HALOGEN

BI-PIN 2-7/8" DIA

15    ADJUSTABLE

ARLV-2000 MINI HOUSING                    
FOR ARLV-4055-G4 TRIM                      

1" OVERALL HEIGHT 2-7/8" CEILING CUT-OUT

L   I   G   H   T   I   N   G
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FINISH FIXTURE O.D SOCKET HOUSING

FINISH FIXTURE O.D SOCKET HOUSING

FINISH FIXTURE O.D SOCKET HOUSING

ARLV-4000 
ARLV-5000 
ARLV-7000

MR-11

12V, 35W

CEILING CUT OUT

BI-PIN 2-7/8" DIAARLV-4080
WH,BL,MB, 

PB,SA, 
SC,CH

3-7/8"

HALOGEN

CATALOG # LAMPS

12V, 35W

3-7/8"
WH,BL,MB, 

PB,SA, 
SC,CH

3-7/8"
WH,BL,MB, 

PB,SA, 
SC,CH

HALOGEN

HALOGEN

ARLV-4060 2-7/8" DIA

MR-16

12V 50W

ARLV-4000 
ARLV-5000 
ARLV-7000

BI-PIN 2-7/8" DIA

ARLV-4055

 

CATALOG #

RECESSED 
GIMBAL RING 
ADJUSTABLE

SLOT 
APERTURE 

ADJUSTABLE
MR-11

CEILING CUT OUT

ARLV-4055

LAMPS

ARLV-4060

ALL TRIMS REQUIRE APPROPRIATE HOUSING.  ( SEE PAGE 5,6,7 )

BI-PIN

CATALOG #

 

ARLV-4080

    EYE BALL 
ADJUSTABLE

LAMPS CEILING CUT OUT

ARLV-4000 
ARLV-5000 
ARLV-7000

L   I   G   H   T   I   N   G

ARLV-4055

ARLV-4060

ARLV-4080
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FINISH FIXTURE O.D SOCKET HOUSING

FINISH FIXTURE O.D SOCKET HOUSING

FINISH FIXTURE O.D SOCKET HOUSING

 

CATALOG #

 RECESSED 
STEP 

BAFFLE

 RECESSED 
STEP 

BAFFLE
MR-11

2-7/8" DIA

ALL TRIMS REQUIRE APPROPRIATE HOUSING.  ( SEE PAGE 5,6,7 )

BI-PIN

*BLACK BAFFLE STANDARD, TO REQUEST WHITE BAFFLE ADD:-WH TO CAT.#. SAMPLE: ARLV4010 WH-WH.

12V, 35W

CATALOG #

ARLV-4010

CEILING CUT OUT

ARLV-4010

LAMPS

MR-16

12V 50W

ARLV-4000 
ARLV-5000 
ARLV-7000

BI-PIN3-7/8"

 

ARLV-4020

ARLV-4050

GIMBAL RING 
ADJUSTABLE

LAMPS CEILING CUT OUT

ARLV-4000 
ARLV-5000 
ARLV-7000

2-7/8" DIA

CATALOG # LAMPS

*WH,BL,MB, 
PB,SA, 
SC,CH

3-7/8"
*WH,BL,MB, 

PB,SA, 
SC,CH

HALOGEN

HALOGEN

ARLV-4000 
ARLV-5000 
ARLV-7000

MR-16

12V, 50W

ARLV-4020

ARLV-4050
WH,BL,MB, 

PB,SA, 
SC,CH

3-7/8"

CEILING CUT OUT

BI-PIN 2-7/8" DIA

HALOGEN

L   I   G   H   T   I   N   G

ARLV-4010

ARLV-4020

ARLV-4050

O.D = 3-7/8"

O.D = 3-7/8"

O.D = 3-7/8"
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FINISH FIXTURE O.D SOCKET HOUSING

FINISH FIXTURE O.D SOCKET HOUSING

FINISH FIXTURE O.D SOCKET HOUSING

ALL TRIMS REQUIRE APPROPRIATE HOUSING. 

ARLV-4000 
ARLV-5000 
ARLV-7000

MR-16

12V, 50W

CEILING CUT OUT

BI-PIN 2-7/8" DIAARLV-4900
WH,BL,MB, 

PB,SA, 
SC,CH

4-43"

HALOGEN

ARLV-3050

CATALOG # LAMPS

12V, 35W

3-1/4"
WH,BL,MB, 

PB,SA, 
SC,CH

3-1/8"
WH,BL,MB, 

PB,SA, 
SC,CH

HALOGEN

HALOGEN

MR-11

12V, 35W

ARLV-3000BI-PIN

 

ARLV-3500

ARLV-4900

GIMBAL 
ADJUSTABLE

LAMPS CEILING CUT OUT

ARLV-30002-1/2" DIABI-PINARLV-3500

CATALOG #

ARLV-3050

 

CATALOG #

GIMBAL RING 
ADJUSTABLE

 RECESSED 
WALL 

WASHER
MR-11

CEILING CUT OUT

2-1/2" DIA

LAMPS

L   I   G   H   T   I   N   G

ARLV-3500

ARLV-4900

ARLV-3050

1-¼” APERTURE
3-7/8" O.D.

1.4"

4.4375

1.7500

0.6250

APERTURE

4.4457
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FINISH FIXTURE O.D SOCKET HOUSING

FINISH FIXTURE O.D SOCKET HOUSING

FINISH FIXTURE O.D SOCKET HOUSING

*BLACK BAFFLE STANDARD, TO REQUEST WHITE BAFFLE ADD:-WH TO CAT.#. SAMPLE: ARLV3010 WH-WH.

 

CATALOG #

 RECESSED 
STEP 

BAFFLE

 RECESSED 
STEP 

BAFFLE
MR-11

2-1/2" DIA

BI-PIN

ALL TRIMS REQUIRE APPROPRIATE HOUSING.  (SEE PAGE 5)

CATALOG #

ARLV-3010

CEILING CUT OUT

ARLV-3010

LAMPS

 

ARLV-3020

ARLV-3080

EYEBALL 
ADJUSTABLE

LAMPS CEILING CUT OUT

ARLV-30002-1/2" DIA

MR-16

12V, 35W

ARLV-3000BI-PIN

CATALOG # LAMPS

12V, 35W

3-7/8"
*WH,BL,MB, 

PB,SA, 
SC,CH

3-7/8"
*WH,BL,MB, 

PB,SA, 
SC,CH

HALOGEN

HALOGEN

ARLV-3020

ARLV-3080
WH,BL,MB, 

PB,SA, 
SC,CH

3-7/8"

HALOGEN

ARLV-3000MR-11

12V, 35W

CEILING CUT OUT

BI-PIN 2-1/2" DIA

L   I   G   H   T   I   N   G

ARLV-3010

ARLV-3020

ARLV-3080

2" APERTURE

3-7/8" O.D.

1-5/8"

wire leads 250 C

2" APERTURE

3-7/8" O.D.

2-5/8"

wire leads 250 C

1-¼” APERTURE
3-7/8" O.D.

1-5/8"

40   ADJUSTABLE
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FINISH FIXTURE O.D SOCKET HOUSING

FINISH FIXTURE O.D SOCKET HOUSING

FINISH FIXTURE O.D SOCKET HOUSING
 

ADJUSTABLE
NONE 

REQUIREDMR-16

12V,50W MAX

CEILING CUT OUT

BI-PIN 3-3/4"ARLV-2800 WH,BL 4-1/8"

HALOGEN

CATALOG # LAMPS

12V-35W

2-3/4"
WH,BL,MB 

PB 
SA,SC,CH

2-3/4"
WH,BL,MB 

PB 
SA,SC,CH

HALOGEN

BI-PIN

BI-PIN

ARLV-2508               

ARLV-2503               
 MINI-COMPACT 

WALL WASH 
ROUND TRIM

 

ARLV-2508

ARLV-2800

CEILING CUT OUT

LAMPS CEILING CUT OUT

1-7/8"

LAMPS
HALOGEN

JC TYPE

CATALOG #

ARLV-2503

 

CATALOG #

 MINI-COMPACT 
ADJUSTABLE 
ROUND TRIM

MR-8

12V 20W NAX

NONE 
REQUIRED

NONE 
REQUIRED1-7/8"

L   I   G   H   T   I   N   G

O.D = 2-3/4"

2-1/2" H

O.D = 2-3/4"

2-1/2" H

ARLV-2503

ARLV-2800

ARLV-2508
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FINISH FIXTURE O.D SOCKET HOUSING

3" CLEARANCE ALL AROUND  IS REQUIRED.

MR11 LAMPS MUST HAVE COVER GLASS , CLASS 2 WIRING. ( SEE PAGE 22 )

ARLV-2500 MINI TRIM / HOUSING

NO HOUSING REQUIRED
A UNIQUE LOW VOLTAGE SPACE SAVER DOWNLITE FOR COMMERCIAL, RESIDENTIAL, 

DISPLAY, MARINE AND RV APPLICATION. SNAP-IN INSTALLATION.

 

 MINI-COMPACT 
DOWNLITE 

ROUND TRIM

 

CEILING CUT OUT

1-7/8"

LAMPS

HALOGEN

MR-11

12V,35W MAX

CATALOG #

NONE 
REQUIRED

BAYONET 
DOUBLE 

CONTACT
ARLV-2500               2-3/4"

WH,BL,MB 
PB 

SA,SC,CH

CEILING CUT-OUT IS 1-7/8"

18" wire lead 250 deg.  

APERTURE = 1-5/8"

O.D = 2-3/4"

L   I   G   H   T   I   N   G

2-1/2"

ARLV25090-SA 
WITH ALTP-11
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FINISH FIXTURE O.D SOCKET HOUSING
 

MINI

FINISH FIXTURE O.D SOCKET HOUSING
 

MINI

FINISH FIXTURE O.D SOCKET HOUSING
 

MINI

CATALOG #

ARLV-1000

 

CATALOG #

JC TYPE

12V,10W MAX

NONE 
REQUIRED

NONE 
REQUIRED1"BI-PIN

 

ARLV-1500

ARLV-1800

CEILING CUT OUT

LAMPS CEILING CUT OUT

7/8"

LAMPS
HALOGEN

JC TYPE BI-PIN

ARLV-1500

ARLV-1000

CATALOG # LAMPS

12V,10W MAX

1-1/8"WH,BL

1-5/8"CH

HALOGEN

ARLV-1800 WH,BL 2"

HALOGEN
NONE 

REQUIREDJC TYPE

12V,10W MAX

CEILING CUT OUT

BI-PIN 1-1/4"

L   I   G   H   T   I   N   G

ARLV-1500

ARLV-1000

ARLV-1800
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IC , AIR-TIGHT

50W 

MR-11, MR-16 , TL MR 16, 

60VA 120V or 277V CLASS 2 ELECTRONIC

NO NEED FOR SPECIAL DIMMER

SUITABLE FOR USE IN SUSPENDED CEILING

SUITABLE FOR DAMP LOCATION

4" LOW  VOLTAGE
FOR 50W MR16

ARLV40
4" LOW  VOLTAGE

FOR 20W MR16, 60WA19

ARLV450
4" LOW  VOLTAGE

FOR 50W MR16

ARLV-1499ICT/AT / AIR TIGHT LOW VOLTAGE 

MISC:

HOUSING TYPE: 

MAX WATTAGE:

LAMP TYPE: 

TRANSFORMER: L.V

PRODUCT FEATURES

 
 

4" TRIM
ARLV4 ARLV4LV

4" LINE VOLTAGE
FOR PAR 20,JDR

4" LOW  VOLTAGE
FOR 50W MR16, JDR

ARLV47LV

L   I   G   H   T   I   N   G

7-1/2"

14-1/4"

10-3/4"
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HOUSING TYPE: IC , AIR-TIGHT

MAX WATTAGE: 50W MR-16, 50W INC, 32W PL  

LAMP TYPE: 

TRANSFORMER: L.V 60VA 120V or 277V CLASS 2 ELECTRONIC

FOR FLUORESCENT
CEILING ACCESS:  REQUIRED WITH INTEGRAL TRANSFORMER

MISC: (FOR LOW VOLTAGE ELECTRONIC TRANSFORMER) NO NEED FOR SPECIAL DIMMER

SUITABLE FOR USE IN SUSPENDED CEILING

SUITABLE FOR DAMP LOCATION

CATALOG # DESCRIPTION
ARLV-4IC IC HOUSING, 4" APERTURE 

FOR USE WITH REMOTE TRANSFORMER* OR 120V 
ARLV4IC/T IC HOUSING, 4" APERTURE WITH 120V>12V 60VA CLASS 2 ELECTRONIC 
CEILING ACCESS IS REQUIRED BUILT-IN INTEGRAL TRANSFORMER TRANSFORMER W/OVERLOAD PROTECTION
ARLV-4ICT/AT IC HOUSING, 4" APERTURE WITH AIR-TIGHT 120V>12V 60VA CLASS 2 ELECTRONIC 
CEILING ACCESS IS REQUIRED BUILT-IN INTEGRAL TRANSFORMER TRANSFORMER W/OVERLOAD PROTECTION
ARLV4IC/TF32 IC HOUSING, 4" APERTURE WITH 120V>35W BALLAST
CEILING ACCESS IS REQUIRED (ADD D FOR DIMMABLE BALLAST)
NOTE: * REMOTE TRANSFORMER ORDERED SEPARATELY.

ARLV-4IC / AIR TIGHT LOW VOLTAGE & FLUORESCENT

 
 

PRODUCT FEATURES

35W 120V or 277V BALLAST (DIMMABLE AVAILABLE)

*(SEE PAGE 22 FOR CLASS 2 )

4" HOUSING FOR 4" TRIM

MR-11, MR-16 , TL MR 16, R & PAR 20, PL7-32W

ARLV-4IC/TF32  
FLUORESCENT HOUSING 

ARLV-4IC/AT  LOW VOLTAGE AND 
HIGH VOLTAGE HOUSING 

4"

L   I   G   H   T   I   N   G
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HOUSING TYPE: IC , AIR-TIGHT

MAX WATTAGE: 50 WATTS MAX

LAMP TYPE: MR-11,  MR-16,  MR-16 120V TL

TRANSFORMER: 60VA 120V or 277V CLASS 2 ELECTRONIC
( NO NEED FOR SPECIAL DIMMER)

CEILING ACCESS:  REQUIRED WITH INTEGRAL TRANSFORMER

MISC: (ELECTRONIC TRANSFORMER) NO NEED FOR SPECIAL DIMMER

SUITABLE FOR USE IN SUSPENDED CEILING

SUITABLE FOR DAMP LOCATION
CATALOG # DESCRIPTION
ARLV-7000 IC HOUSING, 2-3/4" APERTURE 

FOR USE WITH REMOTE TRANSFORMER*
ARLV7000/T IC HOUSING, 2-3/4" APERTURE WITH 120V>12V 60VA CLASS 2 ELECTRONIC 
CEILING ACCESS IS REQUIRED BUILT-IN INTEGRAL TRANSFORMER TRANSFORMER W/OVERLOAD PROTECTION
ARLV7000/120V I.C HOUSING, 2-3/4" APERTURE WITH

120V,  NO TRANSFORMER*
ARLV7000T/AT I.C & AIR-TIGHT  HOUSING, 2-3/4" APERTURE 120V>12V 60VA CLASS 2 ELECTRONIC 
CEILING ACCESS IS REQUIRED WITH BUILT-IN INTEGRAL TRANSFORMER TRANSFORMER W/OVERLOAD PROTECTION
NOTE: * REMOTE TRANSFORMER ORDERED SEPARATELY.

ARLV-7000 -IC / AIR TIGHT

 
 

 

PRODUCT FEATURES

MINI LOW VOLTAGE IC AND AIR TIGHT HOUSING, RATED 50 WATTS MAXIMUM.  FOR ARLV-4000 SERIES TRIMS

(SEE PAGE 22)                           
FOR CLASS 2 TRANSFORMER

L   I   G   H   T   I   N   G
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ARPF-1  

ITEM MATERIAL DIMENSIONS

1 ALUMINUM H = 4”  DIA. = 2-3/4”

2 STEEL L = 1-1/2”  W = 5/8”

3 ALUMINUM L = 8”  W = 1-1/2”

4 ALUMINUM L = 6-1/2”  W = 2”  H = 1-1/2”

5 L = 2”  DIA. = 1/2”

6

7

8

MAX WATT

NOTE:

ARLV-5000 - REMODEL / NEW CONSTRUCTION

 

 

CLEARANCE REQUIRED ABOVE THE CAN FOR INSTALLATION = 2"

CLEARANCE REQUIRED AROUND THE CAN = 3"

 

DESCRIPTION

ARPF1  PLASTER FRAME AND BAR HANGER FOR ARLV4000, ARLV 5000, 
ARLV500T,ARLV5000/120 ( ORDER SEPARATELY)

CATALOG #

120V LINE VOLTAGE MINI-HOUSING 

LOW VOLTAGE MINI-HOUSING WITH 
ELECTRONIC BUILT-ININTEGRAL TRANSFORMERARLV5000-T 120V OR 277V MR11, MR16 50W

ARLV5000-120V 120V   (MR-16 TL) GU10 50W

THERMO-PROTECTOR RP-1B (SEE PAGE 20)

ARPF1  PLASTER FRAME AND BAR HANGER FOR ARLV4000, ARLV5000, ARLV5000T,ARLV5000/120 ( ORDER SEPARATELY)

ALUMINUM MINI-HOUSING 

BRACKET

JUNCTION BOX (J-BOX)

INSTALLATION CLIP AOW-C (SEE PAGE 20)

TOW 1/2" KO

ELECTRONIC TRANSFORMER, CL.2. 60VA. 120/12.  W/OVER LOAD PROTECTION INSIDE J-BOX  (ARLV-5000/T ONLY)

ARLV5000 12V MR-11, MR16 50W

VOLTAGE LAMPS DESCRIPTION

LOW VOLTAGE MINI-HOUSING FOR USE WITH 
REMOTE TRANSFORMER ( SEE PAGE 22 )

L   I   G   H   T   I   N   G

120V
TO 12V

6

7

8
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HOUSING FOR REMOTE TRANSFORMER

1" CLEARANCE ON ALL SIDES AND ABOVE WHEN NO INSULATION IS PRESENT

ALL  ARLV-3000 SERIES HOUSINGS ARE RATED FOR 35W MAX AND REQUIRE  
AND REQUIRE CLASS 2 INSTALLATION 

1" CLEARANCE ON ALL SIDES AND ABOVE WHEN NO INSULATION IS PRESENT

SEE PAGE 22 FOR CLASS 2 WIRING 

3" CLEARANCE  ON ALL SIDES AND ABOVE REQUIRED WHEN INSULATION IS PRESENT

3" CLEARANCE  ON ALL SIDES AND ABOVE REQUIRED WHEN INSULATION IS PRESENT

 
ARLV-3000 MINI-HOUSING  
FOR ARLV-3000 SERIES TRIMS

NOTE: ALL TRIMS MUST BE USED WITH APPROPRIATE HOUSING 

 
 

ARLV-4000 HOUSING  
FOR ARLV-4000 SERIES TRIMS

NOTE: ALL TRIMS MUST BE USED WITH APPROPRIATE HOUSING 
SEE PAGE 22 FOR CLASS 2 WIRING 
ALL  ARLV-4000 SERIES HOUSINGS ARE RATED FOR 35W MAX AND REQUIRE  
AND REQUIRE CLASS 2 INSTALLATION 

L   I   G   H   T   I   N   G
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ARLV47LV                    
MR16                        

PAGE 9

ARLV450 ADJUSTABLE          
MR16                         

PAGE 9

 

ARLV40 SHOWER TRIM         
MR16, A19                    

PAGE 9

ARLV-4  OPEN TRIM             
R20, JDR, PAR20                

PAGE 9

ARLV-4LV  OPEN TRIM           
MR16, JDR                     

PAGE 9

ARLV-3050, JMR11              
GIMBAL RING ADJUSTABLE     

PAGE 14

ARLV-4060, MR11 OR MR16       
SLOT APERTURE ADJUSTABLE  

PAGE 16

ARLV-4900,  MR16              
ADJUSTABLE                  

PAGE 14

ARLV-4010, MR16               
STEP BAFFLE                  

PAGE 15

ARLV-4020, MR11               
STEP BAFFLE ADJUSTABLE   

PAGE 15

ARLV-4080, MR11              
EYEBALL ADJUSTABLE         

PAGE 16

ARLV-4050, MR16               
GIMBAL RING ADJUSTABLE    

PAGE 15 

4" LINE & LOW VOLTAGE TRIM

ARLV-4055-G4 PUC MINI GIMBAL 
ADJUSTABLE RING              

PAGE 17

ADJUSTABLE MONO- POINT  / FLEXIBLE MONO-POINT

ARLV-4010MP STEP BAFFLE 
ADJUSTABLE MR-11, MR-16  

PAGE 18

ARLV-4060MP SLOT ADJUSTABLE 
MR-11, MR-16                   

PAGE 18

ARLV-4050MP GIMBAL 
ADJUSTABLE MR-11, MR-16       

PAGE 19

ARR-MP ADJUSTABLE          
MR-11, MR-16                 

PAGE 18

                   AM-1028              AM-1028-20                  AM-1027

FLEXIBLE MONO-POINT

PAGE 19

ARLV-3080, MR11              
EYEBALL ADJUSTABLE         

PAGE 13

ARLV-1000, JC TYPE             
MINI-COMPACT DOWNLIGHT  

PAGE  10

ARLV-1500, JC TYPE             
MINI-COMPACT DOWNLIGHT  

PAGE 10

ARLV-1800, JC TYPE           
MINI-COMPACT DOWNLIGHT 

PAGE 10

ARLV-4055, MR16              
REGRESSED GIMBAL RING 

ADJUSTABLE     PAGE 16

ARLV-3500, JC TYPE            
WALL WASHER                

PAGE 14

1000-2500 SERIES TRIMS / HOUSING

ARLV-2508,MR-8                
MINI-COMPACT ADJUSTABLE  

PAGE 12

3000 SERIES TRIMS 

4000 SERIES TRIMS 

ARLV-2500, MR-11              
MINI-COMPACT DOWNLIGHT  

PAGE 11

ARLV-2503, JC TYPE            
MINI-COMPACT DOWN LIGHT  

PAGE 12

ARLV-3010, MR16               
STEP BAFFLE                  

PAGE 13

ARLV-3020, MR11               
ADJUSTABLE                   

PAGE 13

L   I   G   H   T   I   N   G
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Distributed by:

COMPANY OVERVIEW

Ark Lighting is a USA based Manufacturer with a full line of Lighting Products since 1996.  In 2008, Ark Lighting 
expanded its California facility and moved to a new location in Gardena.  This expansion has allowed Ark Lighting 
to continue its core goal of providing customers with access to an Expanded Inventory and its signature “Quick 
Turn Around” Service.  Ark offers a full line of Recessed Lighting; HID (Parking Lots, Sport Facilities, Street 
Lighting, Parks, Shopping Centers & Industrial Warehouses); Residential Landscape Lighting, RLM Domes 
(Gooseneck and Post Applications); Ballasts and Transformers.

Our Staff works hard to provide you, our clients, with quality products, a competitive price and fast delivery.  
Contact our office or go online at www.arklighting.com  to see a complete listing of our Nationwide 
Representatives who are in your area to serve your needs.
                                        Our job is done only when YOUR job is done!

 


